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DESIGN IT, WE’LL BUILD IT.

Although this catalogue gives precise and useful product description and capabilities, 
we recommend the use of our Nomis software for a more accurate and up-to-date 
selection. 

Nomis is a web-based refrigeration equipment selection and conwguration platform. 
It can be used from your desktop computer, laptop, tablet or smartphone. Request 
a Nomis access and discover just how easy it is to wnd the right equipment for your 
needs. Simply select an evaporator from our myriad choices, and then add the 
options that are right for your project. All technical and pricing information is updated 
continuously and is right there, at your wnger tips. 

DESIGN YOUR OWN EVAPORATOR

This easy-to-use product selector allows you to 
build your evaporator the way you want it:

1.	Select Base Conwguration 
2.	Select Options

3.	Select Accessories

4.	Get a complete quote with prices

You can Print, Email or Share your personalized 
custom quote as well as select your nearest 
dealer so they can follow up with you directly.

To request a Nomis Access, simply go to www.refplus.com and click on Tools.
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EB EF

EBE FOR FREEZERS FROM -40OF TO 0OF (HIGH-WIND TUNNEL)

CAPACITY FROM 32,140 to 423,700 BTU/HR/10oF TD

EFE FOR FREEZERS FROM -40OF TO 0OF (HIGH-WIND TUNNEL)

CAPACITY FROM 30,690 to 437,440 BTU/HR/10oF TD

EBR / EBT FOR FREEZERS FROM -40OF TO 0OF (HIGH-WIND TUNNEL)

CAPACITY FROM 33,830 to 446,000 BTU/HR/10oF TD

EFR / EFT FOR FREEZERS FROM -40OF TO 0OF (HIGH-WIND TUNNEL)

CAPACITY FROM 32,780 to 460,400 BTU/HR/10oF TD

Temperature & Capacity Ranges

For operation outside temperature ranges listed above, please contact RefPlus sales support. 
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Nomenclature

VOLTAGE

2 = 240/1/60
5 = 208-240/3/60
8 = 600/3/60
9 = 480/3/60

2350 = 235 000 BTU/H
043 = 4300 BTU/H
*Can vary from 3 to 4 digits

MODEL NUMBER / NOMINAL CAPACITY @ 10°FTD

UNIT SERIES

EB = Large industrial blast freezer

EF = Large industrial free standing blast freezer

DEFROST TYPE

MODEL GENERATION

E = Electric defrost
R = Reverse cycle defrost with hot gas drain pan
T = Three-pipe defrost with hot gas drain pan     

0-6 = Conventional refrigerant generation
7-9 = CO2 generation

B EE 2350 0 8- -



R

6

Specifications

The EB & EF series are high-prowle, yoor-mounted large 
industrial freezer units designed for fast freezing in a 
tunnel.  Extra-high velocity EB Series unit fans draw air in 
from the evaporator coil and discharge it through the fan 
guards on the front of the unit. EF Series are also extra-
high velocity units that come without fans. Field-supplied 
fans can be mounted for air draw or blow through 
installations. All units are single coil construction. 

Each unit is fully customizable and includes a wiring 
diagram that meets the customer’s requirements. The 
wiring diagram displays all the components with all 
the necessary protections and controls. Generic wiring 
diagrams are also available in the installation manual 
(IOM).

All units in this series are compliant to North American 
product safety standards and required sanitation 
standards and can bear the ETL Listed & ETL Sanitation 
Listed Marks.

APPLICATIONS

EBE & EFE:
These electric defrost horizontal draw-through models are 
for high wind freezing tunnels with a room temperature 
from -40OF to 0OF.

EBR & EFR:
These models are horizontal draw-through, reverse cycle 
hot gas defrost evaporators with hot gas drain pan for 
high wind freezing tunnels with a room temperature from 

-40OF to 0OF.

EBT & EFT:
These models are horizontal draw-through, three-pipe 
hot gas defrost evaporators with hot gas drain pan for 
high wind freezing tunnels with a room temperature from 

-40OF to 0OF.

ELECTRICAL

Standard electric defrost evaporators include a defrost 
termination switch, a fan delay thermostat, a heater 
safety thermostat,  terminal blocks for fan and heater 
connections and gas defrost pan grid. All controls, 
motors and heaters are factory wired to provide a fully 
automatic operation of the unit.

Optional Guardian+ RC-S Smart Evaporator controller 
allows defrost, fan and electronic expansion valve 
operation without any other device being necessary. 
Other options include Kelvin Superheat Control with 
probes and sensors, disconnect switch, fuses or circuit 
breakers, hot gas bypass auxiliary side connection, etc. 
Contact Sales department for all custom options.

MOUNTING

All models are yoor mounted standard. They are supplied 
with adjustable legs that can be weld adjusted providing 
a space between drain pan and yoor of 2”, 4” and 6” 
Consult Sales Department for other desired mounting 
options.

CONSTRUCTION

CABINET
Cabinets for both series are made of galvanized steel. All 
hardware is made from stainless or plated steel for long-
term corrosion protection. Bolted construction allows 
for easy service and fan removal for coil cleaning and 
maintenance. Special materials are available such as full 
316 stainless steel construction. These units are provided 
with doors on each side for easy access.

DRAIN PAN
All units are provided with insulated drain pan. Drain 
pans are triple pitched and drain wtting are installed in 
a way that no condensate can be trapped inside. These 
series are provided with  a removable 1 1/4” female pipe 
thread drain wtting for easier installation and cleaning 
when installed with a drain union.

FANS
EF models come with no fans. EB models are provided 
with heavy duty fan motors with even phase loading and 
very high starting torque. They are also permanently 
lubricated, totally enclosed and thermally protected for a 
long life and dependable service. They are available for 
208-230/3/60, 480/3/60 and 600/3/60. 

208-230-480/3/60 motors can be used on 200-380/3/50.

Fans are made of aluminum blade riveted to epoxy 
painted steel hub for light weight assembly. EB series 

have optional cast aluminum fan blade. Fan guards and 
motor mounts are spot welded wire construction and 
coated with a black PVC coating.   

COILS

Coils are manufactured with seamless deoxidized 
smooth copper tubes and aluminum yat wns. Tubes 
are mechanically expanded into self-spaced wns plates 
with full collar for a permanent bond and optimum heat 
transfer. 
Connections and bends are brazed with high-temperature 
brazing alloy. Coils are factory leak tested at 300 psig and 
purged with a -40°F dew point dry air. Optional nitrogen 
charge is available. 
Coils are circuited for all synthetic refrigerants throughout 
the evaporator operating range and are also available for 
CO2 up to 650 PSI (ETL) and 700 PSI (CRN). Recircuited 
evaporators (SS headers, air or hot gas defrost only) can 
be rated up to 1741 PSI. Fin spacing is customizable to 
wt different applications. Optional tubing material can 
be rifyed copper, heavy gauge copper for high pressure 
CO2, cupro-nickel or 316 stainless steel. 
Optional wn material can be hydrophobic epoxy aluminum, 
copper or 316 stainless steel. Optional coatings such as 
Blygold, Heresite or Electrown are available for complete 
coil coverage.
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Standard & Optional Features

STANDARD FEATURES

•	PSC motors

•	Galvanized steel cabinet 

•	Inserted Incoloy electric defrost heaters  
(EBE & EFE models only)

•	Insulated drain pan (EBE & EFE models only) 

•	Ready for low GWP A1 refrigerant 
applications

OPTIONAL FEATURES

•	EC motors

•	Thermostatic or electronic expansion valve

•	Guardian+ smart defrost controller with EC 
fan speed and electronic expansion valve 
control and one year free Smart Access

•	Liquid line solenoid valve

•	Shipped loose room thermostat

•	Fans and heaters contactors with fuses or 
breakers

•	Disconnect switch (fused or non-fused)

•	Stainless steel casing and drain pan

•	Custom painted casing and drain pan (epoxy)

•	Black epoxy-coated welded wire guard

•	Coil Coating (Blygold, Heresite or ElectroƂn)
•	Custom coil design (FPI, material, geometry)

•	Hydrophobic epoxy aluminum Ƃns
•	Auxiliary Side Connection for hot gas bypass

•	Mounting bracket kit to match mounting 
holes of preceding generation with the same 
casing length

Specifications (continued)

DEFROST SYSTEMS

Electric defrost is done by the means of an internal 
heating element array, defrosting the coil from the inside 
out, allowing minimal heat losses in the room. With 
the help of an optional Refplus Guardian+ controller, 
pulsating current and temperature monitoring will allow 
for majority of frost being sublimated instead of thawed 
into running water, allowing for better energy efwciency 
and minimizing the risk of water overyowing.

Hot gas three-pipe defrost includes auxiliary side 
connection, running from downstream of the expansion 
valve, through the coil and in the drain pan before going 
to the suction line.
Reverse cycle defrost allows for two piping connexions 
only, reducing installation costs on the evaporator. 
Included is a liquid line bypass with check valve allowing 
for single liquid line input while allowing hot gas yow to 
bypass the expansion valve.
Note: Speciwcations subject to change without notice.
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Standard & Optional Features

DRAIN PAN (EB & EF)
INSULATED AND

HEATED

ELECTRICAL PANEL 

(EB & EF)
EASY MAINTENANCE

AND FULLY CONFIGURABLE

INCORPORATED

INSERT HEATERS

(EB & EF)
(ELECTRIC DEFROST ONLY)

FANS (EB)
HEAVY-DUTY

FAN MOTORS

PERMANENT

LUBRICATION

THERMAL 

PROTECTION

ALUMUNIUM

BLADES

CASING (EB & EF)
GALVANIZED STEEL

OPTIONS: EPOXY

PAINT COATED OR

FULL 316 STAINLESS

STEEL

 

FINS (EB & EF)
ALUMINIUM FLAT FINS (STANDARD)

COPPER OR 316 STAINLESS STEEL

(OPTIONAL) 

BLYGOLD COATING

 (OPTIONAL)

 BLUE EPOXY COATING 

(OPTIONAL)

 HERESITE COATING 

(OPTIONAL)

 SMOOTH COPPER TUBING

 STAINLESS STEEL TUBING

(OPTIONAL)

 ELECTROFIN COATING

(OPTIONAL)

EEV (EB & EF)
ELECTRONIC

EXPANSION VALVE

(OPTIONAL)

EB

EF
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Capacity Table LARGE INDUSTRIAL BLAST-FREEZING EVAPORATORS 

CAPACITIES

ELECTRICAL

EBE - ELECTRIC DEFROST	 FOR FREEZERS FROM -40OF TO 0OF

MODEL FANS

0” STATIC 

AIR PRESSURE LOSS

0.1” STATIC 

AIR PRESSURE LOSS

0.2” STATIC 

AIR PRESSURE LOSS CONNECTION (INCHES) R-448A  

OPERATING 

CHARGE 

(LB.)

STANDARD  

UNIT SHIPPING 

WEIGHT (LB.)
CFM

CAPACITY (MBH)

@ 10°FTD, -40°F SST
CFM

CAPACITY (MBH)

@ 10°FTD, -40°F SST
CFM

CAPACITY (MBH)

@ 10°FTD, -40°F SST
DISTRIBUTOR 

INLET
SUCTION

EBE-03420 1X1 10,600 34 10,100 33 9,600 32 7/8 1 5/8 16.74 750

EBE-04530 1X1 10,000 45 9,600 44 9,200 43 7/8 1 5/8 25.59 830

EBE-05460 1X1 9,600 54 9,000 53 8,400 51 7/8 1 5/8 34.44 880

EBE-06840 1X2 21,200 68 20,100 66 19,200 64 1 3/8 2 1/8 31.63 1,190

EBE-09060 1X2 20,000 90 19,200 88 18,400 85 1 5/8 2 1/8 48.34 1,320

EBE-10910 1X2 19,200 108 18,000 104 16,800 100 1 5/8 2 5/8 65.06 1,430

EBE-13600 1X3 30,000 135 28,800 129 27,600 124 1 5/8 2 5/8 71.09 1,800

EBE-16370 1X3 28,800 162 27,000 160 25,200 154 1 5/8 2 5/8 95.68 1,900

EBE-17160 2X2 38,400 170 36,800 166 34,800 161 (2) 1 5/8 (2) 2 5/8 87.65 2,100

EBE-18610 1X4 40,000 185 38,400 181 36,800 177 (2) 1 5/8 (2) 2 5/8 93.84 2,180

EBE-20980 2X2 36,400 208 35,000 203 33,600 199 (2) 1 5/8 (2) 2 5/8 117.47 2,205

EBE-22210 1X4 38,400 220 36,000 218 34,560 210 (2) 1 5/8 (2) 2 5/8 126.29 2,370

EBE-25730 2X3 57,600 255 54,720 251 52,200 248 (2) 1 5/8 (2) 2 5/8 128.9 2,700

EBE-31460 2X3 54,600 312 50,400 298 48,600 291 (2) 1 5/8 (2) 2 5/8 172.75 3,060

EBE-35400 2X4 76,800 351 73,600 342 69,600 330 (4) 1 5/8 (4) 2 5/8 170.15 3,960

EBE-42720 2X4 72,800 424 67,200 405 64,800 395 (4) 1 5/8 (4) 2 5/8 228.03 4,410

MODEL
MOTOR  

QTY

208-240/3/60 208-240/3/60 600/3/60 600/3/60 480/3/60 480/3/60

FAN MOTOR HEATER FAN MOTOR HEATER FAN MOTOR HEATER

FLA MCA FUSE KW FLA MCA FUSE FLA MCA FUSE KW FLA MCA FUSE FLA MCA FUSE KW FLA MCA FUSE

EBE-03420 1 7.20 9.00 15.00 10.22 24.59 30.74 35 2.70 3.38 15.00 7.68 7.39 9.24 15 3.40 4.25 15.00 6.55 7.88 9.85 15

EBE-04530 1 7.20 9.00 15.00 12.78 30.74 38.43 40 2.70 3.38 15.00 9.60 9.24 11.55 15 3.40 4.25 15.00 8.18 9.84 12.30 15

EBE-05460 1 7.20 9.00 15.00 15.34 36.90 46.13 50 2.70 3.38 15.00 11.52 11.09 13.86 15 3.40 4.25 15.00 9.82 11.81 14.76 15

EBE-06840 2 14.40 16.20 20.00 20.45 49.20 61.50 2 X 35 5.40 6.08 15.00 15.36 14.78 18.48 20 6.80 7.65 15.00 13.10 15.76 19.70 20

EBE-09060 2 14.40 16.20 20.00 25.56 61.49 76.86 2 X 40 5.40 6.08 15.00 19.20 18.48 23.10 25 6.80 7.65 15.00 16.37 19.69 24.61 25

EBE-10910 2 14.40 16.20 20.00 30.67 73.78 92.23 2 X 50 5.40 6.08 15.00 23.04 22.17 27.71 30 6.80 7.65 15.00 19.64 23.62 29.53 30

EBE-13600 3 21.60 23.40 30.00 38.34 92.23 115.29 2 X 60 8.10 8.78 15.00 28.80 27.71 34.64 35 10.20 11.05 15.00 24.55 29.53 36.91 40

EBE-16370 3 21.60 23.40 30.00 46.01 110.69 138.36 3 X 50 8.10 8.78 15.00 34.56 33.26 41.58 45 10.20 11.05 15.00 29.46 35.44 44.30 45

EBE-17160 4 28.80 36.00 40.00 40.90 98.39 122.99 3 X 45 10.80 11.48 15.00 30.72 29.56 36.95 40 13.60 16.00 20.00 26.19 25.20 31.50 35

EBE-18610 4 28.80 36.00 40.00 51.12 122.98 153.73 3 X 60 10.80 11.48 15.00 38.40 36.95 46.19 50 13.60 16.00 20.00 32.74 39.38 49.23 50

EBE-20980 4 28.80 36.00 40.00 51.12 122.98 153.73 3 X 60 10.80 11.48 15.00 38.40 36.95 46.19 50 13.60 16.00 20.00 32.74 39.38 49.23 50

EBE-22210 4 28.80 36.00 40.00 61.35 147.59 184.49 4 X 50 10.80 11.48 15.00 46.08 44.34 55.43 60 13.60 16.00 20.00 39.29 47.26 59.08 60

EBE-25730 6 43.20 51.00 60.00 61.35 147.59 184.49 4 X 50 16.20 21.00 25.00 46.08 44.34 55.43 60 20.40 26.00 30.00 39.29 47.26 59.08 60

EBE-31460 6 43.20 51.00 60.00 76.69 184.49 230.61 4 X 60 16.20 21.00 25.00 57.60 55.43 69.29 2 X 35 20.40 26.00 30.00 49.11 59.07 73.84 2 X 40

EBE-35400 8 57.60 71.00 80.00 81.80 196.79 245.99 5 X 50 21.60 26.00 30.00 61.44 59.12 73.90 2 X 40 27.20 31.00 35.00 52.38 63.01 78.76 2 X 40

EBE-42720 8 57.60 71.00 80.00 102.25 245.98 307.48 6 X 60 21.60 26.00 30.00 76.80 73.90 92.38 2 X 50 27.20 31.00 35.00 65.48 78.76 98.45 2 X 50

NOTES:

•	 Capacities are for R-448A. For other refrigerants, please refer to the refrigerant factor table (Page 13).

•	 Standard units are 4 FPI

•	 Capacities are based on 85% R.H. and 100°F liquid temperature.

•	 Connection sizes are for standard applications. They may vary based on selected applications and options.
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Capacity Table LARGE INDUSTRIAL BLAST-FREEZING EVAPORATORS 

MODEL FANS

0” STATIC 

AIR PRESSURE LOSS

0.1” STATIC 

AIR PRESSURE LOSS

0.2” STATIC 

AIR PRESSURE LOSS CONNECTION (INCHES) R-448A  

OPERATING 

CHARGE 

(LB.)

STANDARD UNIT  

SHIPPING WEIGHT 

(LB.)CFM

CAPACITY (MBH)

@ 10°FTD, 

 -40°F SST

CFM

CAPACITY (MBH)

@ 10°FTD,  

-40°F SST

CFM

CAPACITY (MBH)

@ 10°FTD,  

-40°F SST

DISTRIBUTOR 

INLET
SUCTION

HOT GAS 

(EBT)

EB(R,T)-03420 1X1 10,600 36 10,100 35 9,600 34 7/8 1 5/8 1 3/8 19.14 750

EB(R,T)-04530 1X1 10,000 47 9,600 46 9,200 45 7/8 1 5/8 1 3/8 28.7 830

EB(R,T)-05460 1X1 9,600 57 9,000 56 8,400 54 7/8 2 1/8 1 3/8 38.27 880

EB(R,T)-06840 1X2 21,200 71 20,100 69 19,200 67 1 3/8 2 1/8 1 5/8 36.14 1,190

EB(R,T)-09060 1X2 20,000 95 19,200 92 18,400 90 1 5/8 2 5/8 1 5/8 54.22 1,320

EB(R,T)-10910 1X2 19,200 114 18,000 110 16,800 105 1 5/8 2 5/8 1 3/8 72.29 1,430

EB(R,T)-13600 1X3 30,000 142 28,800 136 27,600 130 1 5/8 2 5/8 1 5/8 79.73 1,800

EB(R,T)-16370 1X3 28,800 171 27,000 169 25,200 162 1 5/8 2 5/8 1 5/8 106.31 1,900

EB(R,T)-17160 2X2 38,400 179 36,800 174 34,800 170 (2) 1 5/8 (2) 2 5/8 (2) 1 3/8 97.59 2,100

EB(R,T)-18610 1X4 40,000 194 38,400 190 36,800 187 (2) 1 5/8 (2) 2 5/8 (2) 1 5/8 105.24 2,180

EB(R,T)-20980 2X2 36,400 219 35,000 214 33,600 209 (2) 1 5/8 (2) 2 5/8 (2) 1 3/8 130.12 2,205

EB(R,T)-22210 1X4 38,400 232 36,000 229 34,560 221 (2) 1 5/8 (2) 2 5/8 (2) 1 5/8 140.33 2,370

EB(R,T)-25730 2X3 57,600 269 54,720 265 52,200 261 (2) 1 5/8 (2) 2 5/8 (2) 1 5/8 143.52 2,700

EB(R,T)-31460 2X3 54,600 328 50,400 314 48,600 306 (2) 1 5/8 (2) 2 5/8 (2) 1 5/8 191.35 3,060

EB(R,T)-35400 2X4 76,800 370 73,600 360 69,600 348 (4) 1 5/8 (4) 2 5/8 (4) 1 5/8 189.44 3,960

EB(R,T)-42720 2X4 72,800 446 67,200 426 64,800 416 (4) 1 5/8 (4) 2 5/8 (4) 1 5/8 252.59 4,410

NOTES:

•	 Capacities are for R-448A. For other refrigerants, please refer to the refrigerant factor table (Page 13).

•	 Standard units are 4 FPI

•	 Capacities are based on 85% R.H. and 100°F liquid temperature.

•	 Connection sizes are for standard applications. They may vary based on selected applications and options.

•	 Use EBR model for reverse-cycle defrost with hot-gas drain pan.

•	 Use EBT model for three-pipe defrost with hot-gas drain pan.

•	 CFM values are nominal.

EBR/EBT - HOT GAS DEFROST	 FOR FREEZERS FROM -40OF TO 0OF

CAPACITIES

ELECTRICAL

MODEL
MOTOR 

QTY

208-240/3/60 600/3/60 480/3/60

FAN MOTOR FAN MOTOR FAN MOTOR

FLA MCA FUSE FLA MCA FUSE FLA MCA FUSE

EB(R,T)-03420 1 7.20 9.00 15.00 2.70 3.38 15.00 3.40 4.25 15.00

EB(R,T)-04530 1 7.20 9.00 15.00 2.70 3.38 15.00 3.40 4.25 15.00

EB(R,T)-05460 1 7.20 9.00 15.00 2.70 3.38 15.00 3.40 4.25 15.00

EB(R,T)-06840 2 14.40 16.20 20.00 5.40 6.08 15.00 6.80 7.65 15.00

EB(R,T)-09060 2 14.40 16.20 20.00 5.40 6.08 15.00 6.80 7.65 15.00

EB(R,T)-10910 2 14.40 16.20 20.00 5.40 6.08 15.00 6.80 7.65 15.00

EB(R,T)-13600 3 21.60 23.40 30.00 8.10 8.78 15.00 10.20 11.05 15.00

EB(R,T)-16370 3 21.60 23.40 30.00 8.10 8.78 15.00 10.20 11.05 15.00

EB(R,T)-17160 4 28.80 36.00 40.00 10.80 11.48 15.00 13.60 16.00 20.00

EB(R,T)-18610 4 28.80 36.00 40.00 10.80 11.48 15.00 13.60 16.00 20.00

EB(R,T)-20980 4 28.80 36.00 40.00 10.80 11.48 15.00 13.60 16.00 20.00

EB(R,T)-22210 4 28.80 36.00 40.00 10.80 11.48 15.00 13.60 16.00 20.00

EB(R,T)-25730 6 43.20 51.00 60.00 16.20 21.00 25.00 20.40 26.00 30.00

EB(R,T)-31460 6 43.20 51.00 60.00 16.20 21.00 25.00 20.40 26.00 30.00

EB(R,T)-35400 8 57.60 71.00 80.00 21.60 26.00 30.00 27.20 31.00 35.00

EB(R,T)-42720 8 57.60 71.00 80.00 21.60 26.00 30.00 27.20 31.00 35.00
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Capacity Table LARGE INDUSTRIAL BLAST-FREEZING EVAPORATORS 

EFE - ELECTRIC DEFROST	 FOR FREEZERS FROM -40OF TO 0OF

CAPACITIES

ELECTRICAL

MODEL

600 FPM 700 FPM 800 FPM CONNECTION (INCHES)

R-448A  

OPERATING 

CHARGE 

(LB.)

STANDARD  

UNIT  

SHIPPING 

WEIGHT (LB.)CFM

STATIC  

PRESSURE 

(INCH OF WG)

CAPACITY

@ 10°FTD 

-40°F SST

(MBH)

CFM

STATIC  

PRESSURE 

(INCH OF WG)

CAPACITY

@ 10°FTD 

-40°F SST

(MBH)

CFM

STATIC  

PRESSURE 

(INCH OF WG)

CAPACITY

@ 10°FTD 

-40°F SST

(MBH)

DISTRIBUTOR 

INLET
SUCTION

EFE-03420 8,333 0.21 31 9,722 0.27 32 11,111 0.33 35 7/8 1 5/8 16.74 685

EFE-04530 8,333 0.31 42 9,722 0.40 44 11,111 0.50 48 7/8 1 5/8 25.59 765

EFE-05460 8,333 0.41 51 9,722 0.53 55 11,111 0.66 58 7/8 1 5/8 34.44 815

EFE-06840 16,666 0.21 63 19,444 0.27 67 22,222 0.33 70 1 3/8 2 1/8 31.63 1,060

EFE-09060 16,666 0.31 85 19,444 0.40 91 22,222 0.50 95 1 5/8 2 1/8 48.34 1,190

EFE-10910 16,666 0.41 103 19,444 0.53 113 22,222 0.66 120 1 5/8 2 5/8 65.06 1,300

EFE-13600 25,000 0.31 127 29,167 0.40 140 33,333 0.50 147 1 5/8 2 5/8 71.09 1,605

EFE-16370 25,000 0.41 155 29,167 0.53 166 33,333 0.66 181 1 5/8 2 5/8 95.68 1,705

EFE-17160 30,000 0.31 152 35,000 0.40 166 40,000 0.50 174 (2) 1 5/8 (2) 2 5/8 87.65 1,840

EFE-18610 33,333 0.31 171 38,888 0.40 181 44,444 0.50 197 (2) 1 5/8 (2) 2 5/8 93.84 1,920

EFE-20980 30,000 0.41 190 35,000 0.54 203 40,000 0.66 215 (2) 1 5/8 (2) 2 5/8 117.47 1,945

EFE-22210 33,333 0.41 208 38,888 0.53 222 44,444 0.66 235 (2) 1 5/8 (2) 2 5/8 126.29 2,110

EFE-25730 45,000 0.31 219 52,500 0.40 249 60,000 0.50 262 (2) 1 5/8 (2) 2 5/8 128.9 2,310

EFE-31460 45,000 0.41 287 52,500 0.53 306 60,000 0.66 322 (2) 1 5/8 (2) 2 5/8 172.75 2,670

EFE-35400 60,000 0.31 312 70,000 0.40 331 80,000 0.50 349 (4) 1 5/8 (4) 2 5/8 170.15 3,440

EFE-42720 60,000 0.41 375 70,000 0.53 416 80,000 0.66 437 (4) 1 5/8 (4) 2 5/8 228.03 3,890

MODEL
MOTOR  

QTY

208-240/3/60 600/3/60 480/3/60

HEATER HEATER HEATER

KW FLA MCA FUSE KW FLA MCA FUSE KW FLA MCA FUSE

EFE-03420 1 10.22 24.59 30.74 35 7.68 7.39 9.24 15 6.55 7.88 9.85 15

EFE-04530 1 12.78 30.74 38.43 40 9.60 9.24 11.55 15 8.18 9.84 12.30 15

EFE-05460 1 15.34 36.90 46.13 50 11.52 11.09 13.86 15 9.82 11.81 14.76 15

EFE-06840 2 20.45 49.20 61.50 2 X 35 15.36 14.78 18.48 20 13.10 15.76 19.70 20

EFE-09060 2 25.56 61.49 76.86 2 X 40 19.20 18.48 23.10 25 16.37 19.69 24.61 25

EFE-10910 2 30.67 73.78 92.23 2 X 50 23.04 22.17 27.71 30 19.64 23.62 29.53 30

EFE-13600 3 38.34 92.23 115.29 2 X 60 28.80 27.71 34.64 35 24.55 29.53 36.91 40

EFE-16370 3 46.01 110.69 138.36 3 X 50 34.56 33.26 41.58 45 29.46 35.44 44.30 45

EFE-17160 4 40.90 98.39 122.99 3 X 45 30.72 29.56 36.95 40 26.19 25.20 31.50 35

EFE-18610 4 51.12 122.98 153.73 3 X 60 38.40 36.95 46.19 50 32.74 39.38 49.23 50

EFE-20980 4 51.12 122.98 153.73 3 X 60 38.40 36.95 46.19 50 32.74 39.38 49.23 50

EFE-22210 4 61.35 147.59 184.49 4 X 50 46.08 44.34 55.43 60 39.29 47.26 59.08 60

EFE-25730 6 61.35 147.59 184.49 4 X 50 46.08 44.34 55.43 60 39.29 47.26 59.08 60

EFE-31460 6 76.69 184.49 230.61 4 X 60 57.60 55.43 69.29 2 X 35 49.11 59.07 73.84 2 X 40

EFE-35400 8 81.80 196.79 245.99 5 X 50 61.44 59.12 73.90 2 X 40 52.38 63.01 78.76 2 X 40

EFE-42720 8 102.25 245.98 307.48 6 X 60 76.80 73.90 92.38 2 X 50 65.48 78.76 98.45 2 X 50

NOTES:

•	 Capacities are for R-448A. For other refrigerants, please refer to the refrigerant factor table (Page 13).

•	 Standard units are 4 FPI

•	 Capacities are based on 85% R.H. and 100°F liquid temperature.

•	 Connection sizes are for standard applications. They may vary based on selected applications and options.

•	 CFM values are nominal.
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Capacity Table LARGE INDUSTRIAL BLAST-FREEZING EVAPORATORS 

CAPACITIES

EFR/EFT - HOT GAS DEFROST	 FOR FREEZERS FROM -40OF TO 0OF

MODEL

600 FPM 700 FPM 800 FPM CONNECTION (INCHES)

R-448A  

OPERATING 

CHARGE 

(LB.)

STANDARD  

UNIT  

SHIPPING 

WEIGHT (LB.)CFM

STATIC  

PRESSURE 

(INCH 

OF WG)

CAPACITY

@ 10°FTD 

-40°F SST

(MBH)

CFM

STATIC  

PRESSURE 

(INCH 

OF WG)

CAPACITY

@ 10°FTD 

-40°F SST

(MBH)

CFM

STATIC  

PRESSURE 

(INCH 

OF WG)

CAPACITY

@ 10°FTD 

-40°F SST

(MBH)

DISTRIBUTOR 

INLET
SUCTION

HOT GAS 

(EFT)

EF(R,T)-03420 8,333 0.21 33 9,722 0.27 34 11,111 0.33 37 7/8 1 5/8 1 3/8 19.14 685

EF(R,T)-04530 8,333 0.31 44 9,722 0.40 47 11,111 0.50 51 7/8 1 5/8 1 3/8 28.7 765

EF(R,T)-05460 8,333 0.41 54 9,722 0.53 58 11,111 0.66 61 7/8 2 1/8 1 3/8 38.27 815

EF(R,T)-06840 16,666 0.21 67 19,444 0.27 70 22,222 0.33 73 1 3/8 2 1/8 1 5/8 36.14 1,060

EF(R,T)-09060 16,666 0.31 89 19,444 0.40 95 22,222 0.50 100 1 5/8 2 5/8 1 5/8 54.22 1,190

EF(R,T)-10910 16,666 0.41 108 19,444 0.53 119 22,222 0.66 126 1 5/8 2 5/8 1 3/8 72.29 1,300

EF(R,T)-13600 25,000 0.31 134 29,167 0.40 147 33,333 0.50 155 1 5/8 2 5/8 1 5/8 79.73 1,605

EF(R,T)-16370 25,000 0.41 163 29,167 0.53 175 33,333 0.66 191 1 5/8 2 5/8 1 5/8 106.31 1,705

EF(R,T)-17160 30,000 0.31 160 35,000 0.40 174 40,000 0.50 184 (2) 1 5/8 (2) 2 5/8 (2) 1 3/8 97.59 1,840

EF(R,T)-18610 33,333 0.31 180 38,888 0.40 191 44,444 0.50 208 (2) 1 5/8 (2) 2 5/8 (2) 1 5/8 105.24 1,920

EF(R,T)-20980 30,000 0.41 200 35,000 0.54 213 40,000 0.66 226 (2) 1 5/8 (2) 2 5/8 (2) 1 3/8 130.12 1,945

EF(R,T)-22210 33,333 0.41 219 38,888 0.53 234 44,444 0.66 248 (2) 1 5/8 (2) 2 5/8 (2) 1 5/8 140.33 2,110

EF(R,T)-25730 45,000 0.31 230 52,500 0.40 262 60,000 0.50 276 (2) 1 5/8 (2) 2 5/8 (2) 1 5/8 143.52 2,310

EF(R,T)-31460 45,000 0.41 302 52,500 0.53 323 60,000 0.66 339 (2) 1 5/8 (2) 2 5/8 (2) 1 5/8 191.35 2,670

EF(R,T)-35400 60,000 0.31 329 70,000 0.40 349 80,000 0.50 367 (4) 1 5/8 (4) 2 5/8 (4) 1 5/8 189.44 3,440

EF(R,T)-42720 60,000 0.41 394 70,000 0.53 438 80,000 0.66 460 (4) 1 5/8 (4) 2 5/8 (4) 1 5/8 252.59 3,890

•	 Capacities are for R-448A. For other refrigerants, please refer to the refrigerant factor table (Page 13).

•	 Standard units are 4 FPI

•	 Capacities are based on 85% R.H. and 100°F liquid temperature.

•	 Connection sizes are for standard applications. They may vary based on selected applications and options.

•	 Use EFR model for reverse-cycle defrost with hot-gas drain pan.

•	 Use EFT model for three-pipe defrost with hot-gas drain pan.

•	 CFM values are nominal.
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How to wnd capacity for an EBE-16370 at -40°F SST, 10°FTD @ 0.1” air static for R-407A
EBE-16370 @ -40°F SST, 10°FTD, 0.1” air static, R-448A = 160.3 MBH

160.3 MBH x 0.988 (refrigerant factor) = 158.38 MBH

Factor Tables

FACTOR TABLES BASED ON R-448A DATA

CALCULATION EXAMPLE

Notes: Capacity might slightly differ from Nomis (negligible difference).

CAPACITY CONVERSION FACTOR 

FOR OTHER REFRIGERANTS

OPERATING CHARGE CONVERSION 

FACTOR FOR OTHER REFRIGERANTS

REFRIGERANT FACTOR

R-404A 0.958

R-410A 1.053

R-22 0.976

R-134A 0.869

R-407F 1.008

R-407A 0.988

R-407C 0.988

R-449A 0.997

R-450A 0.810

R-513A 0.914

REFRIGERANT FACTOR

R-404A 0.945

R-410A 0.960

R-22 1.029

R-134A 1.026

R-407F 1.000

R-407A 1.000

R-407C 1.000

R-449A 1.000

R-450A 1.026

R-513A 1.026

Note: For R744 (CO2) application, please contact RefPlus Sales.
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EB	

Unit Typical Dimensions

35 1/8 [889]

30 5/8 [762]4 1/2 [102]

32 [813]40 [1016] 40 [1016] 41 1/2 [1041]

W

H

9/16 DIA. MOUNTING HOLES

HOT GAS

DRAIN 1 1/4 FPT SUCTION

11
34 [864]

23 5/8 [584]

FAN

ARRANGEMENT

UNIT DIMENSIONS (INCHES [MM])

W H

1X1  54 [1372] 57 [1448] 

1X2 94 [2388] 57 [1448]

1X3 134 [3404] 57 [1448]

1X4 174 [4420] 57 [1448]

2X2 94 [2388] 97 [2464]

2X3 134 [3404] 97 [2464]

2X4 174 [4420] 97 [2464]

ALL DIMENSIONS ARE FOR REFERENCE ONLY.  

MAY VARY ON ACTUAL UNIT. 
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Unit Typical Dimensions

EF	

40 [1016] 40 [1016] 41 1/2 [1041]

H

HOT GAS

W

9/16 DIA. MOUNTING HOLES

HOT GAS 

DRAIN 1 1/4 FPT

23 5/8 [584]

25 [635]

SUCTION

1 [25]1
27 [686]

MODEL
UNIT DIMENSIONS (INCHES [MM])

W H

03420  54 [1372] 57 [1448] 

04530 54 [1372] 57 [1448]

05460 54 [1372] 57 [1448]

06840 94 [2388] 57 [1448]

09060 94 [2388] 57 [1448]

10910 94 [2388] 57 [1448]

13600 134 [3404] 57 [1448]

16370 134 [3404] 57 [1448]

17160 94 [2388] 97 [2464]

18610 174 [4420] 57 [1448]

20980 94 [2388] 97 [2464]

22210 174 [4420] 57 [1448]

25730 134 [3404] 97 [2464]

31460 134 [3404] 97 [2464]

35400 174 [4420] 97 [2464]

42720 174 [4420] 97 [2464]

ALL DIMENSIONS ARE FOR REFERENCE ONLY.  

MAY VARY ON ACTUAL UNIT. 
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TYPICAL PIPING DIAGRAMS

Wiring Diagram

LIQUID

LIQUID

DEFROST

NORMAL

H
O

T
 G

A
S

D
E

F
R

O
S

T

N
O

R
M

A
L

EBR & EFR

EBT & EFT

PIPING DIAGRAMS ARE FOR REFERENCE ONLY.  

MAY VARY ON ACTUAL UNIT.



PRECISION CONTROLLERS FOR 

A TROUBLE-FREE REFRIGERATION SYSTEM

RefPlus as a solution for making your refrigeration system 
management easier,  more precise and more efficient: 

The Guardian+ Controller Family.

Smart Evaporator Control System 

The Smart Evaporator RC-S Controller controls both temperature 
and defrost, providing precision temperature measurements and 
assuring setpoints are followed.

SMART EVAPORATOR CONTROL

RC-S

FLUID COOLER & PUMP PACKAGE CONTROL

RC-F

Fluid Cooler & Pump Package Control System 

The Fluid Cooler and Pump Package RC-F Controller manages 
the fan cycling and fan speed (when variable speed fans are 
installed) to control the outlet fluid temperature.  Also, it offers 
the possibility to manage the operation of up to two pumps. 

CONDENSER CONTROL

RC-C

Condenser Control System 

The Condenser RC-C Controller manages the fan cycling and 
fan speed (when variable speed fans are installed) to control 
the refrigerant pressure.  

Cold Room Lead-Lag Control System 

The Lead Lag RC-L Controller monitors room temperature in 
real time and uses predictive smart algorithms to optimize 
Lead Lag operation.  It can manage up to 8 systems and can be 
programmed to rotate the lead system to equalize run hours. 

LEAD LAG & DEFROST CONTROL

RC-L



EfƂcient, Reliable 
and Quiet

Trust RefPlus® for all your refrigeration equipment needs, 
so you can focus on your business.

RefPlus® is a proud manufacturer of 
quality refrigeration equipment for 
commercial and industrial applications, 
including the food industry.  Visit 
refplus.com to see all our fully 
customizable, standard or CO2 products.

EVAPORATORS

CONDENSING UNITS

CONDENSERS

FLUID & GAS COOLERS 





Combine your selected unit with the Guardian+  

defrost opƟon to obtain an EcoEĸcient+ system  
and opƟmize your energy eĸciency.
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