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OMZ ONZ

Industrial Applications

•	From 6.1 to 22HP with single compressor

•	From 12.2 to 44HP with dual compressors

•	High, medium and low temperature  
applications

•	For outdoor use

•	Copeland scroll compressor(s)

•	From 25 to 50HP with single compressor

•	From 50 to 100HP with dual compressors

•	High, medium and low temperature  
applications

•	For outdoor use

•	Copeland scroll compressor(s)

RefPlus’ OMZ and ONZ are part of the Evolution Series. They are vertical discharge, air-cooled industrial condensing 
units available in an array of sizes. They are speciwcally designed to provide cooling to other equipment and systems 
that incorporate evaporators (and associated expansion valve control systems). OMZ and ONZ models are factory-
assembled units that consist of an air-cooled condenser, one or more Copeland scroll heavy-duty compressors and 
interconnecting pipe work. They also can include liquid receivers, wlter driers, oil separators, suction accumulators, 
head pressure control valves, shut off valves and related controls. Base and weatherproof housing are made from 
heavy-gauge galvanized steel. Unit design follows the best combination of energy efwciency, reliability, serviceability, 
and cost effectiveness. 

These air-cooled condensing units can be used in a variety of commercial and industrial cooling applications, 
including cold rooms and warehouses, refrigerated display cabinets, restaurant equipment, temperature controlled 
food preparation areas, and for custom air conditioning applications in speciwc operating conditions.

Each condensing unit can be individually designed for a speciwc application. Each unit includes a control box and a 
wiring diagram that meets the customer’s requirements. The wiring diagram displays all the components with all the 
protections and the necessary controls. The unit can be supplied with mechanical and/or electronic controls. 

HIGH-EFFICIENCY

FANS / MOTORS

STANDARD-EFFICIENCY

FANS / MOTORS

HIGH-EFFICIENCY

FANS / MOTORS

MEDIUM-CAPACITY LARGE-CAPACITY

STANDARD-EFFICIENCY

FANS / MOTORS
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Nomenclature

OPTIONS

C = Common suction unit
(compressor piped in parallel)
D = Digital compressor(s) (only one on a
2 compressor unit (normal or tandem))
L = Low Speed Ziehl Abegg motors
M = Multiple Digital compressor (all
compressors are Digital except for
tandem Digital)
Y = High efficiency motors (ON series)
Z = High efficiency motors (OM series)

REFRIGERANT

3 = R-134a
4 = R-404A / R-507A
6 = R-407A / R-407F
7 = R-407C
A = R-448A / R-449A

VOLTAGE

1 = Copeland

02 = 2 HP
10 = 10 HP
140 = 140 HP

UNIT�S NOMINAL HP

UNIT TYPE

COMPRESSOR QUANTITY 

OR FRACTIONAL HP*

O = Outdoor Air Cooled

UNIT SERIES

N = Large Vertical Discharge Evolution Series
M = Medium Vertical Discharge Evolution Series

COMPRESSOR TYPE

Z = Scroll

0 = 1 compressor
2 = 2 compressors or fractional HP if below 5HP
4 = 4 compressors
1,3,5,6,7,8,9 = fracional HP
* Common suction compressors are counted as 1

COMPRESSOR BRAND

H = High temperature
L = Low temperature
M = Medium temperature

APPLICATION

1 = 120/1/60
2 = 240/1/60
5 = 208-240/3/60
8 = 600/3/60
9 = 480/3/60

N ZO 15 1 M 40 8 Y- - -
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CASINGS

Air-cooled condensing unit bases, condenser fan section 
and electrical boxes are heavy-gauge galvanized steel 
(G90) with plated or stainless-steel hardware. Model OMZ 
and ONZ cabinets are heavy-gauge galvanized steel (G90) 
for corrosion free assembly. Cabinets are provided with 
hinged access door with holder. All models include side 
access panels for easy coil inspection wand cleaning.

COILS

Condenser coils are manufactured with seamless, deoxidized, 
heavy wall, and enhanced (micro channel) copper tubes. 
They are mechanically expanded in self-spaced, full-collared 
aluminum deep sine wave plate wns for permanent bond 
and maximum heat transfer. Connections and bends are 
brazed with a high temperature, AWS recognized brazing 
alloy. Coils are provided with an integrated, true sub-cooling 
circuit. Coils are factory leak tested at 600 psig using -40°F/-
40°C dew point dry air.

FRICTION-FREE COIL TRACKS®

All tubes sheets are provided with oversized holes and 
tubes are supported in sliding cushions for friction-free 
assembly and maximum reliability. Because tubes do not 
make contact with the frame, they are protected against 
wear.  Free tube expansion allow them to “yoat” freely.

COMPRESSORS

Compressors are air and suction cooled, refrigeration duty, 
accessible scrolls. A discharge line thermostat or a liquid 
injection valve is installed when the application requires it. 
They are supplied with suction and discharge valves*, suction 
strainer, oil wlter, oil pump on 20 HP and larger models, oil 
slinger on models up to 15 HP, solid state or line break 
thermal protection, crankcase heater, Polyol Ester oil (POE).  
*When available

REFRIGERATION FLOODING VALVES

Non-adjustable refrigeration yooding valves (model OM) 
and adjustable refrigeration yooding valves (model ON) 
are factory installed. Electronic head pressure control 
available as an option.

FANS

Condensing units are available as standard or high-
efwciency models. All motors are available for 208/240/3/60, 
480/3/60 or 575/3/60 volts.

MODELS WITH HIGH-EFFICIENCY FANS/MOTORS

These models are equipped with high-efƂciency cast-
aluminum fans. The ONZ  models have 800mm (31.5”) 
fans and the OMZ models have 500mm (20”) fans. They 
are designed with a polymer aerodynamic ventury for 
maximum air-yow dynamics. Seven sickle-shaped fan 
blades are made from cast aluminum for good corrosion 
resistance, low weight, excellent airyow output and sound 
power reduction. Motors are integrated to the fan assembly 
for vibration-free behaviour and ease of maintenance. 
All fans have an IP54 protection rating. They allow for 
low-temperature applications down to -40oF. Motors are 
permanently lubricated. 

These high-efwciency fans are equipped with standard AC 
motors. Low and high-speed operations are enabled with 
separate optional contactors and relays by the means of an 
optional aquastat or external dry contacts. 

Low speed models are locked into lower RPM.

Optional ECblue ECM motors are operated by an on/off 
relay and a 0-10V signal. Airyow output can vary from 20 
to 100% with an optional variable-speed controller. 

MODELS WITH STANDARD-EFFICIENCY FANS/MOTORS

These models are equipped with standard-efƂciency 
direct drive fan motors. Fans have aluminum blades 
riveted to a steel hub. They are statically and dynamically 
balanced for smooth and vibration free operation.

OMZ models are equipped with 20” diameter fans 
with 4 blades and 0.5HP-1140 RPM motors. ONZ 
models have 30” diameter fans with 4 blades and  
1HP-850 RPM motors.

All fan motors feature permanently lubricated, sealed ball 
bearings and inherent thermal protection for long life and 
dependable service.  

Fan guards/motor mounts are welded wire construction 
for full protection from moving parts.  Baked-on powder 
epoxy-coating provides corrosion protection.

ELECTRICAL BOXES

Electrical boxes are located on the side of the unit for 
easy access and service. They are weather protected 
and are manufactured of heavy-gauge galvanized steel 
and assembled with plated or stainless-steel hardware 
for corrosion protection. The main boxes are for all line 
voltage components and secondary boxes are for all 
adjustable controls. The adjustable controls can be safely 
set with the unit energized. 

CONTROL PANELS

Control panels are complete with terminal blocks, 
control transformer (when required), control circuit fuses, 
compressor/fan contactors, manual reset non-adjustable 
high pressure controls and automatic reset adjustable 
low pressure controls, and a pumpdown switch. The wires 
are numbered and colour-coded. All terminal blocks are 
identiwed and match the wiring diagram.

RECEIVERS

Receivers (6” dia. and under) are UL/CSA certiwed and are 
supplied with a fusible plug. Receivers (6 5/8” dia. and 
over) are CRN or ASME “U” stamped and are supplied 
with relief valves. All receivers have inlet and outlet back-
seated Rotalock valves. For a low ambient operation, 
RefPlus offers a factory installed insulation and heating 
option.

REFRIGERATION COPPER TUBES

Refrigeration copper tubes are ASTM certiwed, type ACR 
and are factory bent using a 3D programmable CNC tube 
bender. They are manufactured with the minimum number 
of wttings and brazed joints to reduce the risk of leaks.

FACTORY TESTS

All RefPlus units are electrically tested.  A Dielectric 
Voltage Withstand Strength Test is done on all units. The 
compressors are energized, the operating sequence and 
all controls on each unit are factory tested. Refrigeration 
piping is leak tested using modern Hydrogen detection 
and the system is pressurized and sealed with 40 psig, 
-40°F/-40°C dew point nitrogen.

Specifications
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STANDARD FEATURES

•	�Heavy-gauge galvanized steel base (G90)

•	 Galvanized outdoor protective cabinet

•	 Condenser side panels with access doors

•	 Spring-mounted, refrigeration duty scroll compressors 
with vibration absorbers

•	 Crankcase heaters

•	 Low-GWP refrigerant compatible

•	 Friction-free coil tracks®

•	 Individually bafƃed fan sections
•	 Single point electrical connection

•	 Mechanical Ƃx head pressure ƃooding valves (OMZ)
•	 Mechanical adjustable head pressure ƃooding valves (ONZ)
•	 True sub-cooling circuits integrated into condenser coil

•	 Liquid receiver with a liquid isolating valve and fusible 
plug for a model of 6”Ø and under (stamped UL / CSA)

•	 Liquid receiver with a liquid isolating valve and relief 
valves for a model over 6 5/8”Ø  (stamped CRN or 
ASME)

•	 Discharge and suction isolation bracket valves with ¼’’ 
ƃare access for fast vacuum

•	 Non-adjustable, manual reset, high pressure switch

•	 Adjustable, automatic reset, low pressure switch

•	 Adjustable temperature fan cycling switch (for models  
with multiple fans) 

•	 Electrical control panel complete with compressor/fan 
contactor, control transformer, pump-down switch, and 
terminal block

•	 3-D pre-bent piping to eliminate braze joints where 
possible to reduce leak potential

•	 200-240/1/60 control circuit

FAN FEATURES

	 HIGH-EFFICIENCY MODELS:

•	 Cast aluminum fans

•	 Polymer aerodynamic venturies

•	 High-efƂciency AC fan motors (2-speed compatible)
•	 �Standard 2-year warranty on fan motor assemblies

•	 �Excellent sound levels - as low as 51 DBA for a 1 fan 
wide unit and 54 DBA for a 2-fan wide unit

•	 Permanently lubricated

STANDARD-EFFICIENCY MODELS:

•	 Low speed, PSC, direct-drive, ball bearings, 		
thermally protected condenser fan motors (OMZ)

•	 Low speed, 3 phases, direct-drive, ball bearings, 		
thermally protected condenser fan motors (ONZ)

•	 Statically and dynamically balanced

•	 Permanently lubricated

•	 Aluminum riveted blades

•	 Baked-on powder epoxy coated fan guards/	
motor mounts

OPTIONAL FEATURES

•	 ECblue fan motors 0-10V (high-efƂciency models)
•	 Stainless steel or painted casing

•	 Coil Coating (Blygold, Heresite or ElectroƂn)
•	 Custom coil design (FPI, material, geometry)

•	 Optional hydrophobic epoxy aluminum Ƃns
•	 �Terminal block for remote access

•	 Control circuit transformer for 120/1/60 or 24/1/60  
control circuit voltage

•	 Multiple refrigeration circuits

•	 Common suction (two compressors parallel piped)

•	 Fixed pressure fan cycling switch (for models with  
multiple fans)

•	 Variable-speed motors with controller for Ƃrst fan(s)
•	 Fused or non-fused disconnect

•	 Circuit breakers

•	 Low ambient kit: heated and insulated receiver

•	 Suction accumulator (available with boil-out or suction line 
heat exchanger)

•	 Compressor discharge check valve

•	 Liquid line kit: sealed or replaceable liquid line drier and 
sight glass/moisture indicator (installed)

•	 Liquid line solenoid valve (shipped loose)

•	 Isolating bypass ball valves on liquid and suction line Ƃlters 
•	 Sealed or replaceable suction Ƃlter
•	 Discharge and suction bracket valves with 3/8’’ ƃare 	

access for ultra-fast vacuum

•	 Mechanical adjustable head pressure ƃooding valves  
(OMZ only)

•	 Electric adjustable head pressure ƃooding valves
•	 Compressor discharge thermostat 

•	 Adjustable dual pressure switch with ƃexible hoses
•	 Air defrost timer

•	 Electric or hot gas defrost kit complete with timer, heater 
and fan contactors, fuses and compressor/heaters interlock 
switch (evaporator must have the same power supply), 
available for system with multi evaporators 

•	 Mechanical or electronic hot gas bypass (evaporator must 
be ordered with a hot gas tee) 

•	 Floating head pressure (California Title 24) adjustable 
ƃooding valve set at 70°F condensing and variable speed 
ECM condenser fan motor

Standard & Optional Features
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Standard & Optional Features

FINS
ALUMINIUM (STANDARD)

COPPER OR 316 STAINLESS STEEL

(OPTIONAL) 

BLYGOLD COATING

 (OPTIONAL)

 BLUE EPOXY COATING 

(OPTIONAL)

 HERESITE COATING 

(OPTIONAL)

 RIFLED COPPER TUBING

 STAINLESS STEEL TUBING

(OPTIONAL)

 ELECTROFIN COATING

(OPTIONAL)

FRICTION-FREE COIL TRACKS®

 STANDARD-EFFICIENCY FANS
20� OR 30� ALUMINIUM BLADES 

DIRECT DRIVE

CASING
GALVANIZED STEEL

OPTIONS: EPOXY

PAINT COATED OR

FULL 316 STAINLESS

STEEL

 

COMPRESSOR(S)
AIR OR SUCTION COOLED, 

REFRIGERATION DUTY, 

ACCESSIBLE, SCROLL

COPELAND COMPRESSOR(S)

 

SIDE ACCESS PANELS
FOR EASY MAINTENANCE

AND SERVICE

HIGH-EFFICIENCY FANS
20� (500mm) OR 31.5� (800mm) CAST-ALUMINIUM

HIGH-PERFORMANCE

LOW-NOISE 

(TWO-SPEED OR ECM)
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Capacity Table HIGH TEMPERATURE R-410A - OMZ (080 TO 220) SINGLE COMPRESSOR

COMPRESSOR 
MODEL

AMBIENT
TEMP.

CAPACITY (MBH)

LINE SIZE
RECEIVER  

CHARGE (LB.)
REFRIGERANT 
CHARGE (LB.)

SHIPPING 
WEIGHT (LB)*SATURATED SUCTION TEMPERATURE (°F)

20°F 25°F 30°F 35°F 40°F 45°F 50°F SUCT. LIQ. STD. OPT. SUMMER WINTER OMZ

080-1H1
ZP76KCE

90°F 54.8 60.7 67.1 73.8 80.8 88.3 96.2

1 1/8  5/8 60 96 6.4 15.6 1230
95°F 52.8 58.5 64.6 71.1 77.9 85.1 92.6

100°F 50.7 56.2 62.1 68.3 74.8 81.7 89.0

105°F 48.5 53.8 59.4 65.3 71.6 78.2 85.2

090-1H1
ZP83KCE

90°F 60.6 66.5 72.8 79.6 86.8 94.6 103

1 1/8  5/8 60 96 6.4 15.6 1230
95°F 58.3 64.0 70.1 76.6 83.6 91.1 99.0

100°F 56.1 61.5 67.3 73.6 80.3 87.4 95.1

105°F 53.7 58.9 64.5 70.4 76.8 83.7 91.0

095-1H1
ZP91KCE

90°F 64.4 71.1 78.2 85.8 93.9 102 112

1 1/8  7/8 60 96 6.4 15.6 1230
95°F 62.1 68.6 75.4 82.7 90.4 98.5 107

100°F 59.6 65.8 72.4 79.4 86.8 94.5 103

105°F 56.9 62.9 69.3 76.0 83.0 90.4 98.2

110-1H1
ZP104KCE

90°F 75.7 83.8 92.4 102 111 122 133

1 1/8  7/8 96 120 12.7 31.2 1406
95°F 73.0 80.8 89.1 97.9 107 117 128

100°F 70.2 77.7 85.7 94.1 103 113 123

105°F 67.2 74.4 82.1 90.2 98.8 108 118

140-1H1
ZP122KCE

90°F 88.3 97.4 107 117 128 140 152

1 3/8  7/8 96 120 12.7 31.2 1413
95°F 85.1 93.9 103 113 123 134 146

100°F 81.8 90.3 99.2 109 119 129 140

105°F 78.3 86.4 94.9 104 113 123 134

200-1H1
ZP137KCE

90°F 100 110 121 132 144 157 171

1 3/8  7/8 96 120 14 34.4 1614
95°F 96.2 106 116 127 139 151 164

100°F 92.4 102 112 122 133 145 158

105°F 88.4 97.5 107 117 128 139 151

220-1H1
ZP154KCE

90°F 111 123 135 148 162 177 194

1 3/8  7/8 96 120 18.7 45.9 1700
95°F 107 119 130 143 157 171 186

100°F 104 114 126 138 150 164 179

105°F 100 110 120 132 144 157 171

•	* Weight is for standard unit without options

•	Receiver holding charge is based on 90% full at 90°F
•	Refrigerant charge is for condenser only and is based on 30% liquid, 70% vapour for summer operation and 70% liquid, 

30% vapour for winter operation

•	Standard capacities are based on 65°F return gas
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Capacity Table HIGH TEMPERATURE R-410A - OMZ (162 TO 442) DUAL COMPRESSOR

COMPRESSOR 

MODEL

AMBIENT

TEMP.

CAPACITY (MBH)

LINE SIZE
RECEIVER 

CHARGE (LB.)

REFRIGERANT 

CHARGE (LB.)

SHIPPING 

WEIGHT (LB)*
SATURATED SUCTION TEMPERATURE (°F)

20°F 25°F 30°F 35°F 40°F 45°F 50°F SUCT. LIQ. STD. OPT. SUMMER WINTER OMZ

162-1H1

(2) ZP76KCE

90°F 109 121 133 147 161 176 191

(2) 1 1/8 (2)  7/8 (2) 60 (2) 96 12.7 31.2 2012
95°F 105 116 128 141 155 169 184

100°F 101 112 123 135 148 162 176

105°F 96.4 107 118 130 142 155 169

182-1H1

(2) ZP83KCE

90°F 120 132 145 158 173 188 204

(2) 1 1/8 (2)  7/8 (2) 60 (2) 96 12.7 31.2 2034
95°F 116 127 139 152 166 181 196

100°F 111 122 134 146 159 173 188

105°F 107 117 128 140 152 166 180

192-1H1

(2) ZP91KCE

90°F 128 141 156 171 186 203 221

(2) 1 1/8 (2)  7/8 (2) 60 (2) 96 12.7 31.2 2040
95°F 123 136 150 164 179 195 212

100°F 118 131 144 157 172 187 203

105°F 113 125 137 150 164 179 194

222-1H1

(2) ZP104KCE

90°F 151 167 184 203 222 243 265

(2) 1 1/8 (2)  7/8 (2) 96 (2) 120 25.4 62.4 2307
95°F 146 161 178 195 214 234 255

100°F 140 155 171 187 205 224 244

105°F 134 148 163 180 197 215 234

282-1H1

(2) ZP122KCE

90°F 176 194 213 234 255 278 302

(2) 1 3/8 (2)  7/8 (2) 96 (2) 120 25.4 62.4 2326
95°F 170 187 206 225 246 268 291

100°F 163 180 197 216 236 257 278

105°F 156 172 189 207 226 245 266

402-1H1

(2) ZP137KCE

90°F 199 219 241 263 287 313 340

(2) 1 3/8 (2)  7/8 (2) 96 (2) 120 28 68.9 2683
95°F 192 211 232 254 277 301 327

100°F 184 203 223 244 266 289 314

105°F 176 194 213 233 254 277 300

442-1H1

(2) ZP154KCE

90°F 222 245 270 296 324 354 386

(2) 1 3/8 (2)  7/8 (2) 96 (2) 120 37.4 91.8 2850
95°F 215 237 260 285 312 341 371

100°F 207 228 251 275 300 327 356

105°F 199 219 240 263 287 313 340

•	* Weight is for standard unit without options

•	Receiver holding charge is based on 90% full at 90°F
•	Refrigerant charge is for condenser only and is based on 30% liquid, 70% vapour for summer operation and 70% liquid, 

30% vapour for winter operation

•	Standard capacities are based on 65°F return gas
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Capacity Table
HIGH TEMPERATURE R-410A
OMZ (080 TO 220) SINGLE COMPRESSOR WITH ZIEHL-ABEGG MOTOR(S)

COMPRESSOR 

MODEL

AMBIENT

TEMP.

CAPACITY (MBH)

LINE SIZE
RECEIVER 

CHARGE (LB.)

REFRIGERANT 

CHARGE (LB.)

SHIPPING 

WEIGHT (LB)*
SATURATED SUCTION TEMPERATURE (°F)

20°F 25°F 30°F 35°F 40°F 45°F 50°F SUCT. LIQ. STD. OPT. SUMMER WINTER OMZ

080-1H1

ZP76KCE

90°F 55.2 61.2 67.6 74.4 81.6 89.2 97.2

1 1/8  5/8 60 96 6.4 15.6 1237

95°F 53.2 59.0 65.2 71.8 78.8 86.1 93.9

100°F 51.2 56.8 62.7 69.1 75.8 82.9 90.4

105°F 49.1 54.4 60.2 66.3 72.7 79.5 86.7

110°F 46.9 52.0 57.5 63.3 69.5 76.0 82.9

090-1H1

ZP83KCE

90°F 61.0 67.0 73.4 80.3 87.7 95.7 104

1 1/8  5/8 60 96 6.4 15.6 1237

95°F 58.9 64.6 70.8 77.5 84.6 92.3 101

100°F 56.6 62.2 68.1 74.6 81.4 88.8 96.7

105°F 54.3 59.7 65.4 71.5 78.1 85.2 92.8

110°F 52.0 57.1 62.5 68.4 74.7 81.5 88.7

095-1H1

ZP91KCE

90°F 64.9 71.7 79.0 86.7 95.1 104 113

1 1/8  7/8 60 96 6.4 15.6 1237

95°F 62.6 69.2 76.2 83.7 91.6 100 109

100°F 60.3 66.7 73.4 80.6 88.2 96.2 105

105°F 57.7 63.9 70.4 77.3 84.6 92.2 100

110°F 54.9 60.9 67.2 73.8 80.8 88.1 95.9

110-1H1

ZP104KCE

90°F 76.3 84.4 93.2 103 113 123 135

1 1/8  7/8 96 120 12.7 31.2 1413

95°F 73.7 81.6 90.1 99.1 109 119 130

100°F 71.0 78.6 86.8 95.5 105 115 125

105°F 68.2 75.5 83.4 91.7 101 110 120

110°F 65.2 72.3 79.8 87.8 96.4 105 115

140-1H1

ZP122KCE

90°F 89.1 98.4 108 119 130 142 155

1 3/8  7/8 96 120 12.7 31.2 1420

95°F 86.1 95.1 105 115 126 137 149

100°F 83.0 91.7 101 111 121 132 144

105°F 79.7 88.0 96.9 106 116 127 138

110°F 76.2 84.2 92.7 102 111 121 132

200-1H1

ZP137KCE

90°F 101 111 122 134 146 159 173

1 3/8  7/8 96 120 14 34.4 1624

95°F 97.2 107 118 129 141 153 167

100°F 93.5 103 113 124 135 148 160

105°F 89.6 98.9 109 119 130 142 154

110°F 85.5 94.5 104 114 124 135 147

220-1H1

ZP154KCE

90°F 112 124 136 150 164 180 197

1 3/8  7/8 96 120 18.7 45.9 1710

95°F 108 120 132 145 159 174 190

100°F 105 116 127 140 153 167 182

105°F 101 111 122 134 147 160 175

110°F 96.6 107 117 129 141 154 167

•	* Weight is for standard unit without options

•	Receiver holding charge is based on 90% full at 90°F
•	Refrigerant charge is for condenser only and is based on 30% liquid, 70% vapour for summer operation and 70% liquid, 

30% vapour for winter operation

•	Standard capacities are based on 65°F return gas
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Capacity Table
HIGH TEMPERATURE R-410A
OMZ (162 TO 442) DUAL COMPRESSOR WITH ZIEHL-ABEGG MOTOR(S)

COMPRESSOR 

MODEL

AMBIENT

TEMP.

CAPACITY (MBH)

LINE SIZE
RECEIVER  

CHARGE (LB.)

REFRIGERANT 

CHARGE (LB.)

SHIPPING 

WEIGHT (LB)*
SATURATED SUCTION TEMPERATURE (°F)

20°F 25°F 30°F 35°F 40°F 45°F 50°F SUCT. LIQ. STD. OPT. SUMMER WINTER OMZ

162-1H1

(2) ZP76KCE

90°F 110 122 135 148 162 177 193

(2) 1 1/8 (2)  7/8 (2) 60 (2) 96 12.7 31.2 2025

95°F 106 117 130 143 157 171 186

100°F 102 113 125 137 151 165 179

105°F 97.5 108 119 131 144 158 172

110°F 93.1 103 114 126 138 151 164

182-1H1

(2) ZP83KCE

90°F 121 133 146 160 174 190 207

(2) 1 1/8 (2)  7/8 (2) 60 (2) 96 12.7 31.2 2047

95°F 117 129 141 154 168 183 200

100°F 113 124 135 148 162 176 192

105°F 108 118 130 142 155 169 184

110°F 103 113 124 136 148 161 176

192-1H1

(2) ZP91KCE

90°F 129 143 157 173 189 206 225

(2) 1 1/8 (2)  7/8 (2) 60 (2) 96 12.7 31.2 2053

95°F 125 138 152 166 182 199 216

100°F 120 132 146 160 175 191 208

105°F 114 127 140 153 168 183 199

110°F 109 121 133 146 160 174 190

222-1H1

(2) ZP104KCE

90°F 152 169 186 205 225 246 269

(2) 1 1/8 (2)  7/8 (2) 96 (2) 120 25.4 62.4 2320

95°F 147 163 180 198 217 237 259

100°F 142 157 173 190 209 228 249

105°F 136 150 166 183 200 219 239

110°F 130 144 159 175 192 210 229

282-1H1

(2) ZP122KCE

90°F 178 196 216 237 260 283 309

(2) 1 3/8 (2)  7/8 (2) 96 (2) 120 25.4 62.4 2339

95°F 172 190 209 229 250 273 297

100°F 165 183 201 220 241 263 286

105°F 159 175 193 211 231 252 274

110°F 152 168 184 202 221 241 262

402-1H1

(2) ZP137KCE

90°F 201 221 243 266 291 317 345

(2) 1 3/8 (2)  7/8 (2) 96 (2) 120 28 68.9 2703

95°F 194 213 234 257 280 306 332

100°F 186 205 226 247 270 294 319

105°F 178 197 216 237 259 282 306

110°F 170 188 207 227 248 270 293

442-1H1

(2) ZP154KCE

90°F 223 247 272 299 328 359 393

(2) 1 3/8 (2)  7/8 (2) 96 (2) 120 37.4 91.8 2870

95°F 216 239 263 289 317 347 378

100°F 209 231 254 279 305 333 364

105°F 201 222 244 268 293 320 349

110°F 193 213 234 256 280 306 333

•	* Weight is for standard unit without options

•	Receiver holding charge is based on 90% full at 90°F
•	Refrigerant charge is for condenser only and is based on 30% liquid, 70% vapour for summer operation and 70% liquid, 

30% vapour for winter operation

•	Standard capacities are based on 65°F return gas
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Capacity Table HIGH TEMPERATURE R-410A - ONZ (250 TO 500) SINGLE COMPRESSOR

Capacity Table HIGH TEMPERATURE R-410A - ONZ (502 TO 802) DUAL COMPRESSOR

COMPRESSOR 

MODEL

AMBIENT

TEMP.

CAPACITY (MBH)
LINE SIZE

RECEIVER  

CHARGE (LB.)

REFRIGERANT 

CHARGE (LB.)

SHIPPING 

WEIGHT (LB)*
SATURATED SUCTION TEMPERATURE (°F)

20°F 25°F 30°F 35°F 40°F 45°F 50°F SUCT. LIQ. STD. OPT. SUMMER WINTER ONZ

250-1H1

ZP182KCE

90°F 134 148 163 179 196 214 232

1 3/8 1 1/8 120 152 11.4 28.1 1792
95°F 129 143 157 173 189 206 224

100°F 124 137 151 166 181 198 215

105°F 119 132 145 159 174 189 206

300-1H1

ZP236KCE

90°F 165 183 203 223 245 269 293

1 5/8 1 1/8 120 152 17.2 42.2 1966
95°F 159 176 195 215 236 258 282

100°F 153 170 187 206 226 248 270

105°F 147 162 179 198 217 237 259

400-1H1

ZP296KCE

90°F 211 234 259 285 312 341 371

2 1/8 1 3/8 152 217 25.4 62.3 2390
95°F 204 226 250 275 301 329 359

100°F 197 218 241 265 290 317 345

105°F 189 209 231 254 278 304 331

500-1H1

ZP385KCE

90°F 274 303 334 367 402 439 477

2 1/8 1 3/8 152 217 33.9 83.2 2597
95°F 265 293 323 354 387 422 459

100°F 255 282 310 341 372 406 440

105°F 244 270 298 326 357 388 421

COMPRESSOR 

MODEL

AMBIENT

TEMP.

CAPACITY (MBH)
LINE SIZE

RECEIVER

CHARGE (LB.)

REFRIGERANT 

CHARGE (LB.)

SHIPPING 

WEIGHT (LB)*
SATURATED SUCTION TEMPERATURE (°F)

20°F 25°F 30°F 35°F 40°F 45°F 50°F SUCT. LIQ. STD. OPT. SUMMER WINTER ONZ

502-1H1

(2) ZP182KCE

90°F 268 296 327 358 392 427 465

(2) 1 3/8 (2) 1 1/8 (2) 120 (2) 152 22.9 56.2 2978
95°F 259 286 315 345 378 412 447

100°F 249 275 303 332 363 395 430

105°F 238 263 290 318 348 379 411

602-1H1

(2) ZP236KCE

90°F 330 367 405 447 491 537 587

(2) 1 5/8 (2) 1 1/8 (2) 120 (2) 152 34.3 84.3 3396
95°F 318 353 390 430 472 517 564

100°F 306 339 375 413 453 495 541

105°F 293 325 359 395 433 474 517

802-1H1

(2) ZP296KCE

90°F 423 469 517 569 624 682 743

(2) 2 1/8 (2) 1 3/8 (2) 152 (2) 217 50.8 124.7 3956
95°F 408 453 500 550 602 658 717

100°F 393 436 481 529 580 634 690

105°F 378 418 462 508 557 608 663

•	* Weight is for standard unit without options

•	Receiver holding charge is based on 90% full at 90°F
•	Refrigerant charge is for condenser only and is based on 30% liquid, 70% vapour for summer operation and 70% liquid, 

30% vapour for winter operation

•	Standard capacities are based on 65°F return gas

•	* Weight is for standard unit without options

•	Receiver holding charge is based on 90% full at 90°F
•	Refrigerant charge is for condenser only and is based on 30% liquid, 70% vapour for summer operation and 70% liquid, 

30% vapour for winter operation

•	Standard capacities are based on 65°F return gas
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COMPRESSOR 

MODEL

AMBIENT

TEMP.

CAPACITY (MBH)
LINE SIZE

RECEIVER  

CHARGE (LB.)

REFRIGERANT 

CHARGE (LB.)

SHIPPING 

WEIGHT (LB)*
SATURATED SUCTION TEMPERATURE (°F)

20°F 25°F 30°F 35°F 40°F 45°F 50°F SUCT. LIQ. STD. OPT. SUMMER WINTER ONZ

250-1H1

ZP182KCE

90°F 135 149 164 180 197 215 234

1 3/8 1 1/8 120 152 11.4 28.1 1868

95°F 130 144 158 174 190 208 226

100°F 125 138 153 167 183 200 217

105°F 120 133 146 161 176 192 208

110°F 115 127 140 153 168 183 199

300-1H1

ZP236KCE

90°F 166 185 204 225 248 272 297

1 5/8 1 1/8 120 152 17.2 42.2 2042

95°F 160 178 197 217 239 262 286

100°F 154 171 189 209 229 251 275

105°F 148 164 182 200 220 241 263

110°F 142 157 174 191 210 230 251

400-1H1

ZP296KCE

90°F 212 235 260 286 314 343 374

2 1/8 1 3/8 152 217 25.4 62.3 2502

95°F 205 228 251 277 304 332 362

100°F 198 219 242 267 293 320 349

105°F 190 211 233 257 281 308 335

110°F 182 202 223 246 270 295 322

500-1H1

ZP385KCE

90°F 276 305 337 371 406 444 484

2 1/8 1 3/8 152 217 33.9 83.2 2709

95°F 267 295 326 358 392 428 466

100°F 257 285 314 345 377 412 448

105°F 247 273 301 331 362 395 429

110°F 236 262 288 317 346 378 410

Capacity Table
HIGH TEMPERATURE R-410A
ONZ (250 TO 500) SINGLE COMPRESSOR WITH ZIEHL-ABEGG MOTOR(S)

•	* Weight is for standard unit without options

•	Receiver holding charge is based on 90% full at 90°F
•	Refrigerant charge is for condenser only and is based on 30% liquid, 70% vapour for summer operation and 70% liquid, 

30% vapour for winter operation

•	Standard capacities are based on 65°F return gas
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COMPRESSOR 

MODEL

AMBIENT

TEMP.

CAPACITY (MBH)
LINE SIZE

RECEIVER 

CHARGE (LB.)

REFRIGERANT 

CHARGE (LB.)

SHIPPING 

WEIGHT (LB)*
SATURATED SUCTION TEMPERATURE (°F)

20°F 25°F 30°F 35°F 40°F 45°F 50°F SUCT. LIQ. STD. OPT. SUMMER WINTER ONZ

502-1H1

(2) ZP182KCE

90°F 268 296 326 358 391 427 464

(2) 1 3/8 (2) 1 1/8 (2) 120 (2) 152 22.9 56.2 3178

95°F 258 286 314 345 377 411 446

100°F 248 274 302 331 362 395 429

105°F 238 263 289 317 347 378 410

110°F 227 251 276 303 331 360 391

602-1H1

(2) ZP236KCE

90°F 333 369 409 451 496 544 595

(2) 1 5/8 (2) 1 1/8 (2) 120 (2) 152 34.3 84.3 3596

95°F 321 356 394 434 477 523 572

100°F 308 342 379 417 459 503 549

105°F 296 328 363 400 440 482 526

110°F 283 314 347 383 420 460 503

802-1H1

(2) ZP296KCE

90°F 425 471 520 572 628 687 749

(2) 2 1/8 (2) 1 3/8 (2) 152 (2) 217 50.8 124.7 4241

95°F 411 455 503 553 607 664 724

100°F 396 439 485 534 585 640 698

105°F 380 422 466 513 563 615 671

110°F 364 404 446 492 539 590 643

Capacity Table
HIGH TEMPERATURE R-410A
ONZ (502 TO 802) DUAL COMPRESSOR WITH ZIEHL-ABEGG MOTOR(S)

•	* Weight is for standard unit without options

•	Receiver holding charge is based on 90% full at 90°F
•	Refrigerant charge is for condenser only and is based on 30% liquid, 70% vapour for summer operation and 70% liquid, 

30% vapour for winter operation

•	Standard capacities are based on 65°F return gas
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Capacity Table HIGH TEMPERATURE R-407C - OMZ (061 TO 150) SINGLE COMPRESSOR

COMPRESSOR 

MODEL

AMBIENT

TEMP.

CAPACITY (MBH)
LINE SIZE

RECEIVER  

CHARGE (LB.)

REFRIGERANT  

CHARGE (LB.)

SHIPPING  

WEIGHT (LB)*
SATURATED SUCTION TEMPERATURE (°F)

10°F 15°F 20°F 25°F 30°F 35°F SUCT. LIQ. STD. OPT. SUMMER WINTER OMZ

061-1H7

ZB48KCE

90°F 37.6 43.3 49.3 55.9 63.0 70.7

1 1/8  5/8 30 72 6.5 16.3 1169
95°F 36.1 41.6 47.5 53.8 60.7 68.1

100°F 34.5 39.8 45.6 51.7 58.3 65.5

105°F 32.9 38.1 43.6 49.5 55.9 62.7

110°F 31.3 36.2 41.5 47.2 53.4 60.0

065-1H7

ZB58K5E

90°F 49.9 56.2 63.0 70.4 78.4 87.0

1 3/8  5/8 72 100 6.5 16.3 1210

95°F 47.8 54.0 60.7 67.9 75.7 84.1

100°F 45.6 51.6 58.2 65.2 72.8 80.9

105°F 43.2 49.1 55.5 62.4 69.8 77.7

110°F 40.6 46.4 52.7 59.4 66.6 74.2

080-1H7

ZB66K5E

90°F 56.5 63.4 71.0 79.3 88.2 98.0

1 3/8  5/8 72 100 6.5 16.3 1247

95°F 54.5 61.2 68.6 76.6 85.3 94.7

100°F 52.4 59.0 66.1 73.8 82.3 91.4

105°F 50.3 56.6 63.5 71.0 79.2 88.0

110°F 48.1 54.2 60.9 68.2 76 84.5

100-1H7

ZB76K5EE

90°F 67.5 75.5 84.3 93.8 104 115

1 3/8  7/8 72 100 9.8 24.5 1345

95°F 65.3 73.1 81.6 90.8 101 112

100°F 63.1 70.6 78.8 87.7 97.4 108

105°F 60.9 68.1 76.0 84.6 93.9 104

110°F 58.7 65.6 73.2 81.4 90.3 100

120-1H7

ZB95K5E

90°F 79.0 89.3 100 113 126 140

1 5/8  7/8 100 149 13.1 32.7 1435

95°F 75.7 85.6 96.4 108 121 134

100°F 72.2 81.9 92.3 104 116 129

105°F 68.7 78.0 88.1 99.1 111 124

110°F 65.2 74.2 83.9 94.4 106 118

150-1H7

ZB114K5E

90°F 94.1 106 118 132 147 163

1 5/8  7/8 100 149 9.6 24 1465

95°F 90.5 102 114 127 141 157

100°F 86.9 97.8 110 122 136 151

105°F 83.2 93.7 105 117 130 145

110°F 79.4 89.6 100 112 125 139

AWEF 
REGISTERED

•	* Weight is for standard unit without options

•	Receiver holding charge is based on 90% full at 90°F
•	Refrigerant charge is for condenser only and is based on 30% liquid, 70% vapour for summer operation and 70% liquid, 

30% vapour for winter operation

•	Standard capacities are based on 65°F return gas
•	AWEF capacities are based on 25°F gas superheat for low and extended temperature applications and on 41°F return gas  

for medium temperature applications
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Capacity Table HIGH TEMPERATURE R-407C - OMZ (122 TO 302) DUAL COMPRESSOR

•	* Weight is for standard unit without options

•	Receiver holding charge is based on 90% full at 90°F
•	Refrigerant charge is for condenser only and is based on 30% liquid, 70% vapour for summer operation and 70% liquid, 

30% vapour for winter operation

•	Standard capacities are based on 65°F return gas

COMPRESSOR 

MODEL

AMBIENT

TEMP.

CAPACITY (MBH)
LINE SIZE

RECEIVER  

CHARGE (LB.)

REFRIGERANT 

CHARGE (LB.)

SHIPPING 

WEIGHT (LB)*
SATURATED SUCTION TEMPERATURE (°F)

10°F 15°F 20°F 25°F 30°F 35°F SUCT. LIQ. STD. OPT. SUMMER WINTER OMZ

122-1H7

(2) ZB48KCE

90°F 79.9 91.7 104 118 133 149

(2) 1 1/8 (2)  5/8 (2) 30 (2) 72 13.1 32.7 1928

95°F 76.7 88.2 101 114 128 144

100°F 73.4 84.6 96.7 110 124 139

105°F 70.0 80.9 92.6 105 119 133

110°F 66.4 77.0 88.3 100 113 127

132-1H7

(2) ZB58K5E

90°F 105 119 133 149 166 184

(2) 1 3/8 (2)  5/8 (2) 72 (2) 100 13.1 32.7 2020

95°F 101 114 128 144 160 178

100°F 96.3 109 123 138 154 171

105°F 91.3 104 118 132 148 165

110°F 86.0 98.4 112 126 141 158

162-1H7

(2) ZB66K5E

90°F 117 132 148 165 183 203

(2) 1 3/8 (2)  5/8 (2) 72 (2) 100 13.1 32.7 2095

95°F 113 127 143 159 177 197

100°F 109 123 138 154 171 190

105°F 105 118 133 148 165 183

110°F 101 113 127 142 159 177

202-1H7

(2) ZB76K5E

90°F 140 157 175 195 217 240

(2) 1 3/8 (2)  7/8 (2) 72 (2) 100 19.6 48.9 2220

95°F 136 152 170 189 210 233

100°F 132 148 165 183 203 225

105°F 127 143 159 177 196 217

110°F 123 138 154 171 189 210

242-1H7

(2) ZB95K5E

90°F 164 186 209 234 261 290

(2) 1 5/8 (2)  7/8 (2) 100 (2) 149 26.1 65.2 2370

95°F 158 178 201 225 251 280

100°F 151 171 193 216 242 269

105°F 144 163 184 207 232 258

110°F 137 155 176 198 222 247

302-1H7

(2) ZB114K5E

90°F 196 220 246 274 305 338

(2) 1 5/8 (2)  7/8 (2) 100 (2) 149 19.2 48 2490

95°F 188 212 237 265 294 326

100°F 181 204 228 255 283 314

105°F 173 195 219 245 272 302

110°F 166 187 210 234 261 289



R

18

Capacity Table
HIGH TEMPERATURE R-407C
OMZ (061 TO 150) SINGLE COMPRESSOR WITH ZIEHL-ABEGG MOTOR(S)

COMPRESSOR 

MODEL

AMBIENT

TEMP.

CAPACITY (MBH)
LINE SIZE

RECEIVER 

CHARGE (LB.)

REFRIGERANT 

CHARGE (LB.)

SHIPPING 

WEIGHT (LB)*
SATURATED SUCTION TEMPERATURE (°F)

10°F 15°F 20°F 25°F 30°F 35°F 40°F SUCT. LIQ. STD. OPT. SUMMER WINTER OMZ

061-1H7

ZB48KCE

90°F 39.8 45.7 52.2 59.2 66.7 74.9 83.8

1 1/8  5/8 30 72 6.5 16.3 1176

95°F 38.2 44.0 50.3 57.0 64.4 72.3 80.8

100°F 36.6 42.2 48.3 54.8 61.9 69.6 77.8

105°F 34.9 40.4 46.3 52.6 59.4 66.8 74.7

110°F 33.2 38.5 44.2 50.3 56.8 63.9 71.5

115°F 31.4 36.5 42.0 47.9 54.2 61.0 68.3

065-1H7

ZB58K5E

90°F 52.9 59.5 66.7 74.6 83.0 92.2 102

1 3/8  5/8 72 100 6.5 16.3 1217

95°F 50.8 57.3 64.4 72.1 80.3 89.2 98.9

100°F 48.5 54.9 61.9 69.4 77.4 86.1 95.5

105°F 46.1 52.4 59.2 66.5 74.4 82.9 92.0

110°F 43.5 49.7 56.3 63.5 71.2 79.4 88.3

115°F 40.8 46.8 53.3 60.3 67.8 75.8 84.4

080-1H7

ZB66K5E

90°F 58.6 65.9 73.7 82.4 91.7 102 113

1 3/8  5/8 72 100 6.5 16.3 1254

95°F 56.6 63.6 71.3 79.7 88.8 98.7 109

100°F 54.5 61.4 68.8 77.0 85.8 95.4 106

105°F 52.4 59.0 66.3 74.2 82.7 92.0 102

110°F 50.2 56.6 63.6 71.3 79.6 88.6 98.3

115°F 47.9 54.2 61.0 68.3 76.4 85.0 94.5

100-1H7

ZB76K5E

90°F 69.9 78.3 87.5 97.5 108 120 133

1 3/8  7/8 72 100 9.8 24.5 1352

95°F 67.7 75.9 84.8 94.4 105 116 129

100°F 65.5 73.4 82.0 91.4 102 113 124

105°F 63.3 70.9 79.2 88.2 98.0 109 120

110°F 61.0 68.4 76.3 85.0 94.5 105 116

115°F 58.8 65.8 73.5 81.8 90.9 101 111

120-1H7

ZB95K5E

90°F 82.6 93.3 105 118 132 147 163

1 5/8  7/8 100 149 13.1 32.7 1442

95°F 79.2 89.7 101 113 127 141 157

100°F 75.8 86.0 97.0 109 122 136 151

105°F 72.3 82.1 92.9 104 117 131 145

110°F 68.7 78.3 88.6 100 112 125 139

115°F 65.1 74.3 84.3 95.1 107 120 133

150-1H7

ZB114K5E

90°F 97.9 110 123 138 153 170 189

1 5/8  7/8 100 149 9.6 24 1410

95°F 94.4 106 119 133 148 164 182

100°F 90.7 102 115 128 142 158 176

105°F 87.0 98.0 110 123 137 152 169

110°F 83.2 93.9 105 118 131 146 162

115°F 79.4 89.6 101 113 126 140 155

•	* Weight is for standard unit without options

•	Receiver holding charge is based on 90% full at 90°F
•	Refrigerant charge is for condenser only and is based on 30% liquid, 70% vapour for summer operation and 70% liquid, 

30% vapour for winter operation

•	Standard capacities are based on 65°F return gas
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Capacity Table
HIGH TEMPERATURE R-407C
OMZ (122 TO 302) DUAL COMPRESSOR WITH ZIEHL-ABEGG MOTOR(S)

COMPRESSOR 

MODEL

AMBIENT

TEMP.

CAPACITY (MBH)
LINE SIZE

RECEIVER 

CHARGE (LB.)

REFRIGERANT 

CHARGE (LB.)

SHIPPING 

WEIGHT (LB)*
SATURATED SUCTION TEMPERATURE (°F)

10°F 15°F 20°F 25°F 30°F 35°F 40°F SUCT. LIQ. STD. OPT. SUMMER WINTER OMZ

122-1H7

(2) ZB48KCE

90°F 80.4 92.3 105 119 134 151 168

(2) 1 1/8 (2)  5/8 (2) 30 (2) 72 13.1 32.7 1941

95°F 77.3 88.9 101 115 130 145 162

100°F 74.1 85.4 97.6 111 125 140 157

105°F 70.7 81.7 93.6 106 120 135 151

110°F 67.2 77.9 89.4 102 115 129 144

115°F 63.6 74.0 85.1 97.0 110 123 138

132-1H7

(2) ZB58K5E

90°F 106 120 134 150 167 185 205

(2) 1 3/8 (2)  5/8 (2) 72 (2) 100 13.1 32.7 2033

95°F 102 115 130 145 162 180 199

100°F 97.6 111 125 140 156 174 193

105°F 92.8 106 119 134 150 167 186

110°F 87.7 100 114 128 144 160 178

115°F 82.3 94.6 108 122 137 153 171

162-1H7

(2) ZB66K5E

90°F 118 133 149 166 185 205 227

(2) 1 3/8 (2)  5/8 (2) 72 (2) 100 13.1 32.7 2108

95°F 114 128 144 161 179 199 221

100°F 110 124 139 156 173 193 214

105°F 106 119 134 150 167 186 206

110°F 102 115 129 144 161 179 199

115°F 97.5 110 124 139 155 173 192

202-1H7

(2) ZB76K5E

90°F 141 158 177 197 219 242 268

(2) 1 3/8 (2)  7/8 (2) 72 (2) 100 19.6 48.9 2233

95°F 137 153 171 191 212 235 260

100°F 133 149 166 185 206 228 252

105°F 128 144 161 179 199 220 244

110°F 124 139 155 173 192 213 235

115°F 120 134 150 167 185 205 227

242-1H7

(2) ZB95K5E

90°F 167 188 212 237 265 295 328

(2) 1 5/8 (2)  7/8 (2) 100 (2) 149 26.1 65.2 2383

95°F 160 181 204 229 256 285 317

100°F 153 174 196 220 247 275 306

105°F 147 166 188 212 237 265 295

110°F 140 159 180 203 227 254 283

115°F 133 151 172 194 217 243 271

302-1H7

(2) ZB114K5E

90°F 197 222 249 277 309 343 379

(2) 1 5/8 (2)  7/8 (2) 100 (2) 149 19.2 48 2430

95°F 190 214 240 268 298 331 367

100°F 183 206 231 259 288 320 354

105°F 176 198 222 249 277 308 341

110°F 169 190 213 239 266 296 328

115°F 161 182 204 229 255 284 314

•	* Weight is for standard unit without options

•	Receiver holding charge is based on 90% full at 90°F
•	Refrigerant charge is for condenser only and is based on 30% liquid, 70% vapour for summer operation and 70% liquid, 

30% vapour for winter operation

•	Standard capacities are based on 65°F return gas
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Capacity Table MEDIUM TEMPERATURE R-404A - OMZ (061 TO 150) SINGLE COMPRESSOR

COMPRESSOR 

MODEL

A
M

B
IE

N
T

T
E

M
P.

CAPACITY (MBH)
LINE SIZE

RECEIVER 

CHARGE (LB.)

REFRIGERANT  

CHARGE (LB.)

SHIPPING 

WEIGHT 

(LB)*SATURATED SUCTION TEMPERATURE (°F)

-10°F -5°F 0°F 5°F 10°F 15°F 20°F 25°F 30°F 35°F 40°F SUCT. LIQ. STD. OPT. SUMMER WINTER OMZ

061-1M4

ZB48KCE

90°F 31.4 35.2 39.3 43.7 48.4 53.4 58.7 64.4 70.4 76.8 83.5

1 1/8  5/8 25 62 6.3 15.3 1164

95°F N/A 33.6 37.5 41.6 46.1 50.8 55.9 61.2 66.9 73.0 79.4

100°F N/A N/A 35.6 39.5 43.7 48.2 53.0 58.1 63.5 69.2 75.2

105°F N/A N/A N/A 37.3 41.3 45.5 50.0 54.8 59.9 65.3 71.0

110°F N/A N/A N/A N/A 38.8 42.8 47.1 51.6 56.4 61.4 66.8

065-1M4

ZB58K5E

90°F 35.3 40.3 45.4 50.7 56.3 62.1 68.3 74.9 81.8 89.2 97.1

1 3/8  5/8 62 83 6.3 15.3 1205

95°F 33.1 38.0 43.0 48.2 53.5 59.1 65.0 71.2 77.8 84.8 92.3

100°F 30.6 35.5 40.4 45.4 50.6 56.0 61.6 67.5 73.7 80.3 87.4

105°F N/A 32.8 37.7 42.5 47.5 52.7 58.0 63.6 69.5 75.8 82.4

110°F N/A N/A 34.7 39.5 44.3 49.2 54.3 59.6 65.2 71.1 77.3

080-1M4

ZB66K5E

90°F 41.5 46.6 52.0 57.7 63.8 70.2 76.9 84.0 91.5 99.3 107

1 3/8  7/8 62 83 6.3 15.3 1247

95°F 39.5 44.4 49.5 54.9 60.7 66.7 73.0 79.7 86.7 94.0 102

100°F 37.3 42.0 46.9 52.1 57.5 63.2 69.1 75.4 81.9 88.8 96.0

105°F N/A 39.6 44.3 49.2 54.2 59.6 65.1 71.0 77.1 83.5 90.2

110°F N/A N/A N/A 46.2 50.9 55.9 61.1 66.6 72.2 78.2 84.3

100-1M4

ZB76K5E

90°F 48.4 54.4 60.7 67.3 74.3 81.7 89.6 97.9 107 116 126

1 3/8  7/8 62 83 9.4 23 1340

95°F 46.4 52.1 58.0 64.3 70.9 77.9 85.3 93.1 101 110 120

100°F 44.3 49.7 55.3 61.2 67.4 74.0 80.9 88.3 96.1 104 113

105°F N/A 47.3 52.6 58.1 63.9 70.0 76.5 83.4 90.6 98.3 106

110°F N/A N/A 49.9 55 60.4 66.1 72.1 78.4 85.2 92.3 100

120-1M4

ZB95K5E

90°F 57.5 65.3 73.4 81.8 90.6 100 109 120 130 141 153

1 5/8  7/8 83 128 12.6 30.7 1430

95°F 54.1 61.6 69.4 77.5 85.9 94.6 104 113 123 134 145

100°F 50.4 57.8 65.3 73.0 81.0 89.2 97.9 107 116 126 136

105°F N/A N/A 61 68.3 75.9 83.8 91.9 100 109 118 128

110°F N/A N/A N/A 63.5 70.7 78.1 85.7 93.6 102 110 119

150-1M4

ZB114K5E

90°F 68.1 77.0 86.4 96.3 107 118 129 141 154 167 180

1 5/8  7/8 83 128 9.2 22.5 1460

95°F 64.1 72.7 81.7 91.1 101 111 122 134 145 158 170

100°F N/A 68.1 76.8 85.8 95.2 105 115 126 137 149 161

105°F N/A N/A 71.7 80.2 89.1 98.4 108 118 129 139 151

110°F N/A N/A N/A 74.5 82.9 91.7 101 110 120 130 141

AWEF 
REGISTERED

•	* Weight is for standard unit without options

•	Receiver holding charge is based on 90% full at 90°F
•	Refrigerant charge is for condenser only and is based on 30% liquid, 70% vapour for summer operation and 70% liquid, 

30% vapour for winter operation

•	Standard capacities are based on 65°F return gas
•	AWEF capacities are based on 25°F gas superheat for low and extended temperature applications and on 41°F return gas  

for medium temperature applications
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Capacity Table MEDIUM TEMPERATURE R-404A - OMZ (122 TO 302) DUAL COMPRESSOR

COMPRESSOR 

MODEL

A
M

B
IE

N
T

T
E

M
P.

CAPACITY (MBH)
LINE SIZE

RECEIVER 

CHARGE (LB.)

REFRIGERANT  

CHARGE (LB.)

SHIPPING 

WEIGHT 

(LB)*SATURATED SUCTION TEMPERATURE (°F)

-10°F -5°F 0°F 5°F 10°F 15°F 20°F 25°F 30°F 35°F 40°F SUCT. LIQ. STD. OPT. SUMMER WINTER OMZ

122-1M4

(2) ZB48KCE

90°F 68.3 76.5 85.3 94.8 105 116 127 140 153 166 181

(2) 

1 1/8

(2) 

5/8

(2) 

25

(2) 

62
12.6 30.7 1908

95°F 65.3 73.1 81.5 90.5 100 111 122 133 146 159 173

100°F 62.1 69.6 77.6 86.2 95.4 105 116 127 139 151 164

105°F 58.8 65.9 73.6 81.7 90.5 100 110 120 131 143 156

110°F 55.5 62.2 69.4 77.2 85.4 94.3 104 114 124 135 147

132-1M4

(2) ZB58K5E

90°F 73.5 83.9 94.7 106 117 130 143 156 171 186 203

(2) 

1 3/8

(2) 

5/8

(2) 

62

(2) 

83
12.6 30.7 2010

95°F 68.9 79.2 89.8 101 112 124 136 149 163 178 193

100°F 64.0 74.2 84.5 95.1 106 117 129 142 155 169 184

105°F 58.7 68.8 79.0 89.3 100 111 122 134 147 160 174

110°F 53 63 73.0 83.2 93.5 104 115 126 138 151 164

162-1M4

(2) ZB66K5E

90°F 85.9 96.4 108 119 132 145 159 174 189 205 222

(2) 

1 3/8

(2) 

5/8

(2) 

62

(2) 

83
12.6 30.7 2085

95°F 81.8 92.0 103 114 126 138 152 165 180 195 211

100°F 77.7 87.4 97.7 108 120 131 144 157 171 185 200

105°F 73.3 82.7 92.5 103 113 125 136 149 161 175 189

110°F 68.9 77.9 87.2 96.9 107 117 128 140 152 165 178

202-1M4

(2) ZB76K5E

90°F 101 113 126 140 154 170 186 203 222 241 262

(2) 

1 3/8

(2) 

7/8

(2) 

62

(2) 

83
18.8 45.9 2210

95°F 96.7 108 121 134 148 162 178 194 211 230 250

100°F 92.8 104 116 128 141 155 169 185 201 219 237

105°F 88.9 99.4 110 122 134 147 161 175 191 207 224

110°F 85.0 94.9 105 116 128 140 152 166 180 196 212

242-1M4

(2) ZB95K5E

90°F 119 135 152 170 188 207 227 248 271 294 318

(2) 

1 5/8

(2) 

7/8

(2) 

83

(2) 

128
25.1 61.3 2360

95°F 112 128 144 161 179 197 216 236 257 279 302

100°F 105 120 136 152 169 187 205 224 244 264 286

105°F 97.5 112 128 143 159 176 193 211 230 249 269

110°F 89.5 104 119 134 149 165 181 198 215 234 252

302-1M4

(2) ZB114K5E

90°F 141 159 179 199 221 243 267 292 318 346 374

(2) 

1 5/8

(2) 

7/8

(2) 

83

(2) 

128
18.5 45.1 2500

95°F 133 151 169 189 210 231 254 278 302 328 355

100°F 124 142 160 178 198 219 240 263 286 311 336

105°F 116 132 149 167 186 206 226 247 270 293 317

110°F 106 122 139 156 174 193 212 232 253 275 297

•	* Weight is for standard unit without options

•	Receiver holding charge is based on 90% full at 90°F
•	Refrigerant charge is for condenser only and is based on 30% liquid, 70% vapour for summer operation and 70% liquid, 

30% vapour for winter operation

•	Standard capacities are based on 65°F return gas



R

22

Capacity Table
MEDIUM TEMPERATURE R-404A
OMZ (061 TO 150) SINGLE COMPRESSOR WITH ZIEHL-ABEGG MOTOR(S)

COMPRESSOR 

MODEL
A

M
B

IE
N

T

T
E

M
P.

CAPACITY (MBH)
LINE SIZE

RECEIVER 

CHARGE (LB.)

REFRIGERANT  

CHARGE (LB.)

SHIPPING 

WEIGHT 

(LB)*SATURATED SUCTION TEMPERATURE (°F)

-10°F -5°F 0°F 5°F 10°F 15°F 20°F 25°F 30°F 35°F 40°F SUCT. LIQ. STD. OPT. SUMMER WINTER OMZ

061-1M4

ZB48KCE

90°F 31.7 35.6 39.7 44.2 49 54.1 59.5 65.4 71.6 78.3 85.3

1 1/8  5/8 25 62 6.3 15.3 1171

95°F 30.2 33.9 37.9 42.1 46.7 51.5 56.8 62.3 68.2 74.5 81.2

100°F N/A 32.2 36 40 44.4 49 53.9 59.2 64.8 70.7 77.1

105°F N/A N/A N/A 37.9 42 46.4 51 56 61.3 66.9 72.9

110°F N/A N/A N/A N/A 39.6 43.7 48.1 52.8 57.8 63.1 68.7

065-1M4

ZB58K5E

90°F 35.9 40.9 46.1 51.5 57.1 63.1 69.5 76.3 83.5 91.3 100

1 3/8  5/8 62 83 6.3 15.3 1212

95°F 33.7 38.7 43.7 49 54.4 60.2 66.3 72.7 79.6 87 94.8

100°F 31.3 36.3 41.2 46.3 51.6 57.1 62.9 69.1 75.6 82.6 90

105°F 28.8 33.7 38.6 43.5 48.6 53.9 59.5 65.3 71.5 78.1 85.1

110°F N/A N/A 35.7 40.6 45.5 50.6 55.9 61.4 67.3 73.5 80.1

080-1M4

ZB66K5E

90°F 42 47.2 52.8 58.6 64.9 71.5 78.5 86 93.9 102 111

1 3/8  7/8 62 83 6.3 15.3 1254

95°F 40 45 50.3 55.9 61.8 68.2 74.7 81.8 89.2 97 105

100°F 38 42.7 47.8 53.1 58.7 64.6 70.9 77.5 84.5 91.8 100

105°F N/A 40.4 45.2 50.2 55.5 61.1 67 73.2 79.7 86.6 93.8

110°F N/A N/A 42.5 47.3 52.3 57.5 63 68.8 74.8 81.3 88

100-1M4

ZB76K5E

90°F 48.9 55 61.4 68.3 75.5 83.2 91.5 100 110 120 130

1 3/8  7/8 62 83 9.4 23 1347

95°F 46.9 52.7 58.8 65.3 72.2 79.5 87.2 95.5 104 114 124

100°F 44.9 50.4 56.2 62.3 68.8 75.6 83 90.8 99.1 108 117

105°F N/A 48.1 53.5 59.3 65.3 71.8 78.6 85.9 93.7 102 111

110°F N/A N/A 50.8 56.2 61.9 67.9 74.3 81.1 88.3 96 104

120-1M4

ZB95K5E

90°F 58.8 66.8 75 83.7 92.8 102 113 123 135 147 160

1 5/8  7/8 83 128 12.6 30.7 1437

95°F 55.5 63.2 71.3 79.6 88.4 97.5 107 117 128 140 152

100°F 52 59.5 67.3 75.3 83.8 92.4 102 111 121 132 144

105°F N/A 55.7 63.1 70.8 78.8 87.1 95.8 105 114 125 135

110°F N/A N/A 58.8 66.2 74 81.6 89.8 98.4 107 117 127

150-1M4

ZB114K5E

90°F 69.4 78.5 88.1 98.4 109 121 133 145 159 173 187

1 5/8  7/8 83 128 9.2 22.5 1420

95°F 65.5 74.3 83.6 93.3 104 115 126 138 151 164 178

100°F 61.4 69.9 78.8 88.1 98 108 119 130 142 155 168

105°F N/A 65.3 73.9 82.8 92.1 102 112 123 134 146 158

110°F N/A N/A 68.7 77.2 86.1 95.3 105 115 126 137 148

•	* Weight is for standard unit without options

•	Receiver holding charge is based on 90% full at 90°F
•	Refrigerant charge is for condenser only and is based on 30% liquid, 70% vapour for summer operation and 70% liquid, 

30% vapour for winter operation

•	Standard capacities are based on 65°F return gas
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Capacity Table
MEDIUM TEMPERATURE R-404A
OMZ (122 TO 302) DUAL COMPRESSOR WITH ZIEHL-ABEGG MOTOR(S)

COMPRESSOR 

MODEL

A
M

B
IE

N
T

T
E

M
P.

CAPACITY (MBH)
LINE SIZE

RECEIVER 

CHARGE (LB.)

REFRIGERANT  

CHARGE (LB.)

SHIPPING 

WEIGHT 

(LB)*SATURATED SUCTION TEMPERATURE (°F)

-10°F -5°F 0°F 5°F 10°F 15°F 20°F 25°F 30°F 35°F 40°F SUCT. LIQ. STD. OPT. SUMMER WINTER OMZ

122-1M4

(2) ZB48KCE

90°F 68.9 77.1 86.1 95.8 106 117 129 142 155 169 184

(2) 

1 1/8

(2) 

5/8
(2) 25 (2) 62 12.6 30.7 1921

95°F 65.9 73.8 82.4 91.6 101 112 123 135 148 162 176

100°F 62.8 70.3 78.5 87.3 96.7 107 118 129 141 154 168

105°F 59.6 66.8 74.6 82.9 91.9 101 112 123 134 147 160

110°F 56.2 63.1 70.5 78.5 87.0 96.1 106 116 127 139 151

115°F 52.8 59.3 66.3 73.9 81.9 90.5 100 109 120 131 143

132-1M4

(2) ZB58K5E

90°F 74.6 85.1 96.0 107 119 132 145 159 174 190 207

(2) 

1 3/8

(2) 

5/8
(2) 62 (2) 83 12.6 30.7 2023

95°F 70.2 80.6 91.2 102 114 126 139 152 167 182 198

100°F 65.4 75.7 86.2 97.0 108 120 132 145 159 173 189

105°F 60.3 70.5 80.8 91.4 102 113 125 138 151 165 179

110°F 54.8 64.9 75.1 85.4 95.9 107 118 130 142 156 170

115°F 48.9 59.0 69.0 79.1 89.3 100 111 122 134 146 160

162-1M4

(2) ZB66K5E

90°F 86.9 97.6 109 121 134 148 162 177 194 211 229

(2) 

1 3/8

(2) 

5/8
(2) 62 (2) 83 12.6 30.7 2098

95°F 82.9 93.3 104 116 128 141 155 169 185 201 218

100°F 78.8 88.8 99.3 110 122 134 147 161 176 191 207

105°F 74.6 84.2 94.3 105 116 128 140 153 166 181 196

110°F 70.3 79.5 89.1 99.1 110 121 132 144 157 171 185

115°F 65.8 74.6 83.8 93.3 103 114 124 136 148 160 174

202-1M4

(2) ZB76K5E

90°F 101 114 127 141 156 172 189 208 227 248 270

(2) 

1 3/8

(2) 

7/8
(2) 62 (2) 83 18.8 45.9 2223

95°F 97.6 110 122 136 150 165 181 199 217 237 258

100°F 93.7 105 117 130 143 158 173 189 207 225 245

105°F 89.9 101 112 124 137 150 165 180 197 214 233

110°F 86.0 96.3 107 118 130 143 156 171 186 203 220

115°F 82.2 91.9 102 112 124 135 148 162 176 191 208

242-1M4

(2) ZB95K5E

90°F 122 138 155 173 192 212 234 256 280 305 331

(2) 

1 5/8

(2) 

7/8
(2) 83 (2) 128 25.1 61.3 2373

95°F 115 131 148 165 183 203 223 244 267 290 315

100°F 108 124 140 157 174 193 212 232 253 276 299

105°F 101 116 132 148 165 182 201 220 240 261 283

110°F 93.3 108 123 139 155 172 189 207 226 246 267

115°F 85.2 100 114 129 145 161 177 194 212 231 251

302-1M4

(2) ZB114K5E

90°F 143 162 182 203 226 249 274 300 328 357 387

(2) 

1 5/8

(2) 

7/8
(2) 83 (2) 128 18.5 45.1 2440

95°F 135 154 173 193 215 237 261 286 312 340 369

100°F 127 145 164 183 204 225 248 272 297 323 350

105°F 119 136 154 172 192 213 234 257 280 305 331

110°F 110 127 144 162 180 200 220 242 264 287 312

115°F 101 117 133 150 168 187 206 226 247 269 292

•	* Weight is for standard unit without options

•	Receiver holding charge is based on 90% full at 90°F
•	Refrigerant charge is for condenser only and is based on 30% liquid, 70% vapour for summer operation and 70% liquid, 

30% vapour for winter operation

•	Standard capacities are based on 65°F return gas
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Capacity Table MEDIUM TEMPERATURE R-407A - OMZ (061 TO 150) SINGLE COMPRESSOR

COMPRESSOR 

MODEL

A
M

B
IE

N
T

T
E

M
P.

CAPACITY (MBH)
LINE SIZE

RECEIVER  

CHARGE (LB.)

REFRIGERANT  

CHARGE (LB.)

SHIPPING 

WEIGHT (LB)*
SATURATED SUCTION TEMPERATURE (°F)

-10°F -5°F 0°F 5°F 10°F 15°F 20°F 25°F 30°F SUCT. LIQ. STD. OPT. SUMMER WINTER OMZ

061-1M6

ZB48KCE

90°F 27.0 30.8 35.1 39.9 45.0 50.7 56.8 63.3 70.2

1 1/8  5/8 27 67 6.5 16.3 1164

95°F 25.8 29.5 33.6 38.2 43.2 48.7 54.5 60.8 67.5

100°F 24.6 28.1 32.1 36.5 41.4 46.6 52.2 58.3 64.7

105°F N/A 26.8 30.6 34.9 39.5 44.5 49.9 55.7 61.9

110°F N/A N/A 29.2 33.2 37.6 42.4 47.5 53.1 58.9

065-1M6

ZB58K5E

90°F 29.7 35.4 41.0 46.5 52.3 58.3 64.8 71.9 79.6

1 1/8  5/8 67 89 6.5 16.3 1205

95°F 27.3 33.2 39.0 44.6 50.4 56.3 62.6 69.3 76.7

100°F 24.7 30.8 36.7 42.5 48.2 54.1 60.2 66.6 73.6

105°F 21.8 28.2 34.3 40.2 45.9 51.7 57.6 63.8 70.5

110°F N/A N/A 31.7 37.6 43.4 49.1 54.9 60.9 67.2

080-1M6

ZB66K5E

90°F 34.0 39.1 44.7 51.0 57.9 65.2 73.1 81.5 90.3

1 3/8  5/8 67 89 6.5 16.3 1247

95°F 32.7 37.5 42.8 48.8 55.3 62.4 70.0 78.0 86.4

100°F 31.6 36.0 41.0 46.6 52.8 59.5 66.7 74.4 82.5

105°F N/A 34.6 39.3 44.5 50.3 56.7 63.5 70.8 78.5

110°F N/A N/A 37.7 42.5 47.9 53.8 60.3 67.2 74.5

100-1M6

ZB76K5E

90°F 41.0 48.1 55.1 62.3 69.7 77.6 86.1 95.3 105

1 3/8  7/8 67 89 9.8 24.5 1340

95°F 38.6 45.8 52.9 60.1 67.4 75.0 83.2 91.9 101

100°F 36.2 43.5 50.6 57.8 64.9 72.4 80.1 88.4 97.3

105°F N/A 41.1 48.3 55.4 62.4 69.6 77.0 84.9 93.2

110°F N/A N/A 45.9 52.9 59.9 66.8 73.9 81.3 89.1

120-1M6

ZB95K5E

90°F 47.9 55.7 64.3 73.6 83.6 94.3 106 118 131

1 5/8  7/8 89 138 13.1 32.7 1430

95°F 45.7 53.1 61.2 70.1 79.7 90.0 101 113 125

100°F 43.5 50.5 58.2 66.6 75.8 85.6 96.1 107 119

105°F N/A 48.0 55.2 63.1 71.8 81.2 91.2 102 113

110°F N/A N/A N/A 59.7 67.8 76.7 86.1 96.2 107

150-1M6

ZB114K5E

90°F 57.1 65.8 75.7 86.7 98.6 111 125 140 155

1 5/8  7/8 89 138 9.6 24 1460

95°F 54.6 62.8 72.1 82.6 94.0 106 119 133 148

100°F 52.3 59.8 68.6 78.4 89.3 101 114 127 141

105°F N/A N/A 65.2 74.4 84.6 95.8 108 120 134

110°F N/A N/A N/A 70.4 80.0 90.5 102 114 127

AWEF 
REGISTERED

•	* Weight is for standard unit without options

•	Receiver holding charge is based on 90% full at 90°F
•	Refrigerant charge is for condenser only and is based on 30% liquid, 70% vapour for summer operation and 70% liquid, 

30% vapour for winter operation

•	Standard capacities are based on 65°F return gas
•	AWEF capacities are based on 25°F gas superheat for low and extended temperature applications and on 41°F return gas  

for medium temperature applications
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Capacity Table MEDIUM TEMPERATURE R-407A - OMZ (122 TO 302) DUAL COMPRESSOR

COMPRESSOR 

MODEL

A
M

B
IE

N
T

T
E

M
P.

CAPACITY (MBH)
LINE SIZE

RECEIVER  

CHARGE (LB.)

REFRIGERANT  

CHARGE (LB.)

SHIPPING 

WEIGHT (LB)*
SATURATED SUCTION TEMPERATURE (°F)

-10°F -5°F 0°F 5°F 10°F 15°F 20°F 25°F 30°F SUCT. LIQ. STD. OPT. SUMMER WINTER OMZ

122-1M6

(2) ZB48KCE

90°F 57.4 65.6 74.7 84.7 95.7 108 120 134 149

(2) 1 1/8 (2)  5/8 (2) 27 (2) 67 13.1 32.7 1908

95°F 55.0 62.8 71.6 81.3 92.0 104 116 129 143

100°F 52.5 60.1 68.6 77.9 88.2 99.3 111 124 138

105°F 50.2 57.4 65.5 74.5 84.3 95.0 107 119 132

110°F 47.9 54.8 62.5 71.1 80.5 90.7 102 113 126

132-1M6

(2) ZB58K5E

90°F 63.0 75.1 87.0 99.0 111 124 138 153 169

(2) 1 3/8 (2)  5/8 (2) 67 (2) 89 13.1 32.7 2010

95°F 58.0 70.6 82.8 95.0 107 120 133 148 163

100°F 52.5 65.6 78.2 90.5 103 115 128 142 157

105°F 46.5 60.2 73.1 85.7 98.0 110 123 136 151

110°F 40.1 54.2 67.6 80.4 92.8 105 118 130 144

162-1M6

(2) ZB66K5E

90°F 71.4 81.8 93.5 107 121 136 152 170 188

(2) 1 3/8 (2)  5/8 (2) 67 (2) 89 13.1 32.7 2085

95°F 69.0 78.7 89.8 102 116 130 146 163 180

100°F 66.9 75.8 86.2 97.8 111 125 140 156 173

105°F 65.2 73.3 82.8 93.7 106 119 133 148 165

110°F 64.0 71.1 79.8 89.8 101 113 127 141 157

202-1M6

(2) ZB76K5E

90°F 86.6 101 116 132 147 164 182 201 222

(2) 1 3/8 (2)  7/8 (2) 67 (2) 89 19.6 48.9 2210

95°F 81.7 96.9 112 127 143 159 176 194 214

100°F 76.6 92.2 107 122 138 153 170 187 206

105°F 71.3 87.2 103 118 133 148 164 180 198

110°F 65.9 82.1 97.7 113 128 142 158 173 190

242-1M6

(2) ZB95K5E

90°F 102 118 136 155 176 199 223 249 275

(2) 1 5/8 (2)  7/8 (2) 89 (2) 138 26.1 65.2 2360

95°F 97.2 112 129 148 169 190 214 238 264

100°F 93.0 107 123 141 161 181 204 227 252

105°F 89.1 102 117 134 153 172 194 216 240

110°F 85.9 97.9 112 127 145 163 184 205 228

302-1M6

(2) ZB114K5E

90°F 121 139 160 183 208 235 263 294 326

(2) 1 5/8 (2)  7/8 (2) 89 (2) 138 19.2 48 2500

95°F 116 133 153 174 198 224 252 281 312

100°F 111 127 146 166 189 214 240 268 298

105°F 107 122 139 158 179 203 228 255 283

110°F 104 117 132 150 170 192 216 242 269

•	* Weight is for standard unit without options

•	Receiver holding charge is based on 90% full at 90°F
•	Refrigerant charge is for condenser only and is based on 30% liquid, 70% vapour for summer operation and 70% liquid, 

30% vapour for winter operation

•	Standard capacities are based on 65°F return gas
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Capacity Table
MEDIUM TEMPERATURE R-407A
OMZ (061 TO 150) SINGLE COMPRESSOR WITH ZIEHL-ABEGG MOTOR(S)

COMPRESSOR 

MODEL
A

M
B

IE
N

T

T
E

M
P.

CAPACITY (MBH)
LINE SIZE

RECEIVER  

CHARGE (LB.)

REFRIGERANT 

CHARGE (LB.)

SHIPPING 

WEIGHT (LB)*
SATURATED SUCTION TEMPERATURE (°F)

-10°F -5°F 0°F 5°F 10°F 15°F 20°F 25°F 30°F SUCT. LIQ. STD. OPT. SUMMER WINTER OMZ

061-1M6

ZB48KCE

90°F 27.2 31.0 35.4 40.2 45.4 51.1 57.3 63.9 70.9

1 1/8  5/8 27 67 6.5 16.3 1171

95°F 26.0 29.7 33.9 38.5 43.6 49.1 55.1 61.5 68.3

100°F 24.8 28.4 32.4 36.9 41.8 47.1 52.9 59.0 65.6

105°F N/A 27.1 30.9 35.2 39.9 45.0 50.6 56.5 62.8

110°F N/A N/A 29.5 33.6 38.0 42.9 48.2 53.9 59.9

115°F N/A N/A N/A 31.9 36.2 40.8 45.8 51.3 57.0

065-1M6

ZB58K5E

90°F 30.2 35.9 41.4 46.9 52.7 58.7 65.3 72.5 80.5

1 1/8  5/8 67 89 6.5 16.3 1212

95°F 27.9 33.8 39.5 45.1 50.8 56.8 63.2 70.1 77.6

100°F 25.4 31.5 37.4 43.1 48.8 54.7 60.9 67.5 74.7

105°F 22.6 29.0 35.1 40.9 46.6 52.4 58.4 64.8 71.7

110°F N/A 26.3 32.5 38.5 44.2 50.0 55.9 62.0 68.6

115°F N/A N/A N/A 35.8 41.7 47.4 53.1 59.0 65.2

080-1M6

ZB66K5E

90°F 34.2 39.4 45.2 51.6 58.6 66.1 74.2 82.8 91.8

1 3/8  5/8 67 89 6.5 16.3 1254

95°F 32.9 37.8 43.3 49.4 56.1 63.4 71.1 79.4 88.1

100°F 31.8 36.3 41.4 47.2 53.6 60.5 68.0 75.9 84.3

105°F N/A 34.9 39.7 45.1 51.1 57.7 64.8 72.4 80.4

110°F N/A N/A 38.0 43.1 48.7 54.9 61.6 68.8 76.5

115°F N/A N/A N/A 41.1 46.3 52.1 58.4 65.2 72.5

100-1M6

ZB76K5E

90°F 41.6 48.6 55.6 62.7 70.2 78.3 86.9 96.4 107

1 3/8  7/8 67 89 9.8 24.5 1347

95°F 39.3 46.4 53.5 60.6 68.0 75.7 84.1 93.1 103

100°F 36.9 44.2 51.3 58.4 65.6 73.2 81.1 89.7 99.0

105°F 34.3 41.8 49.0 56.1 63.2 70.5 78.1 86.3 95.0

110°F N/A 39.3 46.6 53.7 60.7 67.8 75.1 82.8 91.0

115°F N/A N/A N/A 51.2 58.1 65.0 72.0 79.2 87.0

120-1M6

ZB95K5E

90°F 48.6 56.6 65.3 74.9 85.2 96.2 108 121 134

1 5/8  7/8 89 138 13.1 32.7 1437

95°F 46.3 53.9 62.3 71.5 81.4 92.1 104 116 128

100°F 44.2 51.3 59.3 68.1 77.6 87.8 98.8 111 123

105°F 42.1 48.8 56.3 64.6 73.7 83.5 94.0 105 117

110°F N/A N/A 53.4 61.2 69.8 79.1 89.1 100 111

115°F N/A N/A N/A 57.9 65.9 74.7 84.2 94.3 105

150-1M6

ZB114K5E

90°F 57.7 66.7 76.8 88.1 100 114 128 143 158

1 5/8  7/8 89 138 9.6 24 1420

95°F 55.2 63.6 73.3 84.0 95.8 108 122 136 152

100°F 52.8 60.6 69.7 79.9 91.2 103 116 130 145

105°F N/A 57.8 66.3 75.9 86.5 98.1 111 124 138

110°F N/A N/A 62.9 71.9 81.9 92.9 105 118 131

115°F N/A N/A N/A 68.1 77.4 87.7 99 111 124

•	* Weight is for standard unit without options

•	Receiver holding charge is based on 90% full at 90°F
•	Refrigerant charge is for condenser only and is based on 30% liquid, 70% vapour for summer operation and 70% liquid, 

30% vapour for winter operation

•	Standard capacities are based on 65°F return gas
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Capacity Table
MEDIUM TEMPERATURE R-407A
OMZ (122 TO 302) DUAL COMPRESSOR WITH ZIEHL-ABEGG MOTOR(S)

COMPRESSOR 

MODEL

A
M

B
IE

N
T

T
E

M
P.

CAPACITY (MBH)
LINE SIZE

RECEIVER  

CHARGE (LB.)

REFRIGERANT 

CHARGE (LB.)

SHIPPING 

WEIGHT (LB)*
SATURATED SUCTION TEMPERATURE (°F)

-10°F -5°F 0°F 5°F 10°F 15°F 20°F 25°F 30°F SUCT. LIQ. STD. OPT. SUMMER WINTER OMZ

122-1M6

(2) ZB48KCE

90°F 57.8 66.0 75.2 85.3 96.4 108 121 135 150

(2) 1 1/8 (2)  5/8 (2) 27 (2) 67 13.1 32.7 1921

95°F 55.4 63.3 72.2 82.0 92.7 104 117 131 145

100°F 52.9 60.6 69.1 78.6 89.0 100 112 126 140

105°F 50.6 57.9 66.1 75.2 85.2 96.1 108 120 134

110°F 48.3 55.3 63.1 71.8 81.4 91.8 103 115 128

115°F 46.1 52.7 60.2 68.4 77.6 87.5 98.3 110 122

132-1M6

(2) ZB58K5E

90°F 64.1 76.1 87.9 100 112 125 139 154 171

(2) 1 3/8 (2)  5/8 (2) 67 (2) 89 13.1 32.7 2023

95°F 59.3 71.8 83.9 96.0 108 121 135 149 165

100°F 54.0 67.0 79.5 91.8 104 117 130 144 159

105°F 48.2 61.8 74.7 87.2 100 112 125 138 153

110°F 41.9 56.1 69.4 82.1 94.5 107 120 133 147

115°F 35.1 49.8 63.6 76.6 89.2 101 114 127 140

162-1M6

(2) ZB66K5E

90°F 71.8 82.4 94.4 108 122 138 155 172 191

(2) 1 3/8 (2)  5/8 (2) 67 (2) 89 13.1 32.7 2098

95°F 69.3 79.3 90.6 103 117 132 148 166 184

100°F 67.1 76.4 87.0 99.0 112 127 142 159 176

105°F 65.3 73.7 83.6 94.8 107 121 136 152 168

110°F 63.9 71.4 80.4 90.8 103 115 129 144 160

115°F 63.0 69.5 77.5 87.0 97.9 110 123 137 152

202-1M6

(2) ZB76K5E

90°F 87.8 102 117 132 148 165 183 203 225

(2) 1 3/8 (2)  7/8 (2) 67 (2) 89 19.6 48.9 2223

95°F 83.0 98.1 113 128 144 160 178 197 217

100°F 78.0 93.5 109 124 139 155 172 190 210

105°F 72.9 88.7 104 119 134 150 166 183 202

110°F 67.5 83.7 99.2 114 129 144 160 176 194

115°F 62.0 78.6 94.3 109 124 139 154 169 186

242-1M6

(2) ZB95K5E

90°F 103 119 138 158 179 203 228 254 282

(2) 1 5/8 (2)  7/8 (2) 89 (2) 138 26.1 65.2 2373

95°F 98.4 114 132 151 172 194 218 244 271

100°F 94.2 109 126 144 164 186 209 234 260

105°F 90.2 104 120 137 156 177 199 223 248

110°F 86.7 99.3 114 130 148 168 189 212 236

115°F 83.6 95 108 124 141 159 179 201 224

302-1M6

(2) ZB114K5E

90°F 122 141 162 185 211 239 268 300 333

(2) 1 5/8 (2)  7/8 (2) 89 (2) 138 19.2 48 2440

95°F 117 135 155 177 202 229 257 287 319

100°F 112 129 148 169 193 218 246 275 306

105°F 108 123 141 161 183 208 234 262 292

110°F 105 118 134 153 174 197 222 249 277

115°F 102 114 128 145 165 187 210 236 263

•	* Weight is for standard unit without options

•	Receiver holding charge is based on 90% full at 90°F
•	Refrigerant charge is for condenser only and is based on 30% liquid, 70% vapour for summer operation and 70% liquid, 

30% vapour for winter operation

•	Standard capacities are based on 65°F return gas
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Capacity Table MEDIUM TEMPERATURE R-448A - OMZ (061 TO 150) SINGLE COMPRESSOR

COMPRESSOR 

MODEL

A
M

B
IE

N
T

T
E

M
P.

CAPACITY (MBH)
LINE SIZE

RECEIVER  

CHARGE (LB.)

REFRIGERANT  

CHARGE (LB.)

SHIPPING 

WEIGHT 

(LB)*SATURATED SUCTION TEMPERATURE (°F)

-10°F -5°F 0°F 5°F 10°F 15°F 20°F 25°F 30°F 35°F 40°F SUCT. LIQ. STD. OPT. SUMMER WINTER OMZ

061-1MA

ZB48KCE

90°F 27.7 32.1 36.8 41.6 46.8 52.3 58.2 64.6 71.5 79.0 87.0

1 1/8  5/8 27 67 6.5 16.3 1164

95°F 26.3 30.6 35.1 39.9 44.9 50.2 56.0 62.1 68.8 75.9 83.6

100°F 24.8 29.1 33.5 38.1 43.0 48.2 53.7 59.6 66.0 72.8 80.2

105°F N/A 27.5 31.8 36.3 41.1 46.1 51.4 57.1 63.2 69.7 76.8

110°F N/A N/A 30.1 34.5 39.1 43.9 49.0 54.5 60.3 66.6 73.3

065-1MA

ZB58K5E

90°F 30.6 35.7 41.0 46.6 52.7 59.1 66.1 73.6 81.7 90.3 100

1 1/8  5/8 67 89 6.5 16.3 1205

95°F 28.2 33.5 39.1 44.8 50.9 57.4 64.2 71.5 79.3 87.5 96.3

100°F 25.6 31.2 36.9 42.8 48.9 55.3 62.0 69.1 76.6 84.5 92.8

105°F 22.8 28.7 34.5 40.5 46.7 53.0 59.5 66.4 73.5 81.0 88.8

110°F N/A N/A 31.8 37.9 44.0 50.3 56.7 63.3 70.1 77.2 84.5

080-1MA

ZB66K5E

90°F 35.7 41.1 47.0 53.3 60.2 67.5 75.3 83.6 92.5 102 112

1 3/8  5/8 67 89 6.5 16.3 1247

95°F 33.4 39.0 45.0 51.4 58.2 65.4 73.0 81.0 89.4 98.2 107

100°F 31.0 36.8 42.9 49.3 56.0 63.0 70.4 78.0 86.0 94.3 103

105°F N/A 34.4 40.6 46.9 53.5 60.4 67.5 74.8 82.3 90.1 98

110°F N/A N/A 37.9 44.3 50.8 57.4 64.2 71.1 78.2 85.4 92.8

100-1MA

ZB76K5E

90°F 41.6 48.0 54.8 62.0 69.8 78.2 87.3 97.1 108 119 131

1 3/8  7/8 67 89 9.8 24.5 1340

95°F 39.2 45.8 52.7 60.0 67.7 76.0 84.8 94.2 104 115 126

100°F 36.8 43.6 50.5 57.8 65.5 73.5 82.0 91.0 101 111 121

105°F N/A 41.2 48.2 55.5 63.0 70.8 79.0 87.5 96.5 106 116

110°F N/A N/A 45.7 52.8 60.1 67.7 75.5 83.6 92.0 101 110

120-1MA

ZB95K5E

90°F 46.5 55.7 65.0 74.5 84.4 94.9 106 119 132 147 164

1 5/8  7/8 89 138 13.1 32.7 1430

95°F 42.1 51.5 60.9 70.4 80.3 90.6 102 114 127 141 157

100°F 37.3 47.0 56.6 66.1 75.8 86.0 96.7 108 121 134 149

105°F N/A 42.2 51.9 61.4 71.1 81.0 91.4 103 114 127 141

110°F N/A N/A 46.8 56.4 66.0 75.7 85.8 96.5 108 120 134

150-1MA

ZB114K5E

90°F 54.6 65.5 76.5 87.8 100 112 126 141 157 175 195

1 5/8  7/8 89 138 9.6 24 1460

95°F 49.4 60.5 71.6 82.9 94.6 107 120 135 150 168 187

100°F 43.9 55.1 66.3 77.6 89.2 101 114 128 143 160 178

105°F N/A 49.4 60.7 72.0 83.4 95.3 108 121 136 151 169

110°F N/A N/A N/A 65.9 77.3 88.9 101 114 128 143 159

AWEF 
REGISTERED

•	* Weight is for standard unit without options

•	Receiver holding charge is based on 90% full at 90°F
•	Refrigerant charge is for condenser only and is based on 30% liquid, 70% vapour for summer operation and 70% liquid, 

30% vapour for winter operation

•	Standard capacities are based on 65°F return gas
•	AWEF capacities are based on 25°F gas superheat for low and extended temperature applications and on 41°F return gas  

for medium temperature applications
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Capacity Table MEDIUM TEMPERATURE R-448A - OMZ (122 TO 302) DUAL COMPRESSOR

COMPRESSOR 

MODEL

A
M

B
IE

N
T

T
E

M
P.

CAPACITY (MBH)
LINE SIZE

RECEIVER  

CHARGE (LB.)

REFRIGERANT  

CHARGE (LB.)

SHIPPING 

WEIGHT 

(LB)*SATURATED SUCTION TEMPERATURE (°F)

-10°F -5°F 0°F 5°F 10°F 15°F 20°F 25°F 30°F 35°F 40°F SUCT. LIQ. STD. OPT. SUMMER WINTER OMZ

122-1MA

(2) ZB48KCE

90°F 58.9 68.1 77.9 88.2 99.3 111 124 137 152 168 185

(2) 1 1/8 (2)  5/8 (2) 27 (2) 67 13.1 32.7 1908

95°F 55.9 65.1 74.6 84.7 95.4 107 119 132 146 161 178

100°F 52.9 61.9 71.3 81.1 91.5 103 114 127 141 155 171

105°F 49.9 58.8 67.9 77.5 87.6 98.2 110 122 135 149 164

110°F 46.9 55.6 64.6 73.9 83.6 94 105 117 129 142 157

132-1MA

(2) ZB58K5E

90°F 64.9 75.6 87 99 112 126 141 157 174 193 213

(2) 1 3/8 (2)  5/8 (2) 67 (2) 89 13.1 32.7 2010

95°F 60 71.3 83 95.3 108 122 137 153 169 187 206

100°F 54.9 66.6 78.7 91.1 104 118 132 148 164 180 198

105°F 49.3 61.4 73.7 86.4 99.4 113 127 142 157 173 190

110°F 43.1 55.6 68.2 80.9 93.9 107 121 135 150 165 181

162-1MA

(2) ZB66K5E

90°F 74.4 85.9 98.2 111 126 141 157 175 193 213 233

(2) 1 3/8 (2)  5/8 (2) 67 (2) 89 13.1 32.7 2085

95°F 69.8 81.7 94.2 108 122 137 153 169 187 206 225

100°F 65.1 77.2 90 103 117 132 147 163 180 197 216

105°F 60 72.4 85.3 98.5 112 127 141 157 172 189 205

110°F 54.4 67.1 80 93.1 107 120 135 149 164 179 195

202-1MA

(2) ZB76K5E

90°F 87.8 101 115 131 147 165 184 205 227 250 275

(2) 1 3/8 (2)  7/8 (2) 67 (2) 89 19.6 48.9 2210

95°F 82.9 96.7 111 127 143 161 179 199 220 243 266

100°F 78 92.1 107 122 139 156 174 193 213 234 256

105°F 72.9 87.3 102 117 133 150 167 186 205 225 245

110°F 67.5 82 96.8 112 128 144 160 178 195 214 233

242-1MA

(2) ZB95K5E

90°F 98.7 118 137 157 178 200 225 251 279 311 345

(2) 1 5/8 (2)  7/8 (2) 89 (2) 138 26.1 65.2 2360

95°F 89.7 109 129 149 170 192 215 240 268 298 331

100°F 80.1 100 120 140 161 182 205 229 256 284 315

105°F 69.8 90.4 111 131 151 172 194 218 243 270 300

110°F 58.8 79.8 100 120 140 161 183 205 229 255 283

302-1MA

(2) ZB114K5E

90°F 115 138 161 185 210 237 265 297 331 368 409

(2) 1 5/8 (2)  7/8 (2) 89 (2) 138 19.2 48 2500

95°F 104 127 151 174 199 226 254 284 317 353 392

100°F 93 116 140 164 188 214 241 271 302 337 374

105°F 80.9 105 128 152 176 202 228 257 287 320 355

110°F 68.1 92.2 116 140 164 189 215 242 271 302 336

•	* Weight is for standard unit without options

•	Receiver holding charge is based on 90% full at 90°F
•	Refrigerant charge is for condenser only and is based on 30% liquid, 70% vapour for summer operation and 70% liquid, 

30% vapour for winter operation

•	Standard capacities are based on 65°F return gas
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Capacity Table
MEDIUM TEMPERATURE R-448A
OMZ (061 TO 150) SINGLE COMPRESSOR WITH ZIEHL-ABEGG MOTOR(S)

COMPRESSOR 

MODEL

A
M

B
IE

N
T

T
E

M
P.

CAPACITY (MBH)
LINE SIZE

RECEIVER  

CHARGE (LB.)

REFRIGERANT  

CHARGE (LB.)

SHIPPING 

WEIGHT 

(LB)*SATURATED SUCTION TEMPERATURE (°F)

-10°F -5°F 0°F 5°F 10°F 15°F 20°F 25°F 30°F 35°F 40°F SUCT. LIQ. STD. OPT. SUMMER WINTER OMZ

061-1MA

ZB48KCE

90°F 28.0 32.4 37.0 41.9 47.2 52.8 58.8 65.3 72.3 80.0 88.2

1 1/8  5/8 27 67 6.5 16.3 1171

95°F 26.5 30.9 35.5 40.2 45.3 50.7 56.6 62.8 69.6 76.9 84.9

100°F 25.1 29.4 33.8 38.5 43.4 48.7 54.3 60.3 66.8 73.9 81.5

105°F N/A 27.8 32.2 36.7 41.5 46.6 52.0 57.8 64.1 70.8 78.1

110°F N/A N/A 30.5 35.0 39.6 44.5 49.7 55.3 61.3 67.7 74.7

115°F N/A N/A N/A 33.2 37.7 42.4 47.4 52.7 58.5 64.6 71.3

065-1MA

ZB58K5E

90°F 31.2 36.2 41.4 47.0 52.9 59.4 66.3 73.9 82.0 90.9 100

1 1/8  5/8 67 89 6.5 16.3 1212

95°F 28.8 34.1 39.5 45.2 51.3 57.7 64.6 71.9 79.8 88.3 97.5

100°F 26.3 31.8 37.5 43.4 49.4 55.8 62.6 69.8 77.4 85.5 94.2

105°F 23.6 29.4 35.2 41.2 47.3 53.7 60.3 67.3 74.7 82.4 90.7

110°F N/A 26.7 32.7 38.8 44.9 51.2 57.7 64.5 71.5 78.9 86.7

115°F N/A N/A 29.8 35.9 42.1 48.3 54.7 61.2 68.0 75.0 82.3

080-1MA

ZB66K5E

90°F 36.3 41.7 47.5 53.7 60.5 67.8 75.7 84.2 93.3 103 113

1 3/8  5/8 67 89 6.5 16.3 1254

95°F 34.0 39.6 45.5 51.9 58.6 65.8 73.6 81.7 90.5 100 109

100°F 31.6 37.4 43.5 49.9 56.6 63.7 71.2 79.1 87.4 96.1 105

105°F 29.2 35.1 41.3 47.7 54.3 61.3 68.5 76.1 84.0 92.2 101

110°F N/A N/A 38.8 45.2 51.8 58.6 65.5 72.8 80.2 88.0 95.9

115°F N/A N/A N/A 42.4 48.9 55.4 62.1 69.0 76.1 83.3 90.7

100-1MA

ZB76K5E

90°F 42.2 48.5 55.2 62.4 70.1 78.5 87.7 97.6 108 120 133

1 3/8  7/8 67 89 9.8 24.5 1347

95°F 39.8 46.3 53.2 60.4 68.1 76.4 85.3 94.9 105 116 128

100°F 37.5 44.2 51.1 58.4 66.0 74.2 82.8 92.1 102 113 124

105°F 35.1 41.9 48.9 56.2 63.7 71.7 80.0 88.9 98.3 108 119

110°F N/A 39.5 46.5 53.7 61.1 68.9 76.9 85.4 94.3 104 114

115°F N/A N/A N/A 50.9 58.2 65.7 73.4 81.4 89.8 98.6 108

120-1MA

ZB95K5E

90°F 48.2 57.4 66.6 76.1 86.0 96.8 108 121 136 151 169

1 5/8  7/8 89 138 13.1 32.7 1437

95°F 43.9 53.4 62.8 72.3 82.2 92.7 104 116 130 145 162

100°F 39.4 49.1 58.6 68.2 78.1 88.4 99.5 111 125 139 155

105°F 34.5 44.5 54.2 63.8 73.6 83.8 94.6 106 119 133 148

110°F N/A N/A 49.4 59.1 68.9 78.9 89.4 101 113 126 140

115°F N/A N/A N/A 54.0 63.7 73.6 83.8 94.6 106 119 133

150-1MA

ZB114K5E

90°F 56.4 67.2 78.2 89.5 101 114 128 144 161 180 200

1 5/8  7/8 89 138 9.6 24 1420

95°F 51.3 62.4 73.5 84.9 96.7 109 123 138 154 172 192

100°F 45.9 57.2 68.5 79.8 91.6 104 117 132 147 165 184

105°F N/A 51.7 63.1 74.5 86.1 98.3 111 125 140 157 175

110°F N/A N/A 57.3 68.7 80.3 92.2 105 118 133 149 166

115°F N/A N/A N/A 62.6 74.1 85.8 98.1 111 125 140 157

•	* Weight is for standard unit without options

•	Receiver holding charge is based on 90% full at 90°F
•	Refrigerant charge is for condenser only and is based on 30% liquid, 70% vapour for summer operation and 70% liquid, 

30% vapour for winter operation

•	Standard capacities are based on 65°F return gas



R

31

Capacity Table
MEDIUM TEMPERATURE R-448A
OMZ (122 TO 302) DUAL COMPRESSOR WITH ZIEHL-ABEGG MOTOR(S)

COMPRESSOR 

MODEL

A
M

B
IE

N
T

T
E

M
P.

CAPACITY (MBH)
LINE SIZE

RECEIVER  

CHARGE (LB.)

REFRIGERANT  

CHARGE (LB.)

SHIPPING 

WEIGHT 

(LB)*SATURATED SUCTION TEMPERATURE (°F)

-10°F -5°F 0°F 5°F 10°F 15°F 20°F 25°F 30°F 35°F 40°F SUCT. LIQ. STD. OPT. SUMMER WINTER OMZ

122-1MA

(2) ZB48KCE

90°F 59.4 68.7 78.5 88.9 100 112 125 139 153 170 187

(2) 1 1/8 (2)  5/8 (2) 27 (2) 67 13.1 32.7 1921

95°F 56.4 65.6 75.2 85.4 96.2 108 120 134 148 163 180

100°F 53.5 62.5 71.9 81.9 92.4 104 116 128 142 157 173

105°F 50.5 59.4 68.6 78.3 88.5 99.3 111 123 137 151 166

110°F 47.5 56.3 65.3 74.7 84.6 95.1 106 118 131 145 159

115°F 44.6 53.2 62.0 71.1 80.7 90.8 102 113 125 138 153

132-1MA

(2) ZB58K5E

90°F 66.1 76.6 87.8 100 113 126 141 157 175 194 214

(2) 1 3/8 (2)  5/8 (2) 67 (2) 89 13.1 32.7 2023

95°F 61.3 72.4 84.0 96.1 109 123 138 153 170 189 208

100°F 56.3 67.9 79.8 92.2 105 119 133 149 165 183 201

105°F 50.8 62.9 75.2 87.8 101 114 129 144 159 176 194

110°F 44.9 57.4 69.9 82.7 95.8 109 123 138 153 169 185

115°F 38.2 51.1 63.9 76.8 89.9 103 117 131 145 160 176

162-1MA

(2) ZB66K5E

90°F 75.6 86.9 99.0 112 126 142 158 176 195 215 237

(2) 1 3/8 (2)  5/8 (2) 67 (2) 89 13.1 32.7 2098

95°F 71.1 82.8 95.2 108 123 138 154 171 189 208 229

100°F 66.4 78.5 91.1 104 118 133 149 165 183 201 220

105°F 61.5 73.9 86.7 100 114 128 143 159 176 193 211

110°F 56.1 68.8 81.8 95.0 109 123 137 152 168 184 201

115°F 50.3 63.1 76.2 89.3 103 116 130 145 160 175 190

202-1MA

(2) ZB76K5E

90°F 89.0 102 116 131 148 166 185 206 228 253 279

(2) 1 3/8 (2)  7/8 (2) 67 (2) 89 19.6 48.9 2223

95°F 84.2 97.8 112 127 144 161 180 201 222 245 270

100°F 79.4 93.3 108 123 140 157 175 195 216 238 261

105°F 74.4 88.7 103 119 135 152 170 188 208 229 251

110°F 69.2 83.7 98.6 114 130 146 163 181 200 220 241

115°F 63.5 78.2 93.0 108 124 139 156 173 191 209 229

242-1MA

(2) ZB95K5E

90°F 102 121 141 160 181 204 229 256 285 318 355

(2) 1 5/8 (2)  7/8 (2) 89 (2) 138 26.1 65.2 2373

95°F 93.4 113 133 153 174 196 220 246 275 306 341

100°F 84.2 104 124 144 165 187 210 236 263 294 327

105°F 74.3 95.0 115 136 156 178 200 225 252 281 312

110°F 63.7 84.9 105 126 146 168 190 213 239 267 297

115°F 52.4 74.0 94.9 115 136 157 178 201 226 252 282

302-1MA

(2) ZB114K5E

90°F 119 141 164 188 213 241 270 302 338 377 420

(2) 1 5/8 (2)  7/8 (2) 89 (2) 138 19.2 48 2440

95°F 108 131 155 179 204 230 259 290 325 362 403

100°F 97.2 121 144 168 193 219 248 278 311 347 386

105°F 85.5 109 133 157 182 208 235 265 296 331 368

110°F 73.0 97.4 121 145 170 195 222 251 281 314 350

115°F 59.7 84.5 109 133 157 182 208 236 266 297 331

•	* Weight is for standard unit without options

•	Receiver holding charge is based on 90% full at 90°F
•	Refrigerant charge is for condenser only and is based on 30% liquid, 70% vapour for summer operation and 70% liquid, 

30% vapour for winter operation

•	Standard capacities are based on 65°F return gas
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COMPRESSOR 

MODEL

A
M

B
IE

N
T

T
E

M
P.

CAPACITY (MBH)
LINE SIZE

RECEIVER  

CHARGE (LB.)

REFRIGERANT 

CHARGE (LB.)

SHIPPING 

WEIGHT (LB)*
SATURATED SUCTION TEMPERATURE (°F)

-40°F -35°F -30°F -25°F -20°F -15°F -10°F -5°F 0°F SUCT. LIQ. STD. OPT. SUMMER WINTER OMZ

075-1L4

ZF34K5E

90°F 20.1 23.4 27.0 30.8 34.9 39.3 44.2 49.4 55.1

1 3/8  5/8 62 83 6.3 15.3 1255

95°F 19.1 22.3 25.6 29.3 33.2 37.4 42.0 47.0 52.3

100°F 18.0 21.1 24.3 27.7 31.5 35.5 39.8 44.5 49.6

105°F 16.9 19.8 22.9 26.2 29.7 33.5 37.5 42.0 46.7

110°F 15.8 18.5 21.4 24.5 27.8 31.4 35.2 39.3 43.8

090-1L4

ZF41K5E

90°F 25.5 29.5 33.7 38.2 43.0 48.3 53.9 60.0 66.6

1 5/8  5/8 62 83 6.3 15.3 1255

95°F 24.2 28.0 32.1 36.3 40.9 45.9 51.2 57.0 63.2

100°F 22.8 26.5 30.3 34.4 38.8 43.5 48.5 53.9 59.8

105°F 21.4 24.9 28.6 32.4 36.5 40.9 45.6 50.7 56.2

110°F 19.9 23.2 26.7 30.3 34.2 38.3 42.7 47.5 52.6

100-1L4

ZF49K5E

90°F 30.7 35.3 40.3 45.7 51.7 58.2 65.2 72.9 81.1

1 5/8  5/8 62 83 9.4 23 1355

95°F 29.1 33.5 38.3 43.5 49.1 55.3 62.0 69.2 77.0

100°F 27.5 31.6 36.2 41.1 46.5 52.3 58.6 65.4 72.8

105°F 25.8 29.7 34.0 38.7 43.7 49.2 55.2 61.6 68.5

110°F 23.9 27.7 31.7 36.1 40.9 46.0 51.6 57.7 64.1

COMPRESSOR 

MODEL

A
M

B
IE

N
T

T
E

M
P.

CAPACITY (MBH)
LINE SIZE

RECEIVER  

CHARGE (LB.)

REFRIGERANT 

CHARGE (LB.)

SHIPPING 

WEIGHT  

(LB)*SATURATED SUCTION TEMPERATURE (°F)

-40°F -35°F -30°F -25°F -20°F -15°F -10°F -5°F 0°F SUCT. LIQ. STD. OPT. SUMMER WINTER OMZ

152-1L4

(2) ZF34K5E

90°F 46.4 53.4 60.9 68.8 77.3 86.4 96.1 107 118

(2) 1 3/8 (2)  5/8 (2) 62 (2) 83 12.6 30.7 2110

95°F 44.6 51.3 58.5 66.1 74.2 82.9 92.1 102 112

100°F 42.7 49.2 56.1 63.3 71.0 79.2 87.9 97.2 107

105°F 40.7 47.0 53.5 60.4 67.7 75.4 83.7 92.4 102

110°F 38.7 44.7 50.9 57.4 64.3 71.5 79.2 87.4 96.2

182-1L4

(2) ZF41K5E

90°F 58.7 67.2 76.1 85.6 95.6 106 118 130 143

(2) 1 5/8 (2)  5/8 (2) 62 (2) 83 12.6 30.7 2110

95°F 56.4 64.6 73.2 82.2 91.7 102 113 124 136

100°F 53.9 61.9 70.1 78.7 87.7 97.2 107 118 129

105°F 51.3 59.0 66.8 75.0 83.5 92.6 102 112 123

110°F 48.6 55.9 63.4 71.1 79.2 87.6 96.5 106 116

202-1L4

(2) ZF49K5E

90°F 70.7 80.5 91.1 103 115 128 143 158 174

(2) 1 5/8 (2)  5/8 (2) 62 (2) 83 18.8 45.9 2237

95°F 67.9 77.3 87.5 98.5 110 123 136 151 166

100°F 65.0 74.0 83.7 94.2 105 117 130 144 158

105°F 61.9 70.5 79.8 89.7 100 112 124 136 150

110°F 58.6 66.8 75.6 85.0 95.0 106 117 129 142

Capacity Table LOW TEMPERATURE R-404A - OMZ (075 TO 100) SINGLE COMPRESSOR

Capacity Table LOW TEMPERATURE R-404A - OMZ (152 TO 202) DUAL COMPRESSOR

AWEF 
REGISTERED

•	* Weight is for standard unit without options

•	Receiver holding charge is based on 90% full at 90°F
•	Refrigerant charge is for condenser only and is based on 30% liquid, 70% vapour for summer operation and 70% liquid, 

30% vapour for winter operation

•	Standard capacities are based on 65°F return gas
•	AWEF capacities are based on 25°F gas superheat for low and extended temperature applications and on 41°F return gas  

for medium temperature applications

•	* Weight is for standard unit without options

•	Receiver holding charge is based on 90% full at 90°F
•	Refrigerant charge is for condenser only and is based on 30% liquid, 70% vapour for summer operation and 70% liquid, 

30% vapour for winter operation

•	Standard capacities are based on 65°F return gas
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Capacity Table
LOW TEMPERATURE R-404A
OMZ (075 TO 100) SINGLE COMPRESSOR WITH ZIEHL-ABEGG MOTOR(S)

Capacity Table
LOW TEMPERATURE R-404A
OMZ (152 TO 202) DUAL COMPRESSOR WITH ZIEHL-ABEGG MOTOR(S)

COMPRESSOR 

MODEL

A
M

B
IE

N
T

T
E

M
P.

CAPACITY (MBH)
LINE SIZE

RECEIVER  

CHARGE (LB.)

REFRIGERANT 

CHARGE (LB.)

SHIPPING 

WEIGHT  

(LB)*SATURATED SUCTION TEMPERATURE (°F)

-40°F -35°F -30°F -25°F -20°F -15°F -10°F -5°F 0°F SUCT. LIQ. STD. OPT. SUMMER WINTER OMZ

075-1L4

ZF34K5E

90°F 20.3 23.6 27.2 31.1 35.2 39.8 44.7 50.1 55.9

1 3/8  5/8 62 83 6.3 15.3 1262

95°F 19.3 22.5 25.9 29.6 33.6 37.9 42.6 47.7 53.2

100°F 18.2 21.3 24.6 28.1 31.9 36.0 40.5 45.3 50.5

105°F 17.1 20.1 23.2 26.5 30.1 34.0 38.2 42.8 47.7

110°F 16.0 18.8 21.8 24.9 28.3 32.0 35.9 40.2 44.9

115°F 14.9 17.5 20.3 23.2 26.4 29.9 33.6 37.6 41.9

090-1L4

ZF41K5E

90°F 25.7 29.8 34.0 38.6 43.6 49.0 54.8 61.1 67.9

1 5/8  5/8 62 83 6.3 15.3 1262

95°F 24.5 28.3 32.4 36.8 41.6 46.7 52.2 58.1 64.6

100°F 23.1 26.9 30.8 35.0 39.4 44.3 49.5 55.1 61.3

105°F 21.7 25.3 29.0 33.0 37.2 41.8 46.7 52.0 57.8

110°F 20.3 23.7 27.2 31.0 35.0 39.2 43.9 48.9 54.3

115°F 18.7 21.9 25.3 28.8 32.6 36.6 40.9 45.6 50.7

100-1L4

ZF49K5E

90°F 31.0 35.7 40.8 46.3 52.5 59.1 66.4 74.3 82.8

1 5/8  5/8 62 83 9.4 23 1362

95°F 29.5 33.9 38.8 44.1 50.0 56.3 63.2 70.8 78.9

100°F 27.9 32.1 36.8 41.8 47.4 53.4 60.0 67.1 74.8

105°F 26.2 30.2 34.6 39.5 44.7 50.4 56.6 63.4 70.6

110°F 24.4 28.3 32.4 37.0 41.9 47.3 53.2 59.5 66.4

115°F 22.6 26.2 30.1 34.4 39.1 44.1 49.6 55.6 62.0

COMPRESSOR 

MODEL

A
M

B
IE

N
T

T
E

M
P.

CAPACITY (MBH)
LINE SIZE

RECEIVER  

CHARGE (LB.)

REFRIGERANT 

CHARGE (LB.)

SHIPPING 

WEIGHT  

(LB)*SATURATED SUCTION TEMPERATURE (°F)

-40°F -35°F -30°F -25°F -20°F -15°F -10°F -5°F 0°F SUCT. LIQ. STD. OPT. SUMMER WINTER OMZ

152-1L4

(2) ZF34K5E

90°F 46.6 53.7 61.2 69.3 77.9 87.1 97.1 108 119

(2) 1 3/8 (2)  5/8 (2) 62 (2) 83 12.6 30.7 2123

95°F 44.8 51.7 58.9 66.6 74.9 83.7 93.1 103 114

100°F 43.0 49.6 56.5 63.9 71.7 80.1 89.1 98.7 109

105°F 41.1 47.4 54.0 61.1 68.5 76.4 84.9 94.0 104

110°F 39.1 45.1 51.5 58.1 65.2 72.6 80.6 89.1 98.2

115°F 37.0 42.8 48.8 55.1 61.7 68.7 76.1 84.1 92.6

182-1L4

(2) ZF41K5E

90°F 59.0 67.6 76.7 86.3 96.5 107 119 132 145

(2) 1 5/8 (2)  5/8 (2) 62 (2) 83 12.6 30.7 2123

95°F 56.8 65.1 73.8 83.0 92.7 103 114 126 139

100°F 54.4 62.5 70.8 79.6 88.9 98.7 109 120 132

105°F 51.9 59.7 67.7 76.0 84.8 94.1 104 114 126

110°F 49.2 56.7 64.3 72.3 80.6 89.3 98.6 108 119

115°F 46.4 53.5 60.8 68.4 76.2 84.4 93.1 102 112

202-1L4

(2) ZF49K5E

90°F 71.2 81.1 91.9 104 116 130 145 160 177

(2) 1 5/8 (2)  5/8 (2) 62 (2) 83 18.8 45.9 2250

95°F 68.5 78.0 88.4 100 112 125 139 154 170

100°F 65.6 74.8 84.7 95.4 107 119 133 147 162

105°F 62.6 71.4 80.9 91.1 102 114 126 140 154

110°F 59.4 67.9 76.9 86.5 96.9 108 120 132 146

115°F 56.1 64.1 72.7 81.8 91.5 102 113 125 138

•	* Weight is for standard unit without options

•	Receiver holding charge is based on 90% full at 90°F
•	Refrigerant charge is for condenser only and is based on 30% liquid, 70% vapour for summer operation and 70% liquid, 

30% vapour for winter operation

•	Standard capacities are based on 65°F return gas

•	* Weight is for standard unit without options

•	Receiver holding charge is based on 90% full at 90°F
•	Refrigerant charge is for condenser only and is based on 30% liquid, 70% vapour for summer operation and 70% liquid, 

30% vapour for winter operation

•	Standard capacities are based on 65°F return gas
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COMPRESSOR 

MODEL
A

M
B

IE
N

T

T
E

M
P.

CAPACITY (MBH)
LINE SIZE

RECEIVER  

CHARGE (LB.)

REFRIGERANT 

CHARGE (LB.)

SHIPPING 

WEIGHT 

 (LB)*SATURATED SUCTION TEMPERATURE (°F)

-40°F -35°F -30°F -25°F -20°F -15°F -10°F -5°F 0°F SUCT. LIQ. STD. OPT. SUMMER WINTER OMZ

075-1L6

ZF34K5E

90°F 19.9 22.4 25.6 29.4 33.8 38.7 44.1 49.9 56.1

1 3/8  5/8 67 89 6.5 16.3 1255

95°F 19.1 21.5 24.6 28.3 32.5 37.2 42.5 48.1 54.2

100°F 18.3 20.6 23.5 27.1 31.2 35.8 40.9 46.4 52.2

105°F 17.4 19.6 22.4 25.8 29.8 34.2 39.2 44.5 50.2

110°F 16.4 18.5 21.2 24.5 28.3 32.6 37.4 42.6 48.1

090-1L6

ZF41K5E

90°F 24.6 27.5 31.2 35.6 40.7 46.4 52.7 59.5 66.7

1 5/8  5/8 67 89 6.5 16.3 1255

95°F 23.6 26.4 30.0 34.2 39.2 44.7 50.8 57.4 64.4

100°F 22.6 25.2 28.7 32.8 37.6 42.9 48.8 55.2 62.1

105°F 21.4 24.0 27.3 31.2 35.8 41.0 46.8 53.0 59.6

110°F 20.1 22.6 25.7 29.6 34.0 39.1 44.6 50.6 57.1

090-1L6

ZF41K5E

90°F 29.6 32.9 37.3 42.7 48.9 55.9 63.7 72.2 81.2

1 5/8  5/8 67 89 9.8 24.5 1355

95°F 28.4 31.6 35.8 40.9 47.0 53.8 61.4 69.6 78.4

100°F 27.1 30.1 34.2 39.1 45.0 51.6 59.0 67.0 75.5

105°F 25.7 28.6 32.4 37.2 42.9 49.3 56.5 64.2 72.6

110°F 24.2 26.9 30.6 35.2 40.7 46.9 53.8 61.4 69.5

COMPRESSOR 

MODEL

A
M

B
IE

N
T

T
E

M
P.

CAPACITY (MBH)
LINE SIZE

RECEIVER  

CHARGE (LB.)

REFRIGERANT 

CHARGE (LB.)

SHIPPING 

WEIGHT 

(LB)*SATURATED SUCTION TEMPERATURE (°F)

-40°F -35°F -30°F -25°F -20°F -15°F -10°F -5°F 0°F SUCT. LIQ. STD. OPT. SUMMER WINTER OMZ

152-1L6

(2) ZF34K5E

90°F 44.6 50.1 57.0 65.2 74.6 85.1 96.7 109 122

(2) 1 3/8 (2)  5/8 (2) 67 (2) 89 13.1 32.7 2110

95°F 43.1 48.4 55.0 63.0 72.1 82.4 93.6 106 119

100°F 41.5 46.6 53.0 60.7 69.6 79.5 90.4 102 115

105°F 39.8 44.6 50.8 58.2 66.8 76.5 87.0 98.5 111

110°F 37.9 42.5 48.4 55.6 63.9 73.3 83.5 94.6 106

182-1L6

(2) ZF41K5E

90°F 54.5 60.9 68.9 78.4 89.3 101 115 129 144

(2) 1 5/8 (2)  5/8 (2) 67 (2) 89 13.1 32.7 2110

95°F 52.7 58.8 66.6 75.8 86.3 98.1 111 125 140

100°F 50.7 56.6 64.0 73.0 83.2 94.7 107 121 135

105°F 48.4 54.1 61.3 69.9 79.8 91.0 103 116 130

110°F 45.9 51.3 58.3 66.6 76.3 87.1 98.9 112 125

202-1L6

(2) ZF49K5E

90°F 65.7 72.9 82.4 94.0 107 122 139 157 176

(2) 1 5/8 (2)  5/8 (2) 67 (2) 89 19.6 48.9 2237

95°F 63.5 70.4 79.5 90.7 104 118 134 152 170

100°F 61.0 67.7 76.5 87.3 100 114 130 147 165

105°F 58.3 64.7 73.1 83.6 95.8 110 125 141 159

110°F 55.3 61.3 69.5 79.6 91.4 105 120 136 153

Capacity Table LOW TEMPERATURE R-407A - OMZ (075 TO 090) SINGLE COMPRESSOR

Capacity Table LOW TEMPERATURE R-407A - OMZ (152 TO 202) DUAL COMPRESSOR

•	* Weight is for standard unit without options

•	Receiver holding charge is based on 90% full at 90°F
•	Refrigerant charge is for condenser only and is based on 30% liquid, 70% vapour for summer operation and 70% liquid, 

30% vapour for winter operation

•	Standard capacities are based on 65°F return gas

•	* Weight is for standard unit without options

•	Receiver holding charge is based on 90% full at 90°F
•	Refrigerant charge is for condenser only and is based on 30% liquid, 70% vapour for summer operation and 70% liquid, 

30% vapour for winter operation

•	Standard capacities are based on 65°F return gas
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Capacity Table
LOW TEMPERATURE R-407A
OMZ (075 TO 100) SINGLE COMPRESSOR WITH ZIEHL-ABEGG MOTOR(S)

Capacity Table
LOW TEMPERATURE R-407A
OMZ (152 TO 202) DUAL COMPRESSOR WITH ZIEHL-ABEGG MOTOR(S)

COMPRESSOR 

MODEL

A
M

B
IE

N
T

T
E

M
P.

CAPACITY (MBH)
LINE SIZE

RECEIVER  

CHARGE (LB.)

REFRIGERANT 

CHARGE (LB.)

SHIPPING 

WEIGHT  

(LB)*SATURATED SUCTION TEMPERATURE (°F)

-40°F -35°F -30°F -25°F -20°F -15°F -10°F -5°F 0°F SUCT. LIQ. STD. OPT. SUMMER WINTER OMZ

075-1L6

ZF34K5E

90°F 21.2 23.9 27.3 31.3 36.0 41.3 47.0 53.2 59.9

1 3/8  5/8 67 89 6.5 16.3 1262

95°F 20.4 23.0 26.2 30.2 34.7 39.8 45.4 51.4 57.9

100°F 19.5 22.0 25.1 28.9 33.3 38.2 43.7 49.6 55.9

105°F 18.6 20.9 24.0 27.6 31.9 36.7 42.0 47.7 53.8

110°F 17.6 19.8 22.7 26.3 30.4 35.0 40.1 45.7 51.7

115°F 16.5 18.6 21.4 24.8 28.8 33.3 38.3 43.7 49.5

090-1L6

ZF41K5E

90°F 25.9 29.0 33.0 37.7 43.1 49.1 55.8 63.0 70.7

1 5/8  5/8 67 89 6.5 16.3 1262

95°F 24.9 27.9 31.7 36.3 41.5 47.4 53.8 60.9 68.4

100°F 23.9 26.7 30.4 34.8 39.9 45.6 51.8 58.7 65.9

105°F 22.7 25.5 29 33.2 38.1 43.7 49.8 56.4 63.5

110°F 21.4 24.1 27.5 31.5 36.3 41.7 47.6 54.0 60.9

115°F 20.0 22.5 25.8 29.7 34.4 39.6 45.3 51.6 58.3

100-1L6

ZF49K5E

90°F 31.2 34.8 39.5 45.1 51.8 59.3 67.5 76.5 86.1

1 5/8  5/8 67 89 9.8 24.5 1362

95°F 30.0 33.4 37.9 43.4 49.8 57.1 65.2 73.9 83.3

100°F 28.8 32.0 36.3 41.6 47.8 54.9 62.7 71.3 80.4

105°F 27.4 30.4 34.6 39.7 45.7 52.6 60.2 68.5 77.4

110°F 25.8 28.7 32.7 37.6 43.5 50.2 57.6 65.6 74.3

115°F 24.1 26.8 30.7 35.4 41.1 47.6 54.8 62.6 71.1

COMPRESSOR 

MODEL

A
M

B
IE

N
T

T
E

M
P.

CAPACITY (MBH)
LINE SIZE

RECEIVER  

CHARGE (LB.)

REFRIGERANT 

CHARGE (LB.)

SHIPPING 

WEIGHT  

(LB)*SATURATED SUCTION TEMPERATURE (°F)

-40°F -35°F -30°F -25°F -20°F -15°F -10°F -5°F 0°F SUCT. LIQ. STD. OPT. SUMMER WINTER OMZ

152-1L6

(2) ZF34K5E

90°F 44.7 50.2 57.2 65.5 75.0 85.6 97.2 110 123

(2) 1 3/8 (2)  5/8 (2) 67 (2) 89 13.1 32.7 2123

95°F 43.3 48.6 55.3 63.3 72.5 82.8 94.1 106 119

100°F 41.7 46.8 53.3 61.1 70.0 80.0 91.0 103 116

105°F 40.1 44.9 51.2 58.7 67.4 77.1 87.8 99.3 112

110°F 38.2 42.9 48.9 56.2 64.6 74.0 84.4 95.6 108

115°F 36.2 40.7 46.5 53.5 61.6 70.8 80.8 91.8 103

182-1L6

(2) ZF41K5E

90°F 54.7 61.1 69.2 78.8 89.8 102 115 130 145

(2) 1 5/8 (2)  5/8 (2) 67 (2) 89 13.1 32.7 2123

95°F 53.0 59.1 66.9 76.2 86.9 98.8 112 126 141

100°F 51.0 57.0 64.5 73.5 83.9 95.5 108 122 137

105°F 48.9 54.6 61.9 70.7 80.7 92.0 104 118 132

110°F 46.5 52.0 59.1 67.5 77.3 88.2 100 113 127

115°F 43.7 49.1 55.9 64.2 73.6 84.3 96.0 109 122

202-1L6

(2) ZF49K5E

90°F 65.9 73.3 82.9 94.5 108 123 140 158 177

(2) 1 5/8 (2)  5/8 (2) 67 (2) 89 19.6 48.9 2250

95°F 63.8 70.8 80.1 91.4 104 119 136 153 172

100°F 61.5 68.2 77.1 88.1 101 115 131 148 167

105°F 59.0 65.4 74.0 84.5 96.9 111 126 143 161

110°F 56.1 62.3 70.5 80.8 92.8 106 121 138 155

115°F 52.9 58.8 66.8 76.7 88.4 102 116 132 149

•	* Weight is for standard unit without options

•	Receiver holding charge is based on 90% full at 90°F
•	Refrigerant charge is for condenser only and is based on 30% liquid, 70% vapour for summer operation and 70% liquid, 

30% vapour for winter operation

•	Standard capacities are based on 65°F return gas

•	* Weight is for standard unit without options

•	Receiver holding charge is based on 90% full at 90°F
•	Refrigerant charge is for condenser only and is based on 30% liquid, 70% vapour for summer operation and 70% liquid, 

30% vapour for winter operation

•	Standard capacities are based on 65°F return gas
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COMPRESSOR 

MODEL

A
M

B
IE

N
T

T
E

M
P.

CAPACITY (MBH)
LINE SIZE

RECEIVER  

CHARGE (LB.)

REFRIGERANT 

CHARGE (LB.)

SHIPPING 

WEIGHT  

(LB)*SATURATED SUCTION TEMPERATURE (°F)

-40°F -35°F -30°F -25°F -20°F -15°F -10°F -5°F 0°F SUCT. LIQ. STD. OPT. SUMMER WINTER OMZ

075-1LA

ZF34K5E

90°F 18.4 21.8 25.5 29.4 33.7 38.4 43.5 49.0 55.0

1 3/8  5/8 67 89 6.5 16.3 1255

95°F 17.8 21.0 24.5 28.4 32.5 37.1 42.0 47.3 53.1

100°F 17.1 20.2 23.6 27.3 31.3 35.6 40.4 45.5 51.1

105°F 16.5 19.5 22.7 26.2 30.0 34.2 38.7 43.6 49.0

110°F 15.9 18.7 21.8 25.1 28.7 32.7 37.0 41.7 46.8

090-1LA

ZF41K5E

90°F 23.5 27.7 32.1 36.8 41.9 47.5 53.6 60.2 67.4

1 5/8  5/8 67 89 6.5 16.3 1255

95°F 22.7 26.7 30.9 35.5 40.4 45.8 51.7 58.0 65.0

100°F 21.9 25.7 29.8 34.2 38.9 44.1 49.7 55.8 62.5

105°F 21.1 24.8 28.7 32.8 37.3 42.3 47.6 53.5 59.8

110°F 20.3 23.8 27.5 31.4 35.7 40.4 45.5 51.1 57.1

100-1LA

ZF49K5E

90°F 28.4 33.0 38.2 44.0 50.3 57.3 64.8 73.0 81.8

1 5/8  5/8 67 89 9.8 24.5 1355

95°F 27.4 31.8 36.8 42.4 48.5 55.2 62.5 70.4 78.9

100°F 26.4 30.6 35.4 40.7 46.6 53.1 60.1 67.7 75.9

105°F 25.4 29.4 34.0 39.1 44.7 50.9 57.6 64.9 72.8

110°F 24.5 28.3 32.5 37.3 42.7 48.6 55.0 62.0 69.6

COMPRESSOR 

MODEL

A
M

B
IE

N
T

T
E

M
P.

CAPACITY (MBH)
LINE SIZE

RECEIVER  

CHARGE (LB.)

REFRIGERANT 

CHARGE (LB.)

SHIPPING 

WEIGHT  

(LB)*SATURATED SUCTION TEMPERATURE (°F)

-40°F -35°F -30°F -25°F -20°F -15°F -10°F -5°F 0°F SUCT. LIQ. STD. OPT. SUMMER WINTER OMZ

152-1LA

(2) ZF34K5E

90°F 41.8 49.1 57.0 65.5 74.7 84.7 95.5 107 120

(2) 1 3/8 (2)  5/8 (2) 67 (2) 89 13.1 32.7 2110

95°F 40.6 47.7 55.3 63.5 72.4 82.1 92.5 104 116

100°F 39.5 46.2 53.6 61.5 70.0 79.3 89.4 100 112

105°F 38.3 44.8 51.8 59.4 67.6 76.5 86.2 96.6 108

110°F 37.2 43.4 50.1 57.3 65.1 73.6 82.8 92.8 104

182-1LA

(2) ZF41K5E

90°F 52.5 61.3 70.7 80.9 91.9 104 117 130 145

(2) 1 5/8 (2)  5/8 (2) 67 (2) 89 13.1 32.7 2110

95°F 51.1 59.6 68.7 78.5 89.1 101 113 126 140

100°F 49.6 57.8 66.6 76.1 86.2 97.2 109 122 135

105°F 48.2 56.1 64.5 73.5 83.3 93.8 105 117 130

110°F 46.8 54.3 62.3 70.9 80.2 90.2 101 113 125

202-1LA

(2) ZF49K5E

90°F 63.3 73.4 84.6 96.9 110 125 141 158 177

(2) 1 5/8 (2)  5/8 (2) 67 (2) 89 19.6 48.9 2237

95°F 61.5 71.2 82.0 93.9 107 121 136 153 171

100°F 59.8 69.1 79.4 90.8 103 117 132 148 165

105°F 58.1 67.0 76.8 87.7 100 113 127 142 159

110°F 56.5 64.8 74.1 84.5 95.8 108 122 137 152

Capacity Table LOW TEMPERATURE R-448A - OMZ (075 TO 100) SINGLE COMPRESSOR

Capacity Table LOW TEMPERATURE R-448A - OMZ (152 TO 202) DUAL COMPRESSOR

AWEF 
REGISTERED

•	* Weight is for standard unit without options

•	Receiver holding charge is based on 90% full at 90°F
•	Refrigerant charge is for condenser only and is based on 30% liquid, 70% vapour for summer operation and 70% liquid, 

30% vapour for winter operation

•	Standard capacities are based on 65°F return gas
•	AWEF capacities are based on 25°F gas superheat for low and extended temperature applications and on 41°F return gas  

for medium temperature applications

•	* Weight is for standard unit without options

•	Receiver holding charge is based on 90% full at 90°F
•	Refrigerant charge is for condenser only and is based on 30% liquid, 70% vapour for summer operation and 70% liquid, 

30% vapour for winter operation

•	Standard capacities are based on 65°F return gas
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Capacity Table
LOW TEMPERATURE R-448A
OMZ (075 TO 100) SINGLE COMPRESSOR WITH ZIEHL-ABEGG MOTOR(S)

Capacity Table
LOW TEMPERATURE R-448A
OMZ (152 TO 202) DUAL COMPRESSOR WITH ZIEHL-ABEGG MOTOR(S)

COMPRESSOR 

MODEL

A
M

B
IE

N
T

T
E

M
P.

CAPACITY (MBH)
LINE SIZE

RECEIVER  

CHARGE (LB.)

REFRIGERANT 

CHARGE (LB.)

SHIPPING 

WEIGHT  

(LB)*SATURATED SUCTION TEMPERATURE (°F)

-40°F -35°F -30°F -25°F -20°F -15°F -10°F -5°F 0°F SUCT. LIQ. STD. OPT. SUMMER WINTER OMZ

075-1LA

ZF34K5E

90°F 19.6 23.2 27.1 31.3 35.9 40.9 46.4 52.3 58.7

1 3/8  5/8 67 89 6.5 16.3 1262

95°F 18.9 22.4 26.1 30.2 34.7 39.5 44.8 50.5 56.7

100°F 18.2 21.5 25.2 29.1 33.4 38.1 43.1 48.7 54.7

105°F 17.6 20.7 24.2 28.0 32.1 36.6 41.4 46.8 52.5

110°F 16.9 19.9 23.2 26.8 30.7 35.0 39.7 44.8 50.3

115°F 16.3 19.2 22.2 25.6 29.3 33.4 37.9 42.7 48.0

090-1LA

ZF41K5E

90°F 24.8 29.2 33.8 38.8 44.3 50.2 56.7 63.7 71.4

1 5/8  5/8 67 89 6.5 16.3 1262

95°F 24.0 28.2 32.7 37.5 42.8 48.5 54.7 61.5 69.0

100°F 23.1 27.2 31.5 36.2 41.2 46.7 52.7 59.3 66.4

105°F 22.3 26.2 30.3 34.8 39.6 44.9 50.6 56.9 63.8

110°F 21.5 25.1 29.1 33.3 37.9 43.0 48.4 54.5 61.1

115°F 20.6 24.1 27.8 31.8 36.2 41.0 46.2 51.9 58.2

100-1LA

ZF49K5E

90°F 29.9 34.8 40.4 46.5 53.2 60.6 68.7 77.4 86.8

1 5/8  5/8 67 89 9.8 24.5 1362

95°F 28.9 33.6 38.9 44.8 51.4 58.5 66.3 74.8 83.9

100°F 27.9 32.4 37.5 43.1 49.4 56.3 63.8 72.0 80.8

105°F 26.9 31.1 36.0 41.4 47.4 54.1 61.3 69.2 77.7

110°F 25.9 29.9 34.5 39.7 45.4 51.7 58.7 66.3 74.4

115°F 24.9 28.7 33.0 37.9 43.3 49.4 56.0 63.2 71.1

COMPRESSOR 

MODEL

A
M

B
IE

N
T

T
E

M
P.

CAPACITY (MBH)
LINE SIZE

RECEIVER  

CHARGE (LB.)

REFRIGERANT 

CHARGE (LB.)

SHIPPING 

WEIGHT  

(LB)*SATURATED SUCTION TEMPERATURE (°F)

-40°F -35°F -30°F -25°F -20°F -15°F -10°F -5°F 0°F SUCT. LIQ. STD. OPT. SUMMER WINTER OMZ

152-1LA

(2) ZF34K5E

90°F 41.9 49.2 57.1 65.7 74.9 85.0 95.9 108 121

(2) 1 3/8 (2)  5/8 (2) 67 (2) 89 13.1 32.7 2123

95°F 40.7 47.8 55.4 63.7 72.7 82.4 93.0 104 117

100°F 39.5 46.3 53.7 61.7 70.4 79.8 90.0 101 113

105°F 38.4 44.9 52.0 59.7 68.0 77.0 86.8 97.5 109

110°F 37.3 43.5 50.3 57.6 65.5 74.2 83.6 93.8 105

115°F 36.3 42.1 48.5 55.4 63.0 71.2 80.2 89.9 100

182-1LA

(2) ZF41K5E

90°F 52.6 61.4 70.9 81.2 92.3 104 117 131 146

(2) 1 5/8 (2)  5/8 (2) 67 (2) 89 13.1 32.7 2123

95°F 51.2 59.7 68.9 78.8 89.6 101 114 127 142

100°F 49.7 58.0 66.9 76.4 86.7 97.9 110 123 137

105°F 48.3 56.2 64.8 73.9 83.8 94.5 106 119 132

110°F 46.9 54.5 62.6 71.4 80.9 91.1 102 114 127

115°F 45.5 52.7 60.5 68.8 77.8 87.5 98.0 109 122

202-1LA

(2) ZF49K5E

90°F 63.4 73.6 84.8 97.3 111 126 142 159 178

(2) 1 5/8 (2)  5/8 (2) 67 (2) 89 19.6 48.9 2250

95°F 61.7 71.5 82.3 94.3 108 122 138 155 173

100°F 60.0 69.3 79.8 91.3 104 118 133 149 167

105°F 58.3 67.2 77.2 88.3 100 114 128 144 161

110°F 56.6 65.1 74.6 85.1 96.7 110 123 139 155

115°F 55.0 63.0 71.9 81.9 93.0 105 118 133 149

•	* Weight is for standard unit without options

•	Receiver holding charge is based on 90% full at 90°F
•	Refrigerant charge is for condenser only and is based on 30% liquid, 70% vapour for summer operation and 70% liquid, 

30% vapour for winter operation

•	Standard capacities are based on 65°F return gas

•	* Weight is for standard unit without options

•	Receiver holding charge is based on 90% full at 90°F
•	Refrigerant charge is for condenser only and is based on 30% liquid, 70% vapour for summer operation and 70% liquid, 

30% vapour for winter operation

•	Standard capacities are based on 65°F return gas
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Electrical Table HIGH TEMPERATURE R-410A - OMZ (080 TO 220) SINGLE COMPRESSOR

MODEL VOLTAGE
COMPRESSOR CONDENSER FAN MOTOR

MCA MOP
MODEL QTY RLA LRA QTY HP FLA

080-1H1-5 208-240/3/60 ZP76KCE-TF5 1 25 164 2  1/2 HP 4 38.18 60

080-1H1-8 600/3/60 ZP76KCE-TFE 1 9.6 78 2  1/2 HP 1.3 14.25 20

080-1H1-9 480/3/60 ZP76KCE-TFD 1 12.8 100 2  1/2 HP 1.7 18.94 30

090-1H1-5 208-240/3/60 ZP83KCE-TF5 1 25 164 2  1/2 HP 4 38.18 60

090-1H1-8 600/3/60 ZP83KCE-TFE 1 9 78 2  1/2 HP 1.3 13.5 20

090-1H1-9 480/3/60 ZP83KCE-TFD 1 12.2 100 2  1/2 HP 1.7 18.19 30

095-1H1-5 208-240/3/60 ZP91KCE-TF5 1 27.6 191 2  1/2 HP 4 41.43 60

095-1H1-8 600/3/60 ZP91KCE-TFE 1 9.6 78 2  1/2 HP 1.3 14.25 20

095-1H1-9 480/3/60 ZP91KCE-TFD 1 12.8 100 2  1/2 HP 1.7 18.94 30

110-1H1-5 208-240/3/60 ZP104KCE-TF5 1 28.2 240 2  1/2 HP 4 42.18 70

110-1H1-8 600/3/60 ZP104KCE-TFE 1 11.3 93.7 2  1/2 HP 1.3 16.38 25

110-1H1-9 480/3/60 ZP104KCE-TFD 1 14.7 130 2  1/2 HP 1.7 21.32 35

140-1H1-5 208-240/3/60 ZP122KCE-TF5 1 34 240 2  1/2 HP 4 49.43 80

140-1H1-8 600/3/60 ZP122KCE-TFE 1 12.9 107.6 2  1/2 HP 1.3 18.38 30

140-1H1-9 480/3/60 ZP122KCE-TFD 1 16 140 2  1/2 HP 1.7 22.94 35

200-1H1-5 208-240/3/60 ZP137KCE-TF5 1 48.1 245 3  1/2 HP 4 67.06 110

200-1H1-8 600/3/60 ZP137KCE-TFE 1 14.7 100 3  1/2 HP 1.3 20.63 35

200-1H1-9 480/3/60 ZP137KCE-TFD 1 18.6 125 3  1/2 HP 1.7 26.19 40

220-1H1-5 208-240/3/60 ZP154KCE-TE5 1 51.3 300 3  1/2 HP 4 71.06 110

220-1H1-8 600/3/60 ZP154KCE-TEE 1 19.9 109 3  1/2 HP 1.3 27.13 45

220-1H1-9 480/3/60 ZP154KCE-TED 1 23.1 150 3  1/2 HP 1.7 31.82 50

DIGITAL COMPRESSOR

090-1H1-5D 208-240/3/60 ZPD83KCE-TF5 1 24 186.6 2  1/2 HP 4 36.93 60

090-1H1-8D 600/3/60 ZPD83KCE-TFE 1 9.9 78 2  1/2 HP 1.3 14.63 20

090-1H1-9D 480/3/60 ZPD83KCE-TFD 1 12.6 100 2  1/2 HP 1.7 18.69 30

095-1H1-5D 208-240/3/60 ZPD91KCE-TF5 1 27.6 191 2  1/2 HP 4 41.43 60

095-1H1-8D 600/3/60 ZPD91KCE-TFE 1 9.6 78 2  1/2 HP 1.3 14.25 20

095-1H1-9D 480/3/60 ZPD91KCE-TFD 1 12.8 100 2  1/2 HP 1.7 18.94 30

110-1H1-5D 208-240/3/60 ZPD104KCE-TF5 1 28.2 240 2  1/2 HP 4 42.18 70

110-1H1-8D 600/3/60 ZPD104KCE-TFE 1 11.3 93.7 2  1/2 HP 1.3 16.38 25

110-1H1-9D 480/3/60 ZPD104KCE-TFD 1 14.7 130 2  1/2 HP 1.7 21.32 35

140-1H1-5D 208-240/3/60 ZPD122KCE-TF5 1 34 240 2  1/2 HP 4 49.43 80

140-1H1-8D 600/3/60 ZPD122KCE-TFE 1 12.9 107.6 2  1/2 HP 1.3 18.38 30

140-1H1-9D 480/3/60 ZPD122KCE-TFD 1 16 140 2  1/2 HP 1.7 22.94 35

200-1H1-5D 208-240/3/60 ZPD137KCE-TF5 1 48.1 245 3  1/2 HP 4 67.06 110

200-1H1-8D 600/3/60 ZPD137KCE-TFE 1 14.7 100 3  1/2 HP 1.3 20.63 35

200-1H1-9D 480/3/60 ZPD137KCE-TFD 1 18.6 125 3  1/2 HP 1.7 26.19 40

220-1H1-5D 208-240/3/60 ZPD154KCE-TE5 1 51.3 300 3  1/2 HP 4 71.06 110

220-1H1-8D 600/3/60 ZPD154KCE-TEE 1 19.9 109 3  1/2 HP 1.3 27.13 45

220-1H1-9D 480/3/60 ZPD154KCE-TED 1 23.1 150 3  1/2 HP 1.7 31.82 50

•	MCA: Minimum Circuit Ampacity
•	MOP: Maximum Over-current Protection
•	AWEF: Annual Walk-In Energy Factor
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Electrical Table HIGH TEMPERATURE R-410A - OMZ (162 TO 442) DUAL COMPRESSOR

MODEL VOLTAGE
COMPRESSOR CONDENSER FAN MOTOR

MCA MOP
MODEL QTY RLA LRA QTY HP FLA

162-1H1-5 208-240/3/60 ZP76KCE-TF5 2 25 164 4  1/2 HP 4 70.11 90

162-1H1-8 600/3/60 ZP76KCE-TFE 2 9.6 78 4  1/2 HP 1.3 26.1 35

162-1H1-9 480/3/60 ZP76KCE-TFD 2 12.8 100 4  1/2 HP 1.7 34.69 45

182-1H1-5 208-240/3/60 ZP83KCE-TF5 2 25 164 4  1/2 HP 4 70.11 90

182-1H1-8 600/3/60 ZP83KCE-TFE 2 9 78 4  1/2 HP 1.3 24.75 30

182-1H1-9 480/3/60 ZP83KCE-TFD 2 12.2 100 4  1/2 HP 1.7 33.34 45

192-1H1-5 208-240/3/60 ZP91KCE-TF5 2 27.6 191 4  1/2 HP 4 75.96 100

192-1H1-8 600/3/60 ZP91KCE-TFE 2 9.6 78 4  1/2 HP 1.3 26.1 35

192-1H1-9 480/3/60 ZP91KCE-TFD 2 12.8 100 4  1/2 HP 1.7 34.69 45

222-1H1-5 208-240/3/60 ZP104KCE-TF5 2 28.2 240 4  1/2 HP 4 77.31 100

222-1H1-8 600/3/60 ZP104KCE-TFE 2 11.3 93.7 4  1/2 HP 1.3 29.93 40

222-1H1-9 480/3/60 ZP104KCE-TFD 2 14.7 130 4  1/2 HP 1.7 38.97 50

282-1H1-5 208-240/3/60 ZP122KCE-TF5 2 34 240 4  1/2 HP 4 90.36 110

282-1H1-8 600/3/60 ZP122KCE-TFE 2 12.9 107.6 4  1/2 HP 1.3 33.53 45

282-1H1-9 480/3/60 ZP122KCE-TFD 2 16 140 4  1/2 HP 1.7 41.89 50

402-1H1-5 208-240/3/60 ZP137KCE-TF5 2 48.1 245 6  1/2 HP 4 122.09 150

402-1H1-8 600/3/60 ZP137KCE-TFE 2 14.7 100 6  1/2 HP 1.3 37.58 50

402-1H1-9 480/3/60 ZP137KCE-TFD 2 18.6 125 6  1/2 HP 1.7 47.74 60

442-1H1-5 208-240/3/60 ZP154KCE-TE5 2 51.3 300 6  1/2 HP 4 129.29 175

442-1H1-8 600/3/60 ZP154KCE-TEE 2 19.9 109 6  1/2 HP 1.3 49.28 60

442-1H1-9 480/3/60 ZP154KCE-TED 2 23.1 150 6  1/2 HP 1.7 57.87 80

•	MCA: Minimum Circuit Ampacity
•	MOP: Maximum Over-current Protection
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Electrical Table HIGH TEMPERATURE R-410A - OMZ (122 TO 442) DUAL DIGITAL COMPRESSOR

MODEL VOLTAGE
DIGITAL COMPRESSOR CONDENSER FAN MOTOR

MCA MOP
MODEL QTY RLA LRA QTY HP FLA

122-1H1-5D 208-240/3/60
ZP57K5E-TF5

1
19.2 136

4  1/2 HP 4 58.56 70
ZPD61KCE-TF5 20.4 156

182-1H1-5D 208-240/3/60
ZP83KCE-TF5

1
25 164

4  1/2 HP 4 69.11 90
ZPD83KCE-TF5 24 186.6

182-1H1-8D 600/3/60
ZP83KCE-TFE

1
9 78

4  1/2 HP 1.3 25.88 35
ZPD83KCE-TFE 9.9 78

182-1H1-9D 480/3/60
ZP83KCE-TFD

1 12.2 100 4  1/2 HP 1.7 33.84 45
ZPD83KCE-TFD

192-1H1-5D 208-240/3/60
ZP91KCE-TF5

1 27.6 191 4  1/2 HP 4 75.96 100
ZPD91KCE-TF5

192-1H1-8D 600/3/60
ZP91KCE-TFE

1 9.6 78 4  1/2 HP 1.3 26.1 35
ZPD91KCE-TFE

192-1H1-9D 480/3/60
ZP91KCE-TFD

1 12.8 100 4  1/2 HP 1.7 34.69 45
ZPD91KCE-TFD

222-1H1-5D 208-240/3/60
ZP104KCE-TF5

1 28.2 240 4  1/2 HP 4 77.31 100
ZPD104KCE-TF5

222-1H1-8D 600/3/60
ZP104KCE-TFE

1 11.3 93.7 4  1/2 HP 1.3 29.93 40
ZPD104KCE-TFE

222-1H1-9D 480/3/60
ZP104KCE-TFD

1 14.7 130 4  1/2 HP 1.7 38.97 50
ZPD104KCE-TFD

282-1H1-5D 208-240/3/60
ZP122KCE-TF5

1 34 240 4  1/2 HP 4 90.36 110
ZPD122KCE-TF5

282-1H1-8D 600/3/60
ZP122KCE-TFE

1 12.9 107.6 4  1/2 HP 1.3 33.53 45
ZPD122KCE-TFE

282-1H1-9D 480/3/60
ZP122KCE-TFD

1 16 140 4  1/2 HP 1.7 41.89 50
ZPD122KCE-TFD

402-1H1-5D 208-240/3/60
ZP137KCE-TF5

1 48.1 245 6  1/2 HP 4 122.09 150
ZPD137KCE-TF5

402-1H1-8D 600/3/60
ZP137KCE-TFE

1 14.7 100 6  1/2 HP 1.3 37.58 50
ZPD137KCE-TFE

402-1H1-9D 480/3/60
ZP137KCE-TFD

1 18.6 125 6  1/2 HP 1.7 47.74 60
ZPD137KCE-TFD

442-1H1-5D 208-240/3/60
ZP154KCE-TE5

1 51.3 300 6  1/2 HP 4 129.29 175
ZPD154KCE-TE5

442-1H1-8D 600/3/60
ZP154KCE-TEE

1 19.9 109 6  1/2 HP 1.3 49.28 60
ZPD154KCE-TEE

442-1H1-9D 480/3/60
ZP154KCE-TED

1 23.1 150 6  1/2 HP 1.7 57.87 80
ZPD154KCE-TED

•	MCA: Minimum Circuit Ampacity
•	MOP: Maximum Over-current Protection
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Electrical Table
HIGH TEMPERATURE R-410A
OMZ (080 TO 220) SINGLE COMPRESSOR WITH ZIEHL-ABEGG MOTOR(S)

MODEL VOLTAGE
COMPRESSOR CONDENSER FAN MOTOR

MCA MOP
MODEL QTY RLA LRA QTY HP FLA

080-1H1-5Z 208-240/3/60 ZP76KCE-TF5 1 25 164 2  9/10 HP 4 39.25 60

080-1H1-8Z 600/3/60 ZP76KCE-TFE 1 9.6 78 2  22/25 HP 1.5 15 20

080-1H1-9Z 480/3/60 ZP76KCE-TFD 1 12.8 100 2  22/25 HP 1.9 19.8 30

090-1H1-5Z 208-240/3/60 ZP83KCE-TF5 1 25 164 2  9/10 HP 4 39.25 60

090-1H1-8Z 600/3/60 ZP83KCE-TFE 1 9 78 2  22/25 HP 1.5 14.25 20

090-1H1-9Z 480/3/60 ZP83KCE-TFD 1 12.2 100 2  22/25 HP 1.9 19.05 30

095-1H1-5Z 208-240/3/60 ZP91KCE-TF5 1 27.6 191 2  9/10 HP 4 42.5 70

095-1H1-8Z 600/3/60 ZP91KCE-TFE 1 9.6 78 2  22/25 HP 1.5 15 20

095-1H1-9Z 480/3/60 ZP91KCE-TFD 1 12.8 100 2  22/25 HP 1.9 19.8 30

110-1H1-5Z 208-240/3/60 ZP104KCE-TF5 1 28.2 240 2  9/10 HP 4 43.25 70

110-1H1-8Z 600/3/60 ZP104KCE-TFE 1 11.3 93.7 2  22/25 HP 1.5 17.13 25

110-1H1-9Z 480/3/60 ZP104KCE-TFD 1 14.7 130 2  22/25 HP 1.9 22.18 35

140-1H1-5Z 208-240/3/60 ZP122KCE-TF5 1 34 240 2  9/10 HP 4 50.5 80

140-1H1-8Z 600/3/60 ZP122KCE-TFE 1 12.9 107.6 2  22/25 HP 1.5 19.13 30

140-1H1-9Z 480/3/60 ZP122KCE-TFD 1 16 140 2  22/25 HP 1.9 23.8 35

200-1H1-5Z 208-240/3/60 ZP137KCE-TF5 1 48.1 245 3  9/10 HP 4 72.13 110

200-1H1-8Z 600/3/60 ZP137KCE-TFE 1 14.7 100 3  22/25 HP 1.5 22.88 35

200-1H1-9Z 480/3/60 ZP137KCE-TFD 1 18.6 125 3  22/25 HP 1.9 28.95 45

220-1H1-5Z 208-240/3/60 ZP154KCE-TE5 1 51.3 300 3  9/10 HP 4 76.13 125

220-1H1-8Z 600/3/60 ZP154KCE-TEE 1 19.9 109 3  22/25 HP 1.5 29.38 45

220-1H1-9Z 480/3/60 ZP154KCE-TED 1 23.1 150 3  22/25 HP 1.9 34.58 50

DIGITAL COMPRESSOR

090-1H1-5DZ 208-240/3/60 ZPD83KCE-TF5 1 24 186.6 2  9/10 HP 4 38 60

090-1H1-8DZ 600/3/60 ZPD83KCE-TFE 1 9.9 78 2  22/25 HP 1.5 15.38 25

090-1H1-9DZ 480/3/60 ZPD83KCE-TFD 1 12.6 100 2  22/25 HP 1.9 19.55 30

095-1H1-5DZ 208-240/3/60 ZPD91KCE-TF5 1 27.6 191 2  9/10 HP 4 42.5 70

095-1H1-8DZ 600/3/60 ZPD91KCE-TFE 1 9.6 78 2  22/25 HP 1.5 15 20

095-1H1-9DZ 480/3/60 ZPD91KCE-TFD 1 12.8 100 2  22/25 HP 1.9 19.8 30

110-1H1-5DZ 208-240/3/60 ZPD104KCE-TF5 1 28.2 240 2  9/10 HP 4 43.25 70

110-1H1-8DZ 600/3/60 ZPD104KCE-TFE 1 11.3 93.7 2  22/25 HP 1.5 17.13 25

110-1H1-9DZ 480/3/60 ZPD104KCE-TFD 1 14.7 130 2  22/25 HP 1.9 22.18 35

140-1H1-5DZ 208-240/3/60 ZPD122KCE-TF5 1 34 240 2  9/10 HP 4 50.5 80

140-1H1-8DZ 600/3/60 ZPD122KCE-TFE 1 12.9 107.6 2  22/25 HP 1.5 19.13 30

140-1H1-9DZ 480/3/60 ZPD122KCE-TFD 1 16 140 2  22/25 HP 1.9 23.8 35

200-1H1-5DZ 208-240/3/60 ZPD137KCE-TF5 1 48.1 245 3  9/10 HP 4 72.13 110

200-1H1-8DZ 600/3/60 ZPD137KCE-TFE 1 14.7 100 3  22/25 HP 1.5 22.88 35

200-1H1-9DZ 480/3/60 ZPD137KCE-TFD 1 18.6 125 3  22/25 HP 1.9 28.95 45

220-1H1-5DZ 208-240/3/60 ZPD154KCE-TE5 1 51.3 300 3  9/10 HP 4 76.13 125

220-1H1-8DZ 600/3/60 ZPD154KCE-TEE 1 19.9 109 3  22/25 HP 1.5 29.38 45

220-1H1-9DZ 480/3/60 ZPD154KCE-TED 1 23.1 150 3  22/25 HP 1.9 34.58 50

•	MCA: Minimum Circuit Ampacity
•	MOP: Maximum Over-current Protection
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Electrical Table
HIGH TEMPERATURE R-410A
OMZ (162 TO 442) DUAL COMPRESSOR WITH ZIEHL-ABEGG MOTOR(S)

MODEL VOLTAGE
COMPRESSOR CONDENSER FAN MOTOR

MCA MOP
MODEL QTY RLA LRA QTY HP FLA

162-1H1-5Z 208-240/3/60 ZP76KCE-TF5 2 25 164 4  9/10 HP 4 72.25 90

162-1H1-8Z 600/3/60 ZP76KCE-TFE 2 9.6 78 4  22/25 HP 1.5 27.6 35

162-1H1-9Z 480/3/60 ZP76KCE-TFD 2 12.8 100 4  22/25 HP 1.9 36.4 45

182-1H1-5Z 208-240/3/60 ZP83KCE-TF5 2 25 164 4  9/10 HP 4 72.25 90

182-1H1-8Z 600/3/60 ZP83KCE-TFE 2 9 78 4  22/25 HP 1.5 26.25 35

182-1H1-9Z 480/3/60 ZP83KCE-TFD 2 12.2 100 4  22/25 HP 1.9 35.05 45

192-1H1-5Z 208-240/3/60 ZP91KCE-TF5 2 27.6 191 4  9/10 HP 4 78.1 100

192-1H1-8Z 600/3/60 ZP91KCE-TFE 2 9.6 78 4  22/25 HP 1.5 27.6 35

192-1H1-9Z 480/3/60 ZP91KCE-TFD 2 12.8 100 4  22/25 HP 1.9 36.4 45

222-1H1-5Z 208-240/3/60 ZP104KCE-TF5 2 28.2 240 4  9/10 HP 4 79.45 100

222-1H1-8Z 600/3/60 ZP104KCE-TFE 2 11.3 93.7 4  22/25 HP 1.5 31.43 40

222-1H1-9Z 480/3/60 ZP104KCE-TFD 2 14.7 130 4  22/25 HP 1.9 40.68 50

282-1H1-5Z 208-240/3/60 ZP122KCE-TF5 2 34 240 4  9/10 HP 4 92.5 125

282-1H1-8Z 600/3/60 ZP122KCE-TFE 2 12.9 107.6 4  22/25 HP 1.5 35.03 45

282-1H1-9Z 480/3/60 ZP122KCE-TFD 2 16 140 4  22/25 HP 1.9 43.6 50

402-1H1-5Z 208-240/3/60 ZP137KCE-TF5 2 48.1 245 6  9/10 HP 4 132.23 175

402-1H1-8Z 600/3/60 ZP137KCE-TFE 2 14.7 100 6  22/25 HP 1.5 42.08 50

402-1H1-9Z 480/3/60 ZP137KCE-TFD 2 18.6 125 6  22/25 HP 1.9 53.25 70

442-1H1-5Z 208-240/3/60 ZP154KCE-TE5 2 51.3 300 6  9/10 HP 4 139.43 175

442-1H1-8Z 600/3/60 ZP154KCE-TEE 2 19.9 109 6  22/25 HP 1.5 53.78 70

442-1H1-9Z 480/3/60 ZP154KCE-TED 2 23.1 150 6  22/25 HP 1.9 63.38 80

•	MCA: Minimum Circuit Ampacity
•	MOP: Maximum Over-current Protection
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MODEL VOLTAGE
DIGITAL COMPRESSOR CONDENSER FAN MOTOR

MCA MOP
MODEL QTY RLA LRA QTY HP FLA

182-1H1-5DZ 208-240/3/60
ZP83KCE-TF5

1
25 164

4  9/10 HP 4 71.25 90
ZPD83KCE-TF5 24 186.6

182-1H1-8DZ 600/3/60
ZP83KCE-TFE

1
9 78

4  22/25 HP 1.5 27.38 35
ZPD83KCE-TFE 9.9 78

182-1H1-9DZ 480/3/60
ZP83KCE-TFD

1
12.2 100

4  22/25 HP 1.9 35.55 45
ZPD83KCE-TFD 12.6 100

192-1H1-5DZ 208-240/3/60
ZP91KCE-TF5

1 27.6 191 4  9/10 HP 4 78.1 100
ZPD91KCE-TF5

192-1H1-8DZ 600/3/60
ZP91KCE-TFE

1 9.6 78 4  22/25 HP 1.5 27.6 35
ZPD91KCE-TFE

192-1H1-9DZ 480/3/60
ZP91KCE-TFD

1 12.8 100 4  22/25 HP 1.9 36.4 45
ZPD91KCE-TFD

222-1H1-5DZ 208-240/3/60
ZP104KCE-TF5

1 28.2 240 4  9/10 HP 4 79.45 100
ZPD104KCE-TF5

222-1H1-8DZ 600/3/60
ZP104KCE-TFE

1 11.3 93.7 4  22/25 HP 1.5 31.43 40
ZPD104KCE-TFE

222-1H1-9DZ 480/3/60
ZP104KCE-TFD

1 14.7 130 4  22/25 HP 1.9 40.68 50
ZPD104KCE-TFD

282-1H1-5DZ 208-240/3/60
ZP122KCE-TF5

1 34 240 4  9/10 HP 4 92.5 125
ZPD122KCE-TF5

282-1H1-8DZ 600/3/60
ZP122KCE-TFE

1 12.9 107.6 4  22/25 HP 1.5 35.03 45
ZPD122KCE-TFE

282-1H1-9DZ 480/3/60
ZP122KCE-TFD

1 16 140 4  22/25 HP 1.9 43.6 50
ZPD122KCE-TFD

402-1H1-5DZ 208-240/3/60
ZP137KCE-TF5

1 48.1 245 6  9/10 HP 4 132.23 175
ZPD137KCE-TF5

402-1H1-8DZ 600/3/60
ZP137KCE-TFE

1 14.7 100 6  22/25 HP 1.5 42.08 50
ZPD137KCE-TFE

402-1H1-9DZ 480/3/60
ZP137KCE-TFD

1 18.6 125 6  22/25 HP 1.9 53.25 70
ZPD137KCE-TFD

442-1H1-5DZ 208-240/3/60
ZP154KCE-TE5

1 51.3 300 6  9/10 HP 4 139.43 175
ZPD154KCE-TE5

442-1H1-8DZ 600/3/60
ZP154KCE-TEE

1 19.9 109 6  22/25 HP 1.5 53.78 70
ZPD154KCE-TEE

442-1H1-9DZ 480/3/60
ZP154KCE-TED

1 23.1 150 6  22/25 HP 1.9 63.38 80
ZPD154KCE-TED

•	MCA: Minimum Circuit Ampacity
•	MOP: Maximum Over-current Protection

Electrical Table
HIGH TEMPERATURE R-410A
OMZ (182 TO 442) DUAL DIGITAL COMPRESSOR WITH ZIEHL-ABEGG MOTOR(S)
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Electrical Table HIGH TEMPERATURE R-410A - ONZ (250 TO 500) SINGLE COMPRESSOR

Electrical Table HIGH TEMPERATURE R-410A - ONZ (502 TO 802) DUAL COMPRESSOR

MODEL VOLTAGE
COMPRESSOR CONDENSER FAN MOTOR

MCA MOP
MODEL QTY RLA LRA QTY HP FLA

250-1H1-5 208-240/3/60 ZP182KCE-TE5 1 55.8 340 2 2 HP 7.2 84.15 125

250-1H1-8 600/3/60 ZP182KCE-TEE 1 23.7 132 2 2 HP 2.7 35.03 50

250-1H1-9 480/3/60 ZP182KCE-TED 1 26.39 173 2 2 HP 3.4 39.79 60

300-1H1-5 208-240/3/60 ZP236KCE-TE5 1 72.4 538 2 2 HP 7.2 104.9 175

300-1H1-8 600/3/60 ZP236KCE-TEE 1 25.8 180 2 2 HP 2.7 37.65 60

300-1H1-9 480/3/60 ZP236KCE-TED 1 30.8 229 2 2 HP 3.4 45.3 70

400-1H1-5 208-240/3/60 ZP296KCE-TE5 1 85.3 605 3 2 HP 7.2 128.23 200

400-1H1-8 600/3/60 ZP296KCE-TEE 1 34.6 250 3 2 HP 2.7 51.35 80

400-1H1-9 480/3/60 ZP296KCE-TED 1 37.8 320 3 2 HP 3.4 57.45 90

500-1H1-5 208-240/3/60 ZP385KCE-TE5 1 109.6 599 3 2 HP 7.2 158.6 250

500-1H1-8 600/3/60 ZP385KCE-TEE 1 49.4 239 3 2 HP 2.7 69.85 110

500-1H1-9 480/3/60 ZP385KCE-TED 1 54.5 310 3 2 HP 3.4 78.33 125

DIGITAL COMPRESSOR

250-1H1-5D 208-240/3/60 ZPD182KCE-TE5 1 55.8 340 2 2 HP 7.2 84.15 125

250-1H1-8D 600/3/60 ZPD182KCE-TEE 1 23.7 132 2 2 HP 2.7 35.03 50

250-1H1-9D 480/3/60 ZPD182KCE-TED 1 26.39 173 2 2 HP 3.4 39.79 60

MODEL VOLTAGE
COMPRESSOR CONDENSER FAN MOTOR

MCA MOP
MODEL QTY RLA LRA QTY HP FLA

502-1H1-5 208-240/3/60 ZP182KCE-TE5 2 55.8 340 4 2 HP 7.2 154.35 200

502-1H1-8 600/3/60 ZP182KCE-TEE 2 23.7 132 4 2 HP 2.7 64.13 80

502-1H1-9 480/3/60 ZP182KCE-TED 2 26.39 173 4 2 HP 3.4 72.98 90

602-1H1-5 208-240/3/60 ZP236KCE-TE5 2 72.4 538 4 2 HP 7.2 191.7 250

602-1H1-8 600/3/60 ZP236KCE-TEE 2 25.8 180 4 2 HP 2.7 68.85 90

602-1H1-9 480/3/60 ZP236KCE-TED 2 30.8 229 4 2 HP 3.4 82.9 110

802-1H1-5 208-240/3/60 ZP296KCE-TE5 2 85.3 605 6 2 HP 7.2 235.13 300

802-1H1-8 600/3/60 ZP296KCE-TEE 2 34.6 250 6 2 HP 2.7 94.05 125

802-1H1-9 480/3/60 ZP296KCE-TED 2 37.8 320 6 2 HP 3.4 105.45 125

DIGITAL COMPRESSOR

502-1H1-5D 208-240/3/60
ZP182KCE-TE5

1 55.8 340 4 2 HP 7.2 154.35 200
ZPD182KCE-TE5

502-1H1-8D 600/3/60
ZP182KCE-TEE

1 23.7 132 4 2 HP 2.7 64.13 80
ZPD182KCE-TEE

502-1H1-9D 480/3/60
ZP182KCE-TED

1 26.39 173 4 2 HP 3.4 72.98 90
ZPD182KCE-TED

•	MCA: Minimum Circuit Ampacity
•	MOP: Maximum Over-current Protection

•	MCA: Minimum Circuit Ampacity
•	MOP: Maximum Over-current Protection
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Electrical Table
HIGH TEMPERATURE R-410A
ONZ (250 TO 500) SINGLE COMPRESSOR WITH ZIEHL-ABEGG MOTOR(S)

MODEL VOLTAGE
COMPRESSOR CONDENSER FAN MOTOR

MCA MOP
MODEL QTY RLA LRA QTY HP FLA

250-1H1-5Y 208-240/3/60 ZP182KCE-TE5 1 55.8 340 2 2 3/5 HP 9.2 88.15 125

250-1H1-8Y 600/3/60 ZP182KCE-TEE 1 23.7 132 2 2 3/5 HP 3.4 36.43 60

250-1H1-9Y 480/3/60 ZP182KCE-TED 1 26.39 173 2 2 3/5 HP 4.4 41.79 60

300-1H1-5Y 208-240/3/60 ZP236KCE-TE5 1 72.4 538 2 2 3/5 HP 9.2 108.9 175

300-1H1-8Y 600/3/60 ZP236KCE-TEE 1 25.8 180 2 2 3/5 HP 3.4 39.05 60

300-1H1-9Y 480/3/60 ZP236KCE-TED 1 30.8 229 2 2 3/5 HP 4.4 47.3 70

400-1H1-5Y 208-240/3/60 ZP296KCE-TE5 1 85.3 605 3 2 3/5 HP 9.2 134.23 200

400-1H1-8Y 600/3/60 ZP296KCE-TEE 1 34.6 250 3 2 3/5 HP 3.4 53.45 80

400-1H1-9Y 480/3/60 ZP296KCE-TED 1 37.8 320 3 2 3/5 HP 4.4 60.45 90

500-1H1-5Y 208-240/3/60 ZP385KCE-TE5 1 109.6 599 3 2 3/5 HP 9.2 164.6 250

500-1H1-8Y 600/3/60 ZP385KCE-TEE 1 49.4 239 3 2 3/5 HP 3.4 71.95 110

500-1H1-9Y 480/3/60 ZP385KCE-TED 1 54.5 310 3 2 3/5 HP 4.4 81.33 125

DIGITAL COMPRESSOR

250-1H1-5DY 208-240/3/60 ZPD182KCE-TE5 1 55.8 340 2 2 3/5 HP 9.2 88.15 125

250-1H1-8DY 600/3/60 ZPD182KCE-TEE 1 23.7 132 2 2 3/5 HP 3.4 36.43 60

250-1H1-9DY 480/3/60 ZPD182KCE-TED 1 26.39 173 2 2 3/5 HP 4.4 41.79 60

•	MCA: Minimum Circuit Ampacity
•	MOP: Maximum Over-current Protection
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Electrical Table
HIGH TEMPERATURE R-410A
ONZ (502 TO 802) DUAL COMPRESSOR WITH ZIEHL-ABEGG MOTOR(S)

MODEL VOLTAGE
COMPRESSOR CONDENSER FAN MOTOR

MCA MOP
MODEL QTY RLA LRA QTY HP FLA

502-1H1-5Y 208-240/3/60 ZP182KCE-TE5 2 55.8 340 4 2 3/5 HP 9.2 162.35 200

502-1H1-8Y 600/3/60 ZP182KCE-TEE 2 23.7 132 4 2 3/5 HP 3.4 66.93 90

502-1H1-9Y 480/3/60 ZP182KCE-TED 2 26.39 173 4 2 3/5 HP 4.4 76.98 100

602-1H1-5Y 208-240/3/60 ZP236KCE-TE5 2 72.4 538 4 2 3/5 HP 9.2 199.7 250

602-1H1-8Y 600/3/60 ZP236KCE-TEE 2 25.8 180 4 2 3/5 HP 3.4 71.65 90

602-1H1-9Y 480/3/60 ZP236KCE-TED 2 30.8 229 4 2 3/5 HP 4.4 86.9 110

802-1H1-5Y 208-240/3/60 ZP296KCE-TE5 2 85.3 605 6 2 3/5 HP 9.2 247.13 300

802-1H1-8Y 600/3/60 ZP296KCE-TEE 2 34.6 250 6 2 3/5 HP 3.4 98.25 125

802-1H1-9Y 480/3/60 ZP296KCE-TED 2 37.8 320 6 2 3/5 HP 4.4 111.45 125

DIGITAL COMPRESSOR

502-1H1-5DY 208-240/3/60
ZP182KCE-TE5

1 55.8 340 4 2 3/5 HP 9.2 162.35 200
ZPD182KCE-TE5

502-1H1-8DY 600/3/60
ZP182KCE-TEE

1 23.7 132 4 2 3/5 HP 3.4 66.93 90
ZPD182KCE-TEE

502-1H1-9DY 480/3/60
ZP182KCE-TED

1 26.39 173 4 2 3/5 HP 4.4 76.98 100
ZPD182KCE-TED

•	MCA: Minimum Circuit Ampacity
•	MOP: Maximum Over-current Protection
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MODEL VOLTAGE
COMPRESSOR CONDENSER FAN MOTOR

MCA MOP
AWEF at 

25 °F
MODEL QTY RLA LRA QTY HP FLA

061-1H7-5 208-240/3/60 ZB48KCE-TF5 1 22.4 164 2  1/2 HP 4 34.93 50 9.43

061-1H7-9 480/3/60 ZB48KCE-TFD 1 10.9 100 2  1/2 HP 1.7 16.57 25 9.43

065-1H7-5 208-240/3/60 ZB58K5E-TFC 1 28.8 195 2  1/2 HP 4 42.93 70 9.55

065-1H7-8 600/3/60 ZB58K5E-TFE 1 10.8 80 2  1/2 HP 1.3 15.75 25 9.55

065-1H7-9 480/3/60 ZB58K5E-TFD 1 14.7 95 2  1/2 HP 1.7 21.32 35 9.55

080-1H7-5 208-240/3/60 ZB66K5E-TFC 1 30.1 225 2  1/2 HP 4 44.56 70 9.65

080-1H7-8 600/3/60 ZB66K5E-TFE 1 12.1 80 2  1/2 HP 1.3 17.38 25 9.65

080-1H7-9 480/3/60 ZB66K5E-TFD 1 15.5 114 2  1/2 HP 1.7 22.32 35 9.65

100-1H7-5 208-240/3/60 ZB76K5E-TFC 1 37.2 239 2  1/2 HP 4 53.43 90 9.62

100-1H7-8 600/3/60 ZB76K5E-TFE 1 12.4 80 2  1/2 HP 1.3 17.75 30 9.62

100-1H7-9 480/3/60 ZB76K5E-TFD 1 17.2 125 2  1/2 HP 1.7 24.44 40 9.62

120-1H7-5 208-240/3/60 ZB95K5E-TWC 1 40.4 298 2  1/2 HP 4 57.43 90 9.03

120-1H7-8 600/3/60 ZB95K5E-TFE 1 18.2 123 2  1/2 HP 1.3 25 40 9.03

120-1H7-9 480/3/60 ZB95K5E-TFD 1 22.4 150 2  1/2 HP 1.7 30.94 50 9.03

150-1H7-5 208-240/3/60 ZB114K5E-TWC 1 54.2 321 3  1/2 HP 4 74.68 125 8.81

150-1H7-8 600/3/60 ZB114K5E-TWE 1 18.6 132 3  1/2 HP 1.3 25.5 40 8.81

DIGITAL COMPRESSOR

065-1H7-5D 208-240/3/60 ZBD57KCE-TF5 1 29.6 224 2  1/2 HP 4 43.93 70 9.28

065-1H7-8D 600/3/60 ZBD57KCE-TFE 1 10.5 82.4 2  1/2 HP 1.3 15.38 25 9.28

065-1H7-9D 480/3/60 ZBD57KCE-TFD 1 13.2 99 2  1/2 HP 1.7 19.44 30 9.28

100-1H7-5D 208-240/3/60 ZBD76K5E-TFC 1 37.2 239 2  1/2 HP 4 53.43 90 9.25

100-1H7-8D 600/3/60 ZBD76K5E-TFE 1 12.4 80 2  1/2 HP 1.3 17.75 30 9.25

100-1H7-9D 480/3/60 ZBD76K5E-TFD 1 17.2 125 2  1/2 HP 1.7 24.44 40 9.25

150-1H7-5D 208-240/3/60 ZBD114K5E-TFC 1 50 423 3  1/2 HP 4 69.43 110 8.81

150-1H7-8D 600/3/60 ZBD114K5E-TFE 1 18.3 145 3  1/2 HP 1.3 25.13 40 8.81

150-1H7-9D 480/3/60 ZBD114K5E-TFD 1 25 179 3  1/2 HP 1.7 34.19 50 8.81

•	MCA: Minimum Circuit Ampacity
•	MOP: Maximum Over-current Protection

Electrical Table HIGH TEMPERATURE R-407C - OMZ (061 TO 150) SINGLE COMPRESSOR
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MODEL VOLTAGE
COMPRESSOR CONDENSER FAN MOTOR

MCA MOP
MODEL QTY RLA LRA QTY HP FLA

122-1H7-5 208-240/3/60 ZB48KCE-TF5 2 22.4 164 4  1/2 HP 4 64.26 80

122-1H7-8 600/3/60 ZB48KCE-TFE 2 8.6 78 4  1/2 HP 1.3 23.85 30

122-1H7-9 480/3/60 ZB48KCE-TFD 2 10.9 100 4  1/2 HP 1.7 30.42 40

132-1H7-5 208-240/3/60 ZB58K5E-TFC 2 28.8 195 4  1/2 HP 4 78.66 100

132-1H7-8 600/3/60 ZB58K5E-TFE 2 10.8 80 4  1/2 HP 1.3 28.8 35

132-1H7-9 480/3/60 ZB58K5E-TFD 2 14.7 95 4  1/2 HP 1.7 38.97 50

162-1H7-5 208-240/3/60 ZB66K5E-TFC 2 30.1 225 4  1/2 HP 4 81.59 110

162-1H7-8 600/3/60 ZB66K5E-TFE 2 12.1 80 4  1/2 HP 1.3 31.73 40

162-1H7-9 480/3/60 ZB66K5E-TFD 2 15.5 114 4  1/2 HP 1.7 40.77 50

202-1H7-5 208-240/3/60 ZB76K5E-TFC 2 37.2 239 4  1/2 HP 4 97.56 125

202-1H7-8 600/3/60 ZB76K5E-TFE 2 12.4 80 4  1/2 HP 1.3 32.4 40

202-1H7-9 480/3/60 ZB76K5E-TFD 2 17.2 125 4  1/2 HP 1.7 44.59 60

242-1H7-5 208-240/3/60 ZB95K5E-TWC 2 40.4 298 4  1/2 HP 4 104.76 125

242-1H7-8 600/3/60 ZB95K5E-TFE 2 18.2 123 4  1/2 HP 1.3 45.45 60

242-1H7-9 480/3/60 ZB95K5E-TFD 2 22.4 150 4  1/2 HP 1.7 56.29 70

302-1H7-8 600/3/60 ZB114K5E-TWE 2 18.6 132 6  1/2 HP 1.3 46.35 60

DIGITAL COMPRESSOR

132-1H7-5D 208-240/3/60
ZB58K5E-TFC

1
28.8 195

4  1/2 HP 4 79.66 100
ZBD57KCE-TF5 29.6 224

132-1H7-8D 600/3/60
ZB58K5E-TFE

1
10.8 80

4  1/2 HP 1.3 28.5 35
ZBD57KCE-TFE 10.5 82.4

132-1H7-9D 480/3/60
ZB58K5E-TFD

1
14.7 95

4  1/2 HP 1.7 37.47 50
ZBD57KCE-TFD 13.2 99

202-1H7-5D 208-240/3/60
ZB76K5E-TFC

1 37.2 239 4  1/2 HP 4 97.56 125
ZBD76K5E-TFC

202-1H7-8D 600/3/60
ZB76K5E-TFE

1 12.4 80 4  1/2 HP 1.3 32.4 40
ZBD76K5E-TFE

202-1H7-9D 480/3/60
ZB76K5E-TFD

1 17.2 125 4  1/2 HP 1.7 44.59 60
ZBD76K5E-TFD

302-1H7-8D 600/3/60
ZB114K5E-TWE

1
18.6 132

6  1/2 HP 1.3 46.05 60
ZBD114K5E-TFE 18.3 145

•	MCA: Minimum Circuit Ampacity
•	MOP: Maximum Over-current Protection

Electrical Table HIGH TEMPERATURE R-407C - OMZ (122 TO 302) DUAL COMPRESSOR
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Electrical Table
HIGH TEMPERATURE R-407C
OMZ (061 TO 150) SINGLE COMPRESSOR WITH ZIEHL-ABEGG MOTOR(S)

MODEL VOLTAGE
COMPRESSOR CONDENSER FAN MOTOR

MCA MOP
MODEL QTY RLA LRA QTY HP FLA

061-1H7-5Z 208-240/3/60 ZB48KCE-TF5 1 22.4 164 2  9/10 HP 4 36 50

061-1H7-9Z 480/3/60 ZB48KCE-TFD 1 10.9 100 2  22/25 HP 1.9 17.43 25

065-1H7-5Z 208-240/3/60 ZB58K5E-TFC 1 28.8 195 2  9/10 HP 4 44 70

065-1H7-8Z 600/3/60 ZB58K5E-TFE 1 10.8 80 2  22/25 HP 1.5 16.5 25

065-1H7-9Z 480/3/60 ZB58K5E-TFD 1 14.7 95 2  22/25 HP 1.9 22.18 35

080-1H7-5Z 208-240/3/60 ZB66K5E-TFC 1 30.1 225 2  9/10 HP 4 45.63 70

080-1H7-8Z 600/3/60 ZB66K5E-TFE 1 12.1 80 2  22/25 HP 1.5 18.13 30

080-1H7-9Z 480/3/60 ZB66K5E-TFD 1 15.5 114 2  22/25 HP 1.9 23.18 35

100-1H7-5Z 208-240/3/60 ZB76K5E-TFC 1 37.2 239 2  9/10 HP 4 54.5 90

100-1H7-8Z 600/3/60 ZB76K5E-TFE 1 12.4 80 2  22/25 HP 1.5 18.5 30

100-1H7-9Z 480/3/60 ZB76K5E-TFD 1 17.2 125 2  22/25 HP 1.9 25.3 40

120-1H7-5Z 208-240/3/60 ZB95K5E-TWC 1 40.4 298 2  9/10 HP 4 58.5 90

120-1H7-8Z 600/3/60 ZB95K5E-TFE 1 18.2 123 2  22/25 HP 1.5 25.75 40

120-1H7-9Z 480/3/60 ZB95K5E-TFD 1 22.4 150 2  22/25 HP 1.9 31.8 50

150-1H7-8Z 600/3/60 ZB114K5E-TWE 1 18.6 132 3  22/25 HP 1.5 27.75 45

DIGITAL COMPRESSOR

065-1H7-5DZ 208-240/3/60 ZBD57KCE-TF5 1 29.6 224 2  9/10 HP 4 45 70

065-1H7-8DZ 600/3/60 ZBD57KCE-TFE 1 10.5 82.4 2  22/25 HP 1.5 16.13 25

065-1H7-9DZ 480/3/60 ZBD57KCE-TFD 1 13.2 99 2  22/25 HP 1.9 20.3 30

100-1H7-5DZ 208-240/3/60 ZBD76K5E-TFC 1 37.2 239 2  9/10 HP 4 54.5 90

100-1H7-8DZ 600/3/60 ZBD76K5E-TFE 1 12.4 80 2  22/25 HP 1.5 18.5 30

100-1H7-9DZ 480/3/60 ZBD76K5E-TFD 1 17.2 125 2  22/25 HP 1.9 25.3 40

150-1H7-5DZ 208-240/3/60 ZBD114K5E-TFC 1 50 423 3  9/10 HP 4 74.5 110

150-1H7-8DZ 600/3/60 ZBD114K5E-TFE 1 18.3 145 3  22/25 HP 1.5 27.38 45

150-1H7-9DZ 480/3/60 ZBD114K5E-TFD 1 25 179 3  22/25 HP 1.9 36.95 60

•	MCA: Minimum Circuit Ampacity
•	MOP: Maximum Over-current Protection
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Electrical Table
HIGH TEMPERATURE R-407C
OMZ (122 TO 302) DUAL COMPRESSOR WITH ZIEHL-ABEGG MOTOR(S)

MODEL VOLTAGE
COMPRESSOR CONDENSER FAN MOTOR

MCA MOP
MODEL QTY RLA LRA QTY HP FLA

122-1H7-5Z 208-240/3/60 ZB48KCE-TF5 2 22.4 164 4  9/10 HP 4 66.4 80

122-1H7-8Z 600/3/60 ZB48KCE-TFE 2 8.6 78 4  22/25 HP 1.5 25.35 30

122-1H7-9Z 480/3/60 ZB48KCE-TFD 2 10.9 100 4  22/25 HP 1.9 32.13 40

132-1H7-5Z 208-240/3/60 ZB58K5E-TFC 2 28.8 195 4  9/10 HP 4 80.8 100

132-1H7-8Z 600/3/60 ZB58K5E-TFE 2 10.8 80 4  22/25 HP 1.5 30.3 40

132-1H7-9Z 480/3/60 ZB58K5E-TFD 2 14.7 95 4  22/25 HP 1.9 40.68 50

162-1H7-5Z 208-240/3/60 ZB66K5E-TFC 2 30.1 225 4  9/10 HP 4 83.73 110

162-1H7-8Z 600/3/60 ZB66K5E-TFE 2 12.1 80 4  22/25 HP 1.5 33.23 45

162-1H7-9Z 480/3/60 ZB66K5E-TFD 2 15.5 114 4  22/25 HP 1.9 42.48 50

202-1H7-5Z 208-240/3/60 ZB76K5E-TFC 2 37.2 239 4  9/10 HP 4 99.7 125

202-1H7-8Z 600/3/60 ZB76K5E-TFE 2 12.4 80 4  22/25 HP 1.5 33.9 45

202-1H7-9Z 480/3/60 ZB76K5E-TFD 2 17.2 125 4  22/25 HP 1.9 46.3 60

242-1H7-5Z 208-240/3/60 ZB95K5E-TWC 2 40.4 298 4  9/10 HP 4 106.9 125

242-1H7-8Z 600/3/60 ZB95K5E-TFE 2 18.2 123 4  22/25 HP 1.5 46.95 60

242-1H7-9Z 480/3/60 ZB95K5E-TFD 2 22.4 150 4  22/25 HP 1.9 58 80

302-1H7-8Z 600/3/60 ZB114K5E-TWE 2 18.6 132 6  22/25 HP 1.5 50.85 60

DIGITAL COMPRESSOR

132-1H7-5DZ 208-240/3/60
ZB58K5E-TFC

1
28.8 195

4  9/10 HP 4 81.8 110
ZBD57KCE-TF5 29.6 224

132-1H7-8DZ 600/3/60
ZB58K5E-TFE

1
10.8 80

4  22/25 HP 1.5 30 40
ZBD57KCE-TFE 10.5 82.4

132-1H7-9DZ 480/3/60
ZB58K5E-TFD

1
14.7 95

4  22/25 HP 1.9 39.18 50
ZBD57KCE-TFD 13.2 99

202-1H7-5DZ 208-240/3/60
ZB76K5E-TFC

1 37.2 239 4  9/10 HP 4 99.7 125
ZBD76K5E-TFC

202-1H7-8DZ 600/3/60
ZB76K5E-TFE

1 12.4 80 4  22/25 HP 1.5 33.9 45
ZBD76K5E-TFE

202-1H7-9DZ 480/3/60
ZB76K5E-TFD

1 17.2 125 4  22/25 HP 1.9 46.3 60
ZBD76K5E-TFD

302-1H7-8DZ 600/3/60
ZB114K5E-TWE

1
18.6 132

6  22/25 HP 1.5 50.55 60
ZBD114K5E-TFE 18.3 145

•	MCA: Minimum Circuit Ampacity
•	MOP: Maximum Over-current Protection
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MODEL VOLTAGE
COMPRESSOR CONDENSER FAN MOTOR

MCA MOP
AWEF at 

25 °F
MODEL QTY RLA LRA QTY HP FLA

061-1M4-5 208-240/3/60 ZB48KCE-TF5 1 22.8 164 2  1/2 HP 4 35.43 50 9.74

061-1M4-8 600/3/60 ZB48KCE-TFE 1 9 78 2  1/2 HP 1.3 13.5 20 9.74

061-1M4-9 480/3/60 ZB48KCE-TFD 1 12.2 100 2  1/2 HP 1.7 18.19 30 9.74

065-1M4-5 208-240/3/60 ZB58K5E-TFC 1 30.8 195 2  1/2 HP 4 45.43 70 9.54

065-1M4-8 600/3/60 ZB58K5E-TFE 1 12.2 80 2  1/2 HP 1.3 17.5 25 9.54

065-1M4-9 480/3/60 ZB58K5E-TFD 1 16 95 2  1/2 HP 1.7 22.94 35 9.54

080-1M4-5 208-240/3/60 ZB66K5E-TFC 1 35.3 225 2  1/2 HP 4 51.06 80 9.67

080-1M4-8 600/3/60 ZB66K5E-TFE 1 12.8 80 2  1/2 HP 1.3 18.25 30 9.67

080-1M4-9 480/3/60 ZB66K5E-TFD 1 15.4 114 2  1/2 HP 1.7 22.19 35 9.67

100-1M4-5 208-240/3/60 ZB76K5E-TFC 1 38.6 239 2  1/2 HP 4 55.18 90 9.57

100-1M4-8 600/3/60 ZB76K5E-TFE 1 13.1 80 2  1/2 HP 1.3 18.63 30 9.57

100-1M4-9 480/3/60 ZB76K5E-TFD 1 18.6 125 2  1/2 HP 1.7 26.19 40 9.57

120-1M4-5 208-240/3/60 ZB95K5E-TWC 1 47.4 298 2  1/2 HP 4 66.18 110 8.92

120-1M4-8 600/3/60 ZB95K5E-TFE 1 18.7 123 2  1/2 HP 1.3 25.63 40 8.92

120-1M4-9 480/3/60 ZB95K5E-TFD 1 21.8 150 2  1/2 HP 1.7 30.19 50 8.92

150-1M4-5 208-240/3/60 ZB114K5E-TWC 1 56.5 321 3  1/2 HP 4 77.56 125 8.96

150-1M4-8 600/3/60 ZB114K5E-TWE 1 20.1 132 3  1/2 HP 1.3 27.38 45 8.96

150-1M4-9 480/3/60 ZB114K5E-TFD 1 24.4 179 3  1/2 HP 1.7 33.44 50 8.96

DIGITAL COMPRESSOR

065-1M4-5D 208-240/3/60 ZBD57KCE-TF5 1 31.9 224 2  1/2 HP 4 46.81 70 9.29

065-1M4-8D 600/3/60 ZBD57KCE-TFE 1 10.4 82.4 2  1/2 HP 1.3 15.25 25 9.29

065-1M4-9D 480/3/60 ZBD57KCE-TFD 1 13.7 99 2  1/2 HP 1.7 20.07 30 9.29

100-1M4-5D 208-240/3/60 ZBD76K5E-TFC 1 38.6 239 2  1/2 HP 4 55.18 90 9.33

100-1M4-8D 600/3/60 ZBD76K5E-TFE 1 13.1 80 2  1/2 HP 1.3 18.63 30 9.33

100-1M4-9D 480/3/60 ZBD76K5E-TFD 1 18.6 125 2  1/2 HP 1.7 26.19 40 9.33

150-1M4-5D 208-240/3/60 ZBD114K5E-TFC 1 52.6 423 3  1/2 HP 4 72.68 125 8.96

150-1M4-8D 600/3/60 ZBD114K5E-TFE 1 18.8 145 3  1/2 HP 1.3 25.75 40 8.96

150-1M4-9D 480/3/60 ZBD114K5E-TFD 1 24.4 179 3  1/2 HP 1.7 33.44 50 8.96

Electrical Table MEDIUM TEMPERATURE R-404A - OMZ (061 TO 150) SINGLE COMPRESSOR

•	MCA: Minimum Circuit Ampacity
•	MOP: Maximum Over-current Protection
•	AWEF: Annual Walk-In Energy Factor
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Electrical Table MEDIUM TEMPERATURE R-404A - OMZ (122 TO 302) DUAL COMPRESSOR

MODEL VOLTAGE
COMPRESSOR CONDENSER FAN MOTOR

MCA MOP
MODEL QTY RLA LRA QTY HP FLA

122-1M4-5 208-240/3/60 ZB48KCE-TF5 2 22.8 164 4  1/2 HP 4 65.16 80

122-1M4-8 600/3/60 ZB48KCE-TFE 2 9 78 4  1/2 HP 1.3 24.75 30

122-1M4-9 480/3/60 ZB48KCE-TFD 2 12.2 100 4  1/2 HP 1.7 33.34 45

132-1M4-5 208-240/3/60 ZB58K5E-TFC 2 30.8 195 4  1/2 HP 4 83.16 110

132-1M4-8 600/3/60 ZB58K5E-TFE 2 12.2 80 4  1/2 HP 1.3 31.95 40

132-1M4-9 480/3/60 ZB58K5E-TFD 2 16 95 4  1/2 HP 1.7 41.89 50

162-1M4-5 208-240/3/60 ZB66K5E-TFC 2 35.3 225 4  1/2 HP 4 93.29 125

162-1M4-8 600/3/60 ZB66K5E-TFE 2 12.8 80 4  1/2 HP 1.3 33.3 45

162-1M4-9 480/3/60 ZB66K5E-TFD 2 15.4 114 4  1/2 HP 1.7 40.54 50

202-1M4-5 208-240/3/60 ZB76K5E-TFC 2 38.6 239 4  1/2 HP 4 100.71 125

202-1M4-8 600/3/60 ZB76K5E-TFE 2 13.1 80 4  1/2 HP 1.3 33.98 45

202-1M4-9 480/3/60 ZB76K5E-TFD 2 18.6 125 4  1/2 HP 1.7 47.74 60

242-1M4-5 208-240/3/60 ZB95K5E-TWC 2 47.4 298 4  1/2 HP 4 120.51 150

242-1M4-8 600/3/60 ZB95K5E-TFE 2 18.7 123 4  1/2 HP 1.3 46.58 60

242-1M4-9 480/3/60 ZB95K5E-TFD 2 21.8 150 4  1/2 HP 1.7 54.94 70

302-1M4-5 208-240/3/60 ZB114K5E-TWC 2 56.5 321 6  1/2 HP 4 140.99 175

302-1M4-8 600/3/60 ZB114K5E-TWE 2 20.1 132 6  1/2 HP 1.3 49.73 60

302-1M4-9 480/3/60 ZB114K5E-TFD 2 24.4 179 6  1/2 HP 1.7 60.79 80

DIGITAL COMPRESSOR

132-1M4-5D 208-240/3/60
ZB58K5E-TFC

1
30.8 195

4  1/2 HP 4 84.54 110
ZBD57KCE-TF5 31.9 224

132-1M4-8D 600/3/60
ZB58K5E-TFE

1
12.2 80

4  1/2 HP 1.3 30.15 40
ZBD57KCE-TFE 10.4 82.4

132-1M4-9D 480/3/60
ZB58K5E-TFD

1
16 95

4  1/2 HP 1.7 39.59 50
ZBD57KCE-TFD 13.7 99

202-1M4-5D 208-240/3/60
ZB76K5E-TFC

1 38.6 239 4  1/2 HP 4 100.71 125
ZBD76K5E-TFC

202-1M4-8D 600/3/60
ZB76K5E-TFE

1 13.1 80 4  1/2 HP 1.3 33.98 45
ZBD76K5E-TFE

202-1M4-9D

202-1M4-9D
480/3/60

ZB76K5E-TFD
1 18.6 125 4  1/2 HP 1.7 47.74 60

ZBD76K5E-TFD

302-1M4-5D 208-240/3/60
ZB114K5E-TWC

1
56.5 321

6  1/2 HP 4 137.09 175
ZBD114K5E-TFC 52.6 423

302-1M4-8D 600/3/60
ZB114K5E-TWE

1
20.1 132

6  1/2 HP 1.3 48.43 60
ZBD114K5E-TFE 18.8 145

302-1M4-9D 480/3/60
ZB114K5E-TFD

1 24.4 179 6  1/2 HP 1.7 60.79 80
ZBD114K5E-TFD

•	MCA: Minimum Circuit Ampacity
•	MOP: Maximum Over-current Protection
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Electrical Table
MEDIUM TEMPERATURE R-404A
OMZ (061 TO 150) SINGLE COMPRESSOR WITH ZIEHL-ABEGG MOTOR(S)

MODEL VOLTAGE
COMPRESSOR CONDENSER FAN MOTOR

MCA MOP
MODEL QTY RLA LRA QTY HP FLA

061-1M4-5Z 208-240/3/60 ZB48KCE-TF5 1 22.8 164 2  9/10 HP 4 36.5 50

061-1M4-8Z 600/3/60 ZB48KCE-TFE 1 9 78 2  22/25 HP 1.5 14.25 20

061-1M4-9Z 480/3/60 ZB48KCE-TFD 1 12.2 100 2  22/25 HP 1.9 19.05 30

065-1M4-5Z 208-240/3/60 ZB58K5E-TFC 1 30.8 195 2  9/10 HP 4 46.5 70

065-1M4-8Z 600/3/60 ZB58K5E-TFE 1 12.2 80 2  22/25 HP 1.5 18.25 30

065-1M4-9Z 480/3/60 ZB58K5E-TFD 1 16 95 2  22/25 HP 1.9 23.8 35

080-1M4-5Z 208-240/3/60 ZB66K5E-TFC 1 35.3 225 2  9/10 HP 4 52.13 80

080-1M4-8Z 600/3/60 ZB66K5E-TFE 1 12.8 80 2  22/25 HP 1.5 19 30

080-1M4-9Z 480/3/60 ZB66K5E-TFD 1 15.4 114 2  22/25 HP 1.9 23.05 35

100-1M4-5Z 208-240/3/60 ZB76K5E-TFC 1 38.6 239 2  9/10 HP 4 56.25 90

100-1M4-8Z 600/3/60 ZB76K5E-TFE 1 13.1 80 2  22/25 HP 1.5 19.38 30

100-1M4-9Z 480/3/60 ZB76K5E-TFD 1 18.6 125 2  22/25 HP 1.9 27.05 45

120-1M4-5Z 208-240/3/60 ZB95K5E-TWC 1 47.4 298 2  9/10 HP 4 67.25 110

120-1M4-8Z 600/3/60 ZB95K5E-TFE 1 18.7 123 2  22/25 HP 1.5 26.38 45

120-1M4-9Z 480/3/60 ZB95K5E-TFD 1 21.8 150 2  22/25 HP 1.9 31.05 50

150-1M4-5Z 208-240/3/60 ZB114K5E-TWC 1 56.5 321 3  9/10 HP 4 82.63 125

150-1M4-8Z 600/3/60 ZB114K5E-TWE 1 20.1 132 3  22/25 HP 1.5 29.63 45

150-1M4-9Z 480/3/60 ZB114K5E-TFD 1 24.4 179 3  22/25 HP 1.9 36.2 60

DIGITAL COMPRESSOR

065-1M4-5DZ 208-240/3/60 ZBD57KCE-TF5 1 31.9 224 2  9/10 HP 4 47.88 70

065-1M4-8DZ 600/3/60 ZBD57KCE-TFE 1 10.4 82.4 2  22/25 HP 1.5 16 25

065-1M4-9DZ 480/3/60 ZBD57KCE-TFD 1 13.7 99 2  22/25 HP 1.9 20.93 30

100-1M4-5DZ 208-240/3/60 ZBD76K5E-TFC 1 38.6 239 2  9/10 HP 4 56.25 90

100-1M4-8DZ 600/3/60 ZBD76K5E-TFE 1 13.1 80 2  22/25 HP 1.5 19.38 30

100-1M4-9DZ 480/3/60 ZBD76K5E-TFD 1 18.6 125 2  22/25 HP 1.9 27.05 45

150-1M4-5DZ 208-240/3/60 ZBD114K5E-TFC 1 52.6 423 3  9/10 HP 4 77.75 125

150-1M4-8DZ 600/3/60 ZBD114K5E-TFE 1 18.8 145 3  22/25 HP 1.5 28 45

150-1M4-9DZ 480/3/60 ZBD114K5E-TFD 1 24.4 179 3  22/25 HP 1.9 36.2 60

•	MCA: Minimum Circuit Ampacity
•	MOP: Maximum Over-current Protection
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MODEL VOLTAGE
COMPRESSOR CONDENSER FAN MOTOR

MCA MOP
MODEL QTY RLA LRA QTY HP FLA

122-1M4-5Z 208-240/3/60 ZB48KCE-TF5 2 22.8 164 4  9/10 HP 4 67.3 90

122-1M4-8Z 600/3/60 ZB48KCE-TFE 2 9 78 4  22/25 HP 1.5 26.25 35

122-1M4-9Z 480/3/60 ZB48KCE-TFD 2 12.2 100 4  22/25 HP 1.9 35.05 45

132-1M4-5Z 208-240/3/60 ZB58K5E-TFC 2 30.8 195 4  9/10 HP 4 85.3 110

132-1M4-8Z 600/3/60 ZB58K5E-TFE 2 12.2 80 4  22/25 HP 1.5 33.45 45

132-1M4-9Z 480/3/60 ZB58K5E-TFD 2 16 95 4  22/25 HP 1.9 43.6 50

162-1M4-5Z 208-240/3/60 ZB66K5E-TFC 2 35.3 225 4  9/10 HP 4 95.43 125

162-1M4-8Z 600/3/60 ZB66K5E-TFE 2 12.8 80 4  22/25 HP 1.5 34.8 45

162-1M4-9Z 480/3/60 ZB66K5E-TFD 2 15.4 114 4  22/25 HP 1.9 42.25 50

202-1M4-5Z 208-240/3/60 ZB76K5E-TFC 2 38.6 239 4  9/10 HP 4 102.85 125

202-1M4-8Z 600/3/60 ZB76K5E-TFE 2 13.1 80 4  22/25 HP 1.5 35.48 45

202-1M4-9Z 480/3/60 ZB76K5E-TFD 2 18.6 125 4  22/25 HP 1.9 49.45 60

242-1M4-5Z 208-240/3/60 ZB95K5E-TWC 2 47.4 298 4  9/10 HP 4 122.65 150

242-1M4-8Z 600/3/60 ZB95K5E-TFE 2 18.7 123 4  22/25 HP 1.5 48.08 60

242-1M4-9Z 480/3/60 ZB95K5E-TFD 2 21.8 150 4  22/25 HP 1.9 56.65 70

302-1M4-5Z 208-240/3/60 ZB114K5E-TWC 2 56.5 321 6  9/10 HP 4 151.13 200

302-1M4-8Z 600/3/60 ZB114K5E-TWE 2 20.1 132 6  22/25 HP 1.5 54.23 70

302-1M4-9Z 480/3/60 ZB114K5E-TFD 2 24.4 179 6  22/25 HP 1.9 66.3 90

DIGITAL COMPRESSOR

132-1M4-5DZ 208-240/3/60
ZB58K5E-TFC

1
30.8 195

4  9/10 HP 4 86.68 110
ZBD57KCE-TF5 31.9 224

132-1M4-8DZ 600/3/60
ZB58K5E-TFE

1
12.2 80

4  22/25 HP 1.5 31.65 40
ZBD57KCE-TFE 10.4 82.4

132-1M4-9DZ 480/3/60
ZB58K5E-TFD

1
16 95

4  22/25 HP 1.9 41.3 50
ZBD57KCE-TFD 13.7 99

202-1M4-5DZ 208-240/3/60
ZB76K5E-TFC

1 38.6 239 4  9/10 HP 4 102.85 125
ZBD76K5E-TFC

202-1M4-8DZ 600/3/60
ZB76K5E-TFE

1 13.1 80 4  22/25 HP 1.5 35.48 45
ZBD76K5E-TFE

202-1M4-9DZ 480/3/60
ZB76K5E-TFD

1 18.6 125 4  22/25 HP 1.9 49.45 60
ZBD76K5E-TFD

302-1M4-5DZ 208-240/3/60
ZB114K5E-TWC

1
56.5 321

6  9/10 HP 4 147.23 200
ZBD114K5E-TFC 52.6 423

302-1M4-8DZ 600/3/60
ZB114K5E-TWE

1
20.1 132

6  22/25 HP 1.5 52.93 70
ZBD114K5E-TFE 18.8 145

302-1M4-9DZ 480/3/60
ZB114K5E-TFD

1 24.4 179 6  22/25 HP 1.9 66.3 90
ZBD114K5E-TFD

Electrical Table
MEDIUM TEMPERATURE R-404A
OMZ (122 TO 302) DUAL COMPRESSOR WITH ZIEHL-ABEGG MOTOR(S)

•	MCA: Minimum Circuit Ampacity
•	MOP: Maximum Over-current Protection
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•	MCA: Minimum Circuit Ampacity
•	MOP: Maximum Over-current Protection

Electrical Table MEDIUM TEMPERATURE R-407A - OMZ (061 TO 150) SINGLE COMPRESSOR

MODEL VOLTAGE
COMPRESSOR CONDENSER FAN MOTOR

MCA MOP
MODEL QTY RLA LRA QTY HP FLA

061-1M6-5 208-240/3/60 ZB48KCE-TF5 1 21.2 164 2  1/2 HP 4 33.43 50

061-1M6-8 600/3/60 ZB48KCE-TFE 1 8.6 78 2  1/2 HP 1.3 13 20

061-1M6-9 480/3/60 ZB48KCE-TFD 1 11.2 100 2  1/2 HP 1.7 16.94 25

065-1M6-5 208-240/3/60 ZB58K5E-TFC 1 30.8 195 2  1/2 HP 4 45.43 70

065-1M6-8 600/3/60 ZB58K5E-TFE 1 12.2 80 2  1/2 HP 1.3 17.5 25

065-1M6-9 480/3/60 ZB58K5E-TFD 1 16 95 2  1/2 HP 1.7 22.94 35

080-1M6-5 208-240/3/60 ZB66K5E-TFC 1 35.3 225 2  1/2 HP 4 51.06 80

080-1M6-8 600/3/60 ZB66K5E-TFE 1 12.8 80 2  1/2 HP 1.3 18.25 30

080-1M6-9 480/3/60 ZB66K5E-TFD 1 15.4 114 2  1/2 HP 1.7 22.19 35

100-1M6-5 208-240/3/60 ZB76K5E-TFC 1 38.6 239 2  1/2 HP 4 55.18 90

100-1M6-8 600/3/60 ZB76K5E-TFE 1 13.1 80 2  1/2 HP 1.3 18.63 30

100-1M6-9 480/3/60 ZB76K5E-TFD 1 18.6 125 2  1/2 HP 1.7 26.19 40

120-1M6-5 208-240/3/60 ZB95K5E-TWC 1 47.4 298 2  1/2 HP 4 66.18 110

120-1M6-8 600/3/60 ZB95K5E-TFE 1 18.7 123 2  1/2 HP 1.3 25.63 40

120-1M6-9 480/3/60 ZB95K5E-TFD 1 21.8 150 2  1/2 HP 1.7 30.19 50

150-1M6-5 208-240/3/60 ZB114K5E-TWC 1 56.5 321 3  1/2 HP 4 77.56 125

150-1M6-8 600/3/60 ZB114K5E-TWE 1 20.8 132 3  1/2 HP 1.3 28.25 45

150-1M6-9 480/3/60 ZB114K5E-TFD 1 24.4 179 3  1/2 HP 1.7 33.44 50

DIGITAL COMPRESSOR

065-1M6-5D 208-240/3/60 ZBD57KCE-TF5 1 31.9 224 2  1/2 HP 4 46.81 70

065-1M6-8D 600/3/60 ZBD57KCE-TFE 1 10.4 82.4 2  1/2 HP 1.3 15.25 25

065-1M6-9D 480/3/60 ZBD57KCE-TFD 1 13.7 99 2  1/2 HP 1.7 20.07 30

100-1M6-5D 208-240/3/60 ZBD76K5E-TFC 1 38.6 239 2  1/2 HP 4 55.18 90

100-1M6-8D 600/3/60 ZBD76K5E-TFE 1 13.1 80 2  1/2 HP 1.3 18.63 30

100-1M6-9D 480/3/60 ZBD76K5E-TFD 1 18.6 125 2  1/2 HP 1.7 26.19 40

150-1M6-5D 208-240/3/60 ZBD114K5E-TFC 1 52.6 423 3  1/2 HP 4 72.68 125

150-1M6-8D 600/3/60 ZBD114K5E-TFE 1 18.8 145 3  1/2 HP 1.3 25.75 40

150-1M6-9D 480/3/60 ZBD114K5E-TFD 1 24.4 179 3  1/2 HP 1.7 33.44 50
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Electrical Table MEDIUM TEMPERATURE R-407A - OMZ (122 TO 302) DUAL COMPRESSOR

MODEL VOLTAGE
COMPRESSOR CONDENSER FAN MOTOR

MCA MOP
MODEL QTY RLA LRA QTY HP FLA

122-1M6-5 208-240/3/60 ZB48KCE-TF5 2 21.2 164 4  1/2 HP 4 61.56 80

122-1M6-8 600/3/60 ZB48KCE-TFE 2 8.6 78 4  1/2 HP 1.3 23.85 30

122-1M6-9 480/3/60 ZB48KCE-TFD 2 11.2 100 4  1/2 HP 1.7 31.09 40

132-1M6-5 208-240/3/60 ZB58K5E-TFC 2 30.8 195 4  1/2 HP 4 83.16 110

132-1M6-8 600/3/60 ZB58K5E-TFE 2 12.2 80 4  1/2 HP 1.3 31.95 40

132-1M6-9 480/3/60 ZB58K5E-TFD 2 16 95 4  1/2 HP 1.7 41.89 50

162-1M6-5 208-240/3/60 ZB66K5E-TFC 2 35.3 225 4  1/2 HP 4 93.29 125

162-1M6-8 600/3/60 ZB66K5E-TFE 2 12.8 80 4  1/2 HP 1.3 33.3 45

162-1M6-9 480/3/60 ZB66K5E-TFD 2 15.4 114 4  1/2 HP 1.7 40.54 50

202-1M6-5 208-240/3/60 ZB76K5E-TFC 2 38.6 239 4  1/2 HP 4 100.71 125

202-1M6-8 600/3/60 ZB76K5E-TFE 2 13.1 80 4  1/2 HP 1.3 33.98 45

202-1M6-9 480/3/60 ZB76K5E-TFD 2 18.6 125 4  1/2 HP 1.7 47.74 60

242-1M6-5 208-240/3/60 ZB95K5E-TWC 2 47.4 298 4  1/2 HP 4 120.51 150

242-1M6-8 600/3/60 ZB95K5E-TFE 2 18.7 123 4  1/2 HP 1.3 46.58 60

242-1M6-9 480/3/60 ZB95K5E-TFD 2 21.8 150 4  1/2 HP 1.7 54.94 70

302-1M6-5 208-240/3/60 ZB114K5E-TWC 2 56.5 321 6  1/2 HP 4 140.99 175

302-1M6-8 600/3/60 ZB114K5E-TWE 2 20.8 132 6  1/2 HP 1.3 51.3 70

302-1M6-9 480/3/60 ZB114K5E-TFD 2 24.4 179 6  1/2 HP 1.7 60.79 80

DIGITAL COMPRESSOR

132-1M6-5D 208-240/3/60
ZB58K5E-TFC

1
30.8 195

4  1/2 HP 4 84.54 110
ZBD57KCE-TF5 31.9 224

132-1M6-8D 600/3/60
ZB58K5E-TFE

1
12.2 80

4  1/2 HP 1.3 30.15 40
ZBD57KCE-TFE 10.4 82.4

132-1M6-9D 480/3/60
ZB58K5E-TFD

1
16 95

4  1/2 HP 1.7 39.59 50
ZBD57KCE-TFD 13.7 99

202-1M6-5D 208-240/3/60
ZB76K5E-TFC

1 38.6 239 4  1/2 HP 4 100.71 125
ZBD76K5E-TFC

202-1M6-8D 600/3/60
ZB76K5E-TFE

1 13.1 80 4  1/2 HP 1.3 33.98 45
ZBD76K5E-TFE

202-1M6-9D 480/3/60
ZB76K5E-TFD

1 18.6 125 4  1/2 HP 1.7 47.74 60
ZBD76K5E-TFD

302-1M6-5D 208-240/3/60
ZB114K5E-TWC

1
56.5 321

6  1/2 HP 4 137.09 175
ZBD114K5E-TFC 52.6 423

302-1M6-8D 600/3/60
ZB114K5E-TWE

1
20.8 132

6  1/2 HP 1.3 49.3 70
ZBD114K5E-TFE 18.8 145

302-1M6-9D 480/3/60
ZB114K5E-TFD

1 24.4 179 6  1/2 HP 1.7 60.79 80
ZBD114K5E-TFD

•	MCA: Minimum Circuit Ampacity
•	MOP: Maximum Over-current Protection
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Electrical Table
MEDIUM TEMPERATURE R-407A
OMZ (061 TO 150) SINGLE COMPRESSOR WITH ZIEHL-ABEGG MOTOR(S)

MODEL VOLTAGE
COMPRESSOR CONDENSER FAN MOTOR

MCA MOP
MODEL QTY RLA LRA QTY HP FLA

061-1M6-5Z 208-240/3/60 ZB48KCE-TF5 1 21.2 164 2  9/10 HP 4 34.5 50

061-1M6-8Z 600/3/60 ZB48KCE-TFE 1 8.6 78 2  22/25 HP 1.5 13.75 20

061-1M6-9Z 480/3/60 ZB48KCE-TFD 1 11.2 100 2  22/25 HP 1.9 17.8 25

065-1M6-5Z 208-240/3/60 ZB58K5E-TFC 1 30.8 195 2  9/10 HP 4 46.5 70

065-1M6-8Z 600/3/60 ZB58K5E-TFE 1 12.2 80 2  22/25 HP 1.5 18.25 30

065-1M6-9Z 480/3/60 ZB58K5E-TFD 1 16 95 2  22/25 HP 1.9 23.8 35

080-1M6-5Z 208-240/3/60 ZB66K5E-TFC 1 35.3 225 2  9/10 HP 4 52.13 80

080-1M6-8Z 600/3/60 ZB66K5E-TFE 1 12.8 80 2  22/25 HP 1.5 19 30

080-1M6-9Z 480/3/60 ZB66K5E-TFD 1 15.4 114 2  22/25 HP 1.9 23.05 35

100-1M6-5Z 208-240/3/60 ZB76K5E-TFC 1 38.6 239 2  9/10 HP 4 56.25 90

100-1M6-8Z 600/3/60 ZB76K5E-TFE 1 13.1 80 2  22/25 HP 1.5 19.38 30

100-1M6-9Z 480/3/60 ZB76K5E-TFD 1 18.6 125 2  22/25 HP 1.9 27.05 45

120-1M6-5Z 208-240/3/60 ZB95K5E-TWC 1 47.4 298 2  9/10 HP 4 67.25 110

120-1M6-8Z 600/3/60 ZB95K5E-TFE 1 18.7 123 2  22/25 HP 1.5 26.38 45

120-1M6-9Z 480/3/60 ZB95K5E-TFD 1 21.8 150 2  22/25 HP 1.9 31.05 50

150-1M6-5Z 208-240/3/60 ZB114K5E-TWC 1 56.5 321 3  9/10 HP 4 82.63 125

150-1M6-8Z 600/3/60 ZB114K5E-TWE 1 20.8 132 3  22/25 HP 1.5 30.5 50

150-1M6-9Z 480/3/60 ZB114K5E-TFD 1 24.4 179 3  22/25 HP 1.9 36.2 60

DIGITAL COMPRESSOR

065-1M6-5DZ 208-240/3/60 ZBD57KCE-TF5 1 31.9 224 2  9/10 HP 4 47.88 70

065-1M6-8DZ 600/3/60 ZBD57KCE-TFE 1 10.4 82.4 2  22/25 HP 1.5 16 25

065-1M6-9DZ 480/3/60 ZBD57KCE-TFD 1 13.7 99 2  22/25 HP 1.9 20.93 30

100-1M6-5DZ 208-240/3/60 ZBD76K5E-TFC 1 38.6 239 2  9/10 HP 4 56.25 90

100-1M6-8DZ 600/3/60 ZBD76K5E-TFE 1 13.1 80 2  22/25 HP 1.5 19.38 30

100-1M6-9DZ 480/3/60 ZBD76K5E-TFD 1 18.6 125 2  22/25 HP 1.9 27.05 45

150-1M6-5DZ 208-240/3/60 ZBD114K5E-TFC 1 52.6 423 3  9/10 HP 4 77.75 125

150-1M6-8DZ 600/3/60 ZBD114K5E-TFE 1 18.8 145 3  22/25 HP 1.5 28 45

150-1M6-9DZ 480/3/60 ZBD114K5E-TFD 1 24.4 179 3  22/25 HP 1.9 36.2 60

•	MCA: Minimum Circuit Ampacity
•	MOP: Maximum Over-current Protection
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MODEL VOLTAGE
COMPRESSOR CONDENSER FAN MOTOR

MCA MOP
MODEL QTY RLA LRA QTY HP FLA

122-1M6-5Z 208-240/3/60 ZB48KCE-TF5 2 21.2 164 4  9/10 HP 4 63.7 80

122-1M6-8Z 600/3/60 ZB48KCE-TFE 2 8.6 78 4  22/25 HP 1.5 25.35 30

122-1M6-9Z 480/3/60 ZB48KCE-TFD 2 11.2 100 4  22/25 HP 1.9 32.8 40

132-1M6-5Z 208-240/3/60 ZB58K5E-TFC 2 30.8 195 4  9/10 HP 4 85.3 110

132-1M6-8Z 600/3/60 ZB58K5E-TFE 2 12.2 80 4  22/25 HP 1.5 33.45 45

132-1M6-9Z 480/3/60 ZB58K5E-TFD 2 16 95 4  22/25 HP 1.9 43.6 50

162-1M6-5Z 208-240/3/60 ZB66K5E-TFC 2 35.3 225 4  9/10 HP 4 95.43 125

162-1M6-8Z 600/3/60 ZB66K5E-TFE 2 12.8 80 4  22/25 HP 1.5 34.8 45

162-1M6-9Z 480/3/60 ZB66K5E-TFD 2 15.4 114 4  22/25 HP 1.9 42.25 50

202-1M6-5Z 208-240/3/60 ZB76K5E-TFC 2 38.6 239 4  9/10 HP 4 102.85 125

202-1M6-8Z 600/3/60 ZB76K5E-TFE 2 13.1 80 4  22/25 HP 1.5 35.48 45

202-1M6-9Z 480/3/60 ZB76K5E-TFD 2 18.6 125 4  22/25 HP 1.9 49.45 60

242-1M6-5Z 208-240/3/60 ZB95K5E-TWC 2 47.4 298 4  9/10 HP 4 122.65 150

242-1M6-8Z 600/3/60 ZB95K5E-TFE 2 18.7 123 4  22/25 HP 1.5 48.08 60

242-1M6-9Z 480/3/60 ZB95K5E-TFD 2 21.8 150 4  22/25 HP 1.9 56.65 70

302-1M6-5Z 208-240/3/60 ZB114K5E-TWC 2 56.5 321 6  9/10 HP 4 151.13 200

302-1M6-8Z 600/3/60 ZB114K5E-TWE 2 20.8 132 6  22/25 HP 1.5 55.8 70

302-1M6-9Z 480/3/60 ZB114K5E-TFD 2 24.4 179 6  22/25 HP 1.9 66.3 90

DIGITAL COMPRESSOR

132-1M6-5DZ 208-240/3/60
ZB58K5E-TFC

1
30.8 195

4  9/10 hp 4 86.68 110
ZBD57KCE-TF5 31.9 224

132-1M6-8DZ 600/3/60
ZB58K5E-TFE

1
12.2 80

4  22/25 hp 1.5 31.65 40
ZBD57KCE-TFE 10.4 82.4

132-1M6-9DZ 480/3/60
ZB58K5E-TFD

1
16 95

4  22/25 hp 1.9 41.3 50
ZBD57KCE-TFD 13.7 99

202-1M6-5DZ 208-240/3/60
ZB76K5E-TFC

1 38.6 239 4  9/10 hp 4 102.85 125
ZBD76K5E-TFC

202-1M6-8DZ 600/3/60
ZB76K5E-TFE

1 13.1 80 4  22/25 hp 1.5 35.48 45
ZBD76K5E-TFE

202-1M6-9DZ 480/3/60
ZB76K5E-TFD

1 18.6 125 4  22/25 hp 1.9 49.45 60
ZBD76K5E-TFD

302-1M6-5DZ 208-240/3/60
ZB114K5E-TWC

1
56.5 321

6  9/10 hp 4 147.23 200
ZBD114K5E-TFC 52.6 423

302-1M6-8DZ 600/3/60
ZB114K5E-TWE

1
20.8 132

6  22/25 hp 1.5 53.8 70
ZBD114K5E-TFE 18.8 145

302-1M6-9DZ 480/3/60
ZB114K5E-TFD

1 24.4 179 6  22/25 hp 1.9 66.3 90
ZBD114K5E-TFD

Electrical Table
MEDIUM TEMPERATURE R-407A
OMZ (122 TO 302) DUAL COMPRESSOR WITH ZIEHL-ABEGG MOTOR(S)

•	MCA: Minimum Circuit Ampacity
•	MOP: Maximum Over-current Protection
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Electrical Table MEDIUM TEMPERATURE R-448A - OMZ (061 TO 150) SINGLE COMPRESSOR

MODEL VOLTAGE
COMPRESSOR CONDENSER FAN MOTOR

MCA MOP
AWEF at 

25 °F
MODEL QTY RLA LRA QTY HP FLA

061-1MA-5 208-240/3/60 ZB48KCE-TF5 1 21.2 164 2  1/2 HP 4 33.43 50 9.75

061-1MA-8 600/3/60 ZB48KCE-TFE 1 8.6 78 2  1/2 HP 1.3 13 20 9.75

061-1MA-9 480/3/60 ZB48KCE-TFD 1 11.2 100 2  1/2 HP 1.7 16.94 25 9.34

065-1MA-5 208-240/3/60 ZB58K5E-TFC 1 30.8 195 2  1/2 HP 4 45.43 70 9.12

065-1MA-8 600/3/60 ZB58K5E-TFE 1 12.2 80 2  1/2 HP 1.3 17.5 25 9.12

065-1MA-9 480/3/60 ZB58K5E-TFD 1 16 95 2  1/2 HP 1.7 22.94 35 9.12

080-1MA-5 208-240/3/60 ZB66K5E-TFC 1 35.3 225 2  1/2 HP 4 51.06 80 9.24

080-1MA-8 600/3/60 ZB66K5E-TFE 1 12.8 80 2  1/2 HP 1.3 18.25 30 9.24

080-1MA-9 480/3/60 ZB66K5E-TFD 1 15.4 114 2  1/2 HP 1.7 22.19 35 9.24

100-1MA-5 208-240/3/60 ZB76K5E-TFC 1 38.6 239 2  1/2 HP 4 55.18 90 9.15

100-1MA-8 600/3/60 ZB76K5E-TFE 1 13.1 80 2  1/2 HP 1.3 18.63 30 9.15

100-1MA-9 480/3/60 ZB76K5E-TFD 1 18.6 125 2  1/2 HP 1.7 26.19 40 9.15

120-1MA-5 208-240/3/60 ZB95K5E-TWC 1 47.4 298 2  1/2 HP 4 66.18 110 9.24

120-1MA-8 600/3/60 ZB95K5E-TFE 1 18.7 123 2  1/2 HP 1.3 25.63 40 9.24

120-1MA-9 480/3/60 ZB95K5E-TFD 1 21.8 150 2  1/2 HP 1.7 30.19 50 9.24

150-1MA-5 208-240/3/60 ZB114K5E-TWC 1 56.5 321 3  1/2 HP 4 77.56 125 9.17

150-1MA-8 600/3/60 ZB114K5E-TWE 1 20.8 132 3  1/2 HP 1.3 28.25 45 9.17

150-1MA-9 480/3/60 ZB114K5E-TFD 1 24.4 179 3  1/2 HP 1.7 33.44 50 9.17

DIGITAL COMPRESSOR

065-1MA-5D 208-240/3/60 ZBD57KCE-TF5 1 31.9 224 2  1/2 HP 4 46.81 70 9.32

065-1MA-8D 600/3/60 ZBD57KCE-TFE 1 10.4 82.4 2  1/2 HP 1.3 15.25 25 9.32

065-1MA-9D 480/3/60 ZBD57KCE-TFD 1 13.7 99 2  1/2 HP 1.7 20.07 30 9.32

100-1MA-5D 208-240/3/60 ZBD76K5E-TFC 1 38.6 239 2  1/2 HP 4 55.18 90 8.94

100-1MA-8D 600/3/60 ZBD76K5E-TFE 1 13.1 80 2  1/2 HP 1.3 18.63 30 8.94

100-1MA-9D 480/3/60 ZBD76K5E-TFD 1 18.6 125 2  1/2 HP 1.7 26.19 40 8.94

150-1MA-5D 208-240/3/60 ZBD114K5E-TFC 1 52.6 423 3  1/2 HP 4 72.68 125 9.51

150-1MA-8D 600/3/60 ZBD114K5E-TFE 1 18.8 145 3  1/2 HP 1.3 25.75 40 9.51

150-1MA-9D 480/3/60 ZBD114K5E-TFD 1 24.4 179 3  1/2 HP 1.7 33.44 50 9.51

•	MCA: Minimum Circuit Ampacity
•	MOP: Maximum Over-current Protection
•	AWEF: Annual Walk-In Energy Factor
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Electrical Table MEDIUM TEMPERATURE R-448A - OMZ (122 TO 302) DUAL COMPRESSOR

MODEL VOLTAGE
COMPRESSOR CONDENSER FAN MOTOR

MCA MOP
MODEL QTY RLA LRA QTY HP FLA

122-1MA-5 208-240/3/60 ZB48KCE-TF5 2 21.2 164 4  1/2 HP 4 61.56 80

122-1MA-8 600/3/60 ZB48KCE-TFE 2 8.6 78 4  1/2 HP 1.3 23.85 30

122-1MA-9 480/3/60 ZB48KCE-TFD 2 11.2 100 4  1/2 HP 1.7 31.09 40

132-1MA-5 208-240/3/60 ZB58K5E-TFC 2 30.8 195 4  1/2 HP 4 83.16 110

132-1MA-8 600/3/60 ZB58K5E-TFE 2 12.2 80 4  1/2 HP 1.3 31.95 40

132-1MA-9 480/3/60 ZB58K5E-TFD 2 16 95 4  1/2 HP 1.7 41.89 50

162-1MA-5 208-240/3/60 ZB66K5E-TFC 2 35.3 225 4  1/2 HP 4 93.29 125

162-1MA-8 600/3/60 ZB66K5E-TFE 2 12.8 80 4  1/2 HP 1.3 33.3 45

162-1MA-9 480/3/60 ZB66K5E-TFD 2 15.4 114 4  1/2 HP 1.7 40.54 50

202-1MA-5 208-240/3/60 ZB76K5E-TFC 2 38.6 239 4  1/2 HP 4 100.71 125

202-1MA-8 600/3/60 ZB76K5E-TFE 2 13.1 80 4  1/2 HP 1.3 33.98 45

202-1MA-9 480/3/60 ZB76K5E-TFD 2 18.6 125 4  1/2 HP 1.7 47.74 60

242-1MA-5 208-240/3/60 ZB95K5E-TWC 2 47.4 298 4  1/2 HP 4 120.51 150

242-1MA-8 600/3/60 ZB95K5E-TFE 2 18.7 123 4  1/2 HP 1.3 46.58 60

242-1MA-9 480/3/60 ZB95K5E-TFD 2 21.8 150 4  1/2 HP 1.7 54.94 70

302-1MA-5 208-240/3/60 ZB114K5E-TWC 2 56.5 321 6  1/2 HP 4 140.99 175

302-1MA-8 600/3/60 ZB114K5E-TWE 2 20.8 132 6  1/2 HP 1.3 51.3 70

302-1MA-9 480/3/60 ZB114K5E-TFD 2 24.4 179 6  1/2 HP 1.7 60.79 80

DIGITAL COMPRESSOR

132-1MA-5D 208-240/3/60
ZB58K5E-TFC

1
30.8 195

4  1/2 HP 4 84.54 110
ZBD57KCE-TF5 31.9 224

132-1MA-8D 600/3/60
ZB58K5E-TFE

1
12.2 80

4  1/2 HP 1.3 30.15 40
ZBD57KCE-TFE 10.4 82.4

132-1MA-9D 480/3/60
ZB58K5E-TFD

1
16 95

4  1/2 HP 1.7 39.59 50
ZBD57KCE-TFD 13.7 99

202-1MA-5D 208-240/3/60
ZB76K5E-TFC

1 38.6 239 4  1/2 HP 4 100.71 125
ZBD76K5E-TFC

202-1MA-8D 600/3/60
ZB76K5E-TFE

1 13.1 80 4  1/2 HP 1.3 33.98 45
ZBD76K5E-TFE

202-1MA-9D 480/3/60
ZB76K5E-TFD

1 18.6 125 4  1/2 HP 1.7 47.74 60
ZBD76K5E-TFD

302-1MA-5D 208-240/3/60
ZB114K5E-TWC

1
56.5 321

6  1/2 HP 4 137.09 175
ZBD114K5E-TFC 52.6 423

302-1MA-8D 600/3/60
ZB114K5E-TWE

1
20.8 132

6  1/2 HP 1.3 49.3 70
ZBD114K5E-TFE 18.8 145

302-1MA-9D 480/3/60
ZB114K5E-TFD

1 24.4 179 6  1/2 HP 1.7 60.79 80
ZBD114K5E-TFD

•	MCA: Minimum Circuit Ampacity
•	MOP: Maximum Over-current Protection
•	AWEF: Annual Walk-In Energy Factor
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Electrical Table
MEDIUM TEMPERATURE R-448A
OMZ (061 TO 150) SINGLE COMPRESSOR WITH ZIEHL-ABEGG MOTOR(S)

MODEL VOLTAGE
COMPRESSOR CONDENSER FAN MOTOR

MCA MOP
MODEL QTY RLA LRA QTY HP FLA

061-1MA-5Z 208-240/3/60 ZB48KCE-TF5 1 21.2 164 2  9/10 HP 4 34.5 50

061-1MA-8Z 600/3/60 ZB48KCE-TFE 1 8.6 78 2  22/25 HP 1.5 13.75 20

061-1MA-9Z 480/3/60 ZB48KCE-TFD 1 11.2 100 2  22/25 HP 1.9 17.8 25

065-1MA-5Z 208-240/3/60 ZB58K5E-TFC 1 30.8 195 2  9/10 HP 4 46.5 70

065-1MA-8Z 600/3/60 ZB58K5E-TFE 1 12.2 80 2  22/25 HP 1.5 18.25 30

065-1MA-9Z 480/3/60 ZB58K5E-TFD 1 16 95 2  22/25 HP 1.9 23.8 35

080-1MA-5Z 208-240/3/60 ZB66K5E-TFC 1 35.3 225 2  9/10 HP 4 52.13 80

080-1MA-8Z 600/3/60 ZB66K5E-TFE 1 12.8 80 2  22/25 HP 1.5 19 30

080-1MA-9Z 480/3/60 ZB66K5E-TFD 1 15.4 114 2  22/25 HP 1.9 23.05 35

100-1MA-5Z 208-240/3/60 ZB76K5E-TFC 1 38.6 239 2  9/10 HP 4 56.25 90

100-1MA-8Z 600/3/60 ZB76K5E-TFE 1 13.1 80 2  22/25 HP 1.5 19.38 30

100-1MA-9Z 480/3/60 ZB76K5E-TFD 1 18.6 125 2  22/25 HP 1.9 27.05 45

120-1MA-5Z 208-240/3/60 ZB95K5E-TWC 1 47.4 298 2  9/10 HP 4 67.25 110

120-1MA-8Z 600/3/60 ZB95K5E-TFE 1 18.7 123 2  22/25 HP 1.5 26.38 45

120-1MA-9Z 480/3/60 ZB95K5E-TFD 1 21.8 150 2  22/25 HP 1.9 31.05 50

150-1MA-5Z 208-240/3/60 ZB114K5E-TWC 1 56.5 321 3  9/10 HP 4 82.63 125

150-1MA-8Z 600/3/60 ZB114K5E-TWE 1 20.8 132 3  22/25 HP 1.5 30.5 50

150-1MA-9Z 480/3/60 ZB114K5E-TFD 1 24.4 179 3  22/25 HP 1.9 36.2 60

DIGITAL COMPRESSOR

065-1MA-5DZ 208-240/3/60 ZBD57KCE-TF5 1  9/10 hp 4 47.88 70 8.79 47.88 70

065-1MA-8DZ 600/3/60 ZBD57KCE-TFE 1  22/25 hp 1.5 16 25 8.79 16 25

065-1MA-9DZ 480/3/60 ZBD57KCE-TFD 1  22/25 hp 1.9 20.93 30 8.79 20.93 30

100-1MA-5DZ 208-240/3/60 ZBD76K5E-TFC 1  9/10 hp 4 56.25 90 8.59 56.25 90

100-1MA-8DZ 600/3/60 ZBD76K5E-TFE 1  22/25 hp 1.5 19.38 30 8.59 19.38 30

100-1MA-9DZ 480/3/60 ZBD76K5E-TFD 1  22/25 hp 1.9 27.05 45 8.59 27.05 45

150-1MA-5DZ 208-240/3/60 ZBD114K5E-TFC 1  9/10 hp 4 77.75 125 9.25 77.75 125

150-1MA-8DZ 600/3/60 ZBD114K5E-TFE 1  22/25 hp 1.5 28 45 9.25 28 45

150-1MA-9DZ 480/3/60 ZBD114K5E-TFD 1  22/25 hp 1.9 36.2 60 9.25 36.2 60

•	MCA: Minimum Circuit Ampacity
•	MOP: Maximum Over-current Protection
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MODEL VOLTAGE
COMPRESSOR CONDENSER FAN MOTOR

MCA MOP
MODEL QTY RLA LRA QTY HP FLA

122-1MA-5Z 208-240/3/60 ZB48KCE-TF5 2 21.2 164 4  9/10 HP 4 63.7 80

122-1MA-8Z 600/3/60 ZB48KCE-TFE 2 8.6 78 4  22/25 HP 1.5 25.35 30

122-1MA-9Z 480/3/60 ZB48KCE-TFD 2 11.2 100 4  22/25 HP 1.9 32.8 40

132-1MA-5Z 208-240/3/60 ZB58K5E-TFC 2 30.8 195 4  9/10 HP 4 85.3 110

132-1MA-8Z 600/3/60 ZB58K5E-TFE 2 12.2 80 4  22/25 HP 1.5 33.45 45

132-1MA-9Z 480/3/60 ZB58K5E-TFD 2 16 95 4  22/25 HP 1.9 43.6 50

162-1MA-5Z 208-240/3/60 ZB66K5E-TFC 2 35.3 225 4  9/10 HP 4 95.43 125

162-1MA-8Z 600/3/60 ZB66K5E-TFE 2 12.8 80 4  22/25 HP 1.5 34.8 45

162-1MA-9Z 480/3/60 ZB66K5E-TFD 2 15.4 114 4  22/25 HP 1.9 42.25 50

202-1MA-5Z 208-240/3/60 ZB76K5E-TFC 2 38.6 239 4  9/10 HP 4 102.85 125

202-1MA-8Z 600/3/60 ZB76K5E-TFE 2 13.1 80 4  22/25 HP 1.5 35.48 45

202-1MA-9Z 480/3/60 ZB76K5E-TFD 2 18.6 125 4  22/25 HP 1.9 49.45 60

242-1MA-5Z 208-240/3/60 ZB95K5E-TWC 2 47.4 298 4  9/10 HP 4 122.65 150

242-1MA-8Z 600/3/60 ZB95K5E-TFE 2 18.7 123 4  22/25 HP 1.5 48.08 60

242-1MA-9Z 480/3/60 ZB95K5E-TFD 2 21.8 150 4  22/25 HP 1.9 56.65 70

302-1MA-5Z 208-240/3/60 ZB114K5E-TWC 2 56.5 321 6  9/10 HP 4 151.13 200

302-1MA-8Z 600/3/60 ZB114K5E-TWE 2 20.8 132 6  22/25 HP 1.5 55.8 70

302-1MA-9Z 480/3/60 ZB114K5E-TFD 2 24.4 179 6  22/25 HP 1.9 66.3 90

DIGITAL COMPRESSOR

132-1MA-5DZ 208-240/3/60
ZB58K5E-TFC

1
30.8 195

4  9/10 HP 4 86.68 110
ZBD57KCE-TF5 31.9 224

132-1MA-8DZ 600/3/60
ZB58K5E-TFE

1
12.2 80

4  22/25 HP 1.5 31.65 40
ZBD57KCE-TFE 10.4 82.4

132-1MA-9DZ 480/3/60
ZB58K5E-TFD

1
16 95

4  22/25 HP 1.9 41.3 50
ZBD57KCE-TFD 13.7 99

202-1MA-5DZ 208-240/3/60
ZB76K5E-TFC

1 38.6 239 4  9/10 HP 4 102.85 125
ZBD76K5E-TFC

202-1MA-8DZ 600/3/60
ZB76K5E-TFE

1 13.1 80 4  22/25 HP 1.5 35.48 45
ZBD76K5E-TFE

202-1MA-9DZ 480/3/60
ZB76K5E-TFD

1 18.6 125 4  22/25 HP 1.9 49.45 60
ZBD76K5E-TFD

302-1MA-5DZ 208-240/3/60
ZB114K5E-TWC

1
56.5 321

6  9/10 HP 4 147.23 200
ZBD114K5E-TFC 52.6 423

302-1MA-8DZ 600/3/60
ZB114K5E-TWE

1
20.8 132

6  22/25 HP 1.5 53.8 70
ZBD114K5E-TFE 18.8 145

302-1MA-9DZ 480/3/60
ZB114K5E-TFD

1 24.4 179 6  22/25 HP 1.9 66.3 90
ZBD114K5E-TFD

Electrical Table
MEDIUM TEMPERATURE R-448A
OMZ (122 TO 302) DUAL COMPRESSOR WITH ZIEHL-ABEGG MOTOR(S)

•	MCA: Minimum Circuit Ampacity
•	MOP: Maximum Over-current Protection
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Electrical Table LOW TEMPERATURE R-404A - OMZ (075 TO 100) SINGLE COMPRESSOR

MODEL VOLTAGE
COMPRESSOR CONDENSER FAN MOTOR

MCA MOP
AWEF at 

25 °F
MODEL QTY RLA LRA QTY HP FLA

075-1L4-5 208-240/3/60 ZF34K5E-TFC 1 33.3 239 2  1/2 HP 4 48.56 80 9.31

075-1L4-8 600/3/60 ZF34K5E-TFE 1 12.8 100 2  1/2 HP 1.3 18.25 30 9.31

075-1L4-9 480/3/60 ZF34K5E-TFD 1 16 100 2  1/2 HP 1.7 22.94 35 9.31

090-1L4-5 208-240/3/60 ZF41K5E-TFC 1 37.8 248 2  1/2 HP 4 54.18 90 9.31

090-1L4-8 600/3/60 ZF41K5E-TFE 1 14 100 2  1/2 HP 1.3 19.75 30 9.31

090-1L4-9 480/3/60 ZF41K5E-TFD 1 17.3 125 2  1/2 HP 1.7 24.57 40 9.31

100-1L4-5 208-240/3/60 ZF49K5E-TFC 1 45.5 338.7 2  1/2 HP 4 63.81 100 9.31

100-1L4-8 600/3/60 ZF49K5E-TFE 1 16.4 123 2  1/2 HP 1.3 22.75 35 9.31

100-1L4-9 480/3/60 ZF49K5E-TFD 1 18.1 139 2  1/2 HP 1.7 25.57 40 9.31

DIGITAL COMPRESSOR

090-1L4-5D 208-240/3/60 ZFD41K5E-TFC 1 37.8 248 2  1/2 HP 4 54.18 90 9.31

090-1L4-8D 600/3/60 ZFD41K5E-TFE 1 14 100 2  1/2 HP 1.3 19.75 30 9.31

090-1L4-9D 480/3/60 ZFD41K5E-TFD 1 17.3 125 2  1/2 HP 1.7 24.57 40 9.31

MODEL VOLTAGE
COMPRESSOR CONDENSER FAN MOTOR

MCA MOP
MODEL QTY RLA LRA QTY HP FLA

152-1L4-5 208-240/3/60 ZF34K5E-TFC 2 33.3 239 4  1/2 HP 4 88.79 110

152-1L4-8 600/3/60 ZF34K5E-TFE 2 12.8 100 4  1/2 HP 1.3 33.3 45

152-1L4-9 480/3/60 ZF34K5E-TFD 2 16 100 4  1/2 HP 1.7 41.89 50

182-1L4-5 208-240/3/60 ZF41K5E-TFC 2 37.8 248 4  1/2 HP 4 98.91 125

182-1L4-8 600/3/60 ZF41K5E-TFE 2 14 100 4  1/2 HP 1.3 36 50

182-1L4-9 480/3/60 ZF41K5E-TFD 2 17.3 125 4  1/2 HP 1.7 44.82 60

202-1L4-5 208-240/3/60 ZF49K5E-TFC 2 45.5 338.7 4  1/2 HP 4 116.24 150

202-1L4-8 600/3/60 ZF49K5E-TFE 2 16.4 123 4  1/2 HP 1.3 41.4 50

202-1L4-9 480/3/60 ZF49K5E-TFD 2 18.1 139 4  1/2 HP 1.7 46.62 60

DIGITAL COMPRESSOR

182-1L4-5D 208-240/3/60
ZF41K5E-TFC

1 37.8 248 4  1/2 HP 4 98.91 125
ZFD41K5E-TFC

182-1L4-8D 600/3/60
ZF41K5E-TFE

1 14 100 4  1/2 HP 1.3 36 50
ZFD41K5E-TFE

182-1L4-9D 480/3/60
ZF41K5E-TFD

1 17.3 125 4  1/2 HP 1.7 44.82 60
ZFD41K5E-TFD

•	MCA: Minimum Circuit Ampacity
•	MOP: Maximum Over-current Protection
•	AWEF: Annual Walk-In Energy Factor

Electrical Table LOW TEMPERATURE R-404A - OMZ (152 TO 202) DUAL COMPRESSOR

•	MCA: Minimum Circuit Ampacity
•	MOP: Maximum Over-current Protection
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MODEL VOLTAGE
COMPRESSOR CONDENSER FAN MOTOR

MCA MOP
MODEL QTY RLA LRA QTY HP FLA

075-1L4-5Z 208-240/3/60 ZF34K5E-TFC 1 33.3 239 2  9/10 HP 4 49.63 80

075-1L4-8Z 600/3/60 ZF34K5E-TFE 1 12.8 100 2  22/25 HP 1.5 19 30

075-1L4-9Z 480/3/60 ZF34K5E-TFD 1 16 100 2  22/25 HP 1.9 23.8 35

090-1L4-5Z 208-240/3/60 ZF41K5E-TFC 1 37.8 248 2  9/10 HP 4 55.25 90

090-1L4-8Z 600/3/60 ZF41K5E-TFE 1 14 100 2  22/25 HP 1.5 20.5 30

090-1L4-9Z 480/3/60 ZF41K5E-TFD 1 17.3 125 2  22/25 HP 1.9 25.43 40

100-1L4-5Z 208-240/3/60 ZF49K5E-TFC 1 45.5 338.7 2  9/10 HP 4 64.88 110

100-1L4-8Z 600/3/60 ZF49K5E-TFE 1 16.4 123 2  22/25 HP 1.5 23.5 35

100-1L4-9Z 480/3/60 ZF49K5E-TFD 1 18.1 139 2  22/25 HP 1.9 26.43 40

DIGITAL COMPRESSOR

090-1L4-5DZ 208-240/3/60 ZFD41K5E-TFC 1 37.8 248 2  9/10 HP 4 55.25 90

090-1L4-8DZ 600/3/60 ZFD41K5E-TFE 1 14 100 2  22/25 HP 1.5 20.5 30

090-1L4-9DZ 480/3/60 ZFD41K5E-TFD 1 17.3 125 2  22/25 HP 1.9 25.43 40

MODEL VOLTAGE
COMPRESSOR CONDENSER FAN MOTOR

MCA MOP
MODEL QTY RLA LRA QTY HP FLA

152-1L4-5Z 208-240/3/60 ZF34K5E-TFC 2 33.3 239 4  9/10 HP 4 90.93 110

152-1L4-8Z 600/3/60 ZF34K5E-TFE 2 12.8 100 4  22/25 HP 1.5 34.8 45

152-1L4-9Z 480/3/60 ZF34K5E-TFD 2 16 100 4  22/25 HP 1.9 43.6 50

182-1L4-5Z 208-240/3/60 ZF41K5E-TFC 2 37.8 248 4  9/10 HP 4 101.05 125

182-1L4-8Z 600/3/60 ZF41K5E-TFE 2 14 100 4  22/25 HP 1.5 37.5 50

182-1L4-9Z 480/3/60 ZF41K5E-TFD 2 17.3 125 4  22/25 HP 1.9 46.53 60

202-1L4-5Z 208-240/3/60 ZF49K5E-TFC 2 45.5 338.7 4  9/10 HP 4 118.38 150

202-1L4-8Z 600/3/60 ZF49K5E-TFE 2 16.4 123 4  22/25 HP 1.5 42.9 50

202-1L4-9Z 480/3/60 ZF49K5E-TFD 2 18.1 139 4  22/25 HP 1.9 48.33 60

DIGITAL COMPRESSOR

182-1L4-5DZ 208-240/3/60
ZF41K5E-TFC

1 37.8 248 4  9/10 HP 4 101.05 125
ZFD41K5E-TFC

182-1L4-8DZ 600/3/60
ZF41K5E-TFE

1 14 100 4  22/25 HP 1.5 37.5 50
ZFD41K5E-TFE

182-1L4-9DZ 480/3/60
ZF41K5E-TFD

1 17.3 125 4  22/25 HP 1.9 46.53 60
ZFD41K5E-TFD

•	MCA: Minimum Circuit Ampacity
•	MOP: Maximum Over-current Protection
•	AWEF: Annual Walk-In Energy Factor

•	MCA: Minimum Circuit Ampacity
•	MOP: Maximum Over-current Protection
•	AWEF: Annual Walk-In Energy Factor

Electrical Table
LOW TEMPERATURE R-404A
OMZ (075 TO 100) SINGLE COMPRESSOR WITH ZIEHL-ABEGG MOTOR(S)

Electrical Table
LOW TEMPERATURE R-404A
OMZ (152 TO 202) DUAL COMPRESSOR WITH ZIEHL-ABEGG MOTOR(S)
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MODEL VOLTAGE
COMPRESSOR CONDENSER FAN MOTOR

MCA MOP
MODEL QTY RLA LRA QTY HP FLA

152-1L6-5 208-240/3/60 ZF34K5E-TFC 2 29.5 239 4  1/2 HP 4 80.24 100

152-1L6-8 600/3/60 ZF34K5E-TFE 2 12.8 100 4  1/2 HP 1.3 33.3 45

152-1L6-9 480/3/60 ZF34K5E-TFD 2 14.7 100 4  1/2 HP 1.7 38.97 50

182-1L6-5 208-240/3/60 ZF41K5E-TFC 2 35.3 248 4  1/2 HP 4 93.29 125

182-1L6-8 600/3/60 ZF41K5E-TFE 2 14 100 4  1/2 HP 1.3 36 50

182-1L6-9 480/3/60 ZF41K5E-TFD 2 16 125 4  1/2 HP 1.7 41.89 50

202-1L6-5 208-240/3/60 ZF49K5E-TFC 2 45.5 338.7 4  1/2 HP 4 116.24 150

202-1L6-8 600/3/60 ZF49K5E-TFE 2 16.4 123 4  1/2 HP 1.3 41.4 50

202-1L6-9 480/3/60 ZF49K5E-TFD 2 17.9 139 4  1/2 HP 1.7 46.17 60

DIGITAL COMPRESSOR

182-1L6-5D 208-240/3/60
ZF41K5E-TFC

1 35.3 248 4  1/2 HP 4 93.29 125
ZFD41K5E-TFC

182-1L6-8D 600/3/60
ZF41K5E-TFE

1 14 100 4  1/2 HP 1.3 36 50
ZFD41K5E-TFE

182-1L6-9D 480/3/60
ZF41K5E-TFD

1 16 125 4  1/2 HP 1.7 41.89 50
ZFD41K5E-TFD

Electrical Table LOW TEMPERATURE R-404A - OMZ (152 TO 202) DUAL COMPRESSOR

•	MCA: Minimum Circuit Ampacity
•	MOP: Maximum Over-current Protection

Electrical Table LOW TEMPERATURE R-407A - OMZ (075 TO 100) SINGLE COMPRESSOR

MODEL VOLTAGE
COMPRESSOR CONDENSER FAN MOTOR

MCA MOP
AWEF at 

25 °F
MODEL QTY RLA LRA QTY HP FLA

075-1L6-5 208-240/3/60 ZF34K5E-TFC 1 29.5 239 2  1/2 HP 4 43.81 70 10.42

075-1L6-8 600/3/60 ZF34K5E-TFE 1 12.8 100 2  1/2 HP 1.3 18.25 30 10.42

075-1L6-9 480/3/60 ZF34K5E-TFD 1 14.7 100 2  1/2 HP 1.7 21.32 35 10.42

090-1L6-5 208-240/3/60 ZF41K5E-TFC 1 35.3 248 2  1/2 HP 4 51.06 80 10.26

090-1L6-8 600/3/60 ZF41K5E-TFE 1 14 100 2  1/2 HP 1.3 19.75 30 10.26

090-1L6-9 480/3/60 ZF41K5E-TFD 1 16 125 2  1/2 HP 1.7 22.94 35 10.26

100-1L6-5 208-240/3/60 ZF49K5E-TFC 1 45.5 338.7 2  1/2 HP 4 63.81 100 10.18

100-1L6-8 600/3/60 ZF49K5E-TFE 1 16.4 123 2  1/2 HP 1.3 22.75 35 10.18

100-1L6-9 480/3/60 ZF49K5E-TFD 1 17.9 139 2  1/2 HP 1.7 25.32 40 10.18

DIGITAL COMPRESSOR

090-1L6-5D 208-240/3/60 ZFD41K5E-TFC 1 35.3 248 2  1/2 HP 4 51.06 80 10.26

090-1L6-8D 600/3/60 ZFD41K5E-TFE 1 14 100 2  1/2 HP 1.3 19.75 30 10.26

090-1L6-9D 480/3/60 ZFD41K5E-TFD 1 16 125 2  1/2 HP 1.7 22.94 35 10.26

•	MCA: Minimum Circuit Ampacity
•	MOP: Maximum Over-current Protection
•	AWEF: Annual Walk-In Energy Factor



R

66

•	MCA: Minimum Circuit Ampacity
•	MOP: Maximum Over-current Protection
•	AWEF: Annual Walk-In Energy Factor

•	MCA: Minimum Circuit Ampacity
•	MOP: Maximum Over-current Protection

MODEL VOLTAGE
COMPRESSOR CONDENSER FAN MOTOR

MCA MOP
MODEL QTY RLA LRA QTY HP FLA

075-1L6-5Z 208-240/3/60 ZF34K5E-TFC 1 29.5 239 2  9/10 HP 4 44.88 70

075-1L6-8Z 600/3/60 ZF34K5E-TFE 1 12.8 100 2  22/25 HP 1.5 19 30

075-1L6-9Z 480/3/60 ZF34K5E-TFD 1 14.7 100 2  22/25 HP 1.9 22.18 35

090-1L6-5Z 208-240/3/60 ZF41K5E-TFC 1 35.3 248 2  9/10 HP 4 52.13 80

090-1L6-8Z 600/3/60 ZF41K5E-TFE 1 14 100 2  22/25 HP 1.5 20.5 30

090-1L6-9Z 480/3/60 ZF41K5E-TFD 1 16 125 2  22/25 HP 1.9 23.8 35

100-1L6-5Z 208-240/3/60 ZF49K5E-TFC 1 45.5 338.7 2  9/10 HP 4 64.88 110

100-1L6-8Z 600/3/60 ZF49K5E-TFE 1 16.4 123 2  22/25 HP 1.5 23.5 35

100-1L6-9Z 480/3/60 ZF49K5E-TFD 1 17.9 139 2  22/25 HP 1.9 26.18 40

DIGITAL COMPRESSOR

090-1L6-5DZ 208-240/3/60 ZFD41K5E-TFC 1 35.3 248 2  9/10 HP 4 52.13 80

090-1L6-8DZ 600/3/60 ZFD41K5E-TFE 1 14 100 2  22/25 HP 1.5 20.5 30

090-1L6-9DZ 480/3/60 ZFD41K5E-TFD 1 16 125 2  22/25 HP 1.9 23.8 35

MODEL VOLTAGE
COMPRESSOR CONDENSER FAN MOTOR

MCA MOP
MODEL QTY RLA LRA QTY HP FLA

152-1L6-5Z 208-240/3/60 ZF34K5E-TFC 2 29.5 239 4  9/10 HP 4 82.38 110

152-1L6-8Z 600/3/60 ZF34K5E-TFE 2 12.8 100 4  22/25 HP 1.5 34.8 45

152-1L6-9Z 480/3/60 ZF34K5E-TFD 2 14.7 100 4  22/25 HP 1.9 40.68 50

182-1L6-5Z 208-240/3/60 ZF41K5E-TFC 2 35.3 248 4  9/10 HP 4 95.43 125

182-1L6-8Z 600/3/60 ZF41K5E-TFE 2 14 100 4  22/25 HP 1.5 37.5 50

182-1L6-9Z 480/3/60 ZF41K5E-TFD 2 16 125 4  22/25 HP 1.9 43.6 50

202-1L6-5Z 208-240/3/60 ZF49K5E-TFC 2 45.5 338.7 4  9/10 HP 4 118.38 150

202-1L6-8Z 600/3/60 ZF49K5E-TFE 2 16.4 123 4  22/25 HP 1.5 42.9 50

202-1L6-9Z 480/3/60 ZF49K5E-TFD 2 17.9 139 4  22/25 HP 1.9 47.88 60

DIGITAL COMPRESSOR

182-1L6-5DZ 208-240/3/60 ZF41K5E-TFC 1 35.3 248 4  9/10 HP 4 95.43 125

182-1L6-5DZ 208-240/3/60 ZFD41K5E-TFC 1 35.3 248 4  9/10 HP 4 95.43 125

182-1L6-8DZ 600/3/60 ZF41K5E-TFE 1 14 100 4  22/25 HP 1.5 37.5 50

182-1L6-8DZ 600/3/60 ZFD41K5E-TFE 1 14 100 4  22/25 HP 1.5 37.5 50

182-1L6-9DZ 480/3/60 ZF41K5E-TFD 1 16 125 4  22/25 HP 1.9 43.6 50

182-1L6-9DZ 480/3/60 ZFD41K5E-TFD 1 16 125 4  22/25 HP 1.9 43.6 50

Electrical Table
LOW TEMPERATURE R-407A
OMZ (075 TO 100) SINGLE COMPRESSOR WITH ZIEHL-ABEGG MOTOR(S)

Electrical Table
LOW TEMPERATURE R-407A
OMZ (152 TO 202) SINGLE COMPRESSOR WITH ZIEHL-ABEGG MOTOR(S)
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Electrical Table LOW TEMPERATURE R-448A - OMZ (075 TO 100) SINGLE COMPRESSOR

Electrical Table LOW TEMPERATURE R-448A - OMZ (152 TO 202) DUAL COMPRESSOR

MODEL VOLTAGE
COMPRESSOR CONDENSER FAN MOTOR

MCA MOP
AWEF at 

25 °F
MODEL QTY RLA LRA QTY HP FLA

075-1LA-5 208-240/3/60 ZF34K5E-TFC 1 33.3 239 2  1/2 HP 4 48.56 80 8.47

075-1LA-8 600/3/60 ZF34K5E-TFE 1 12.8 100 2  1/2 HP 1.3 18.25 30 8.47

075-1LA-9 480/3/60 ZF34K5E-TFD 1 16 100 2  1/2 HP 1.7 22.94 35 8.47

090-1LA-5 208-240/3/60 ZF41K5E-TFC 1 35.3 248 2  1/2 HP 4 51.06 80 8.48

090-1LA-8 600/3/60 ZF41K5E-TFE 1 14 100 2  1/2 HP 1.3 19.75 30 8.48

090-1LA-9 480/3/60 ZF41K5E-TFD 1 16 125 2  1/2 HP 1.7 22.94 35 8.48

100-1LA-5 208-240/3/60 ZF49K5E-TFC 1 45.5 338.7 2  1/2 HP 4 63.81 100 8.47

100-1LA-8 600/3/60 ZF49K5E-TFE 1 17.9 139 2  1/2 HP 1.3 24.63 40 8.47

100-1LA-9 480/3/60 ZF49K5E-TFD 1 16.4 123 2  1/2 HP 1.7 23.44 35 8.47

DIGITAL COMPRESSOR

090-1LA-5D 208-240/3/60 ZFD41K5E-TFC 1 35.3 248 2  1/2 HP 4 51.06 80 8.48

090-1LA-8D 600/3/60 ZFD41K5E-TFE 1 14 100 2  1/2 HP 1.3 19.75 30 8.48

090-1LA-9D 480/3/60 ZFD41K5E-TFD 1 16 125 2  1/2 HP 1.7 22.94 35 8.48

MODEL VOLTAGE
COMPRESSOR CONDENSER FAN MOTOR

MCA MOP
MODEL QTY RLA LRA QTY HP FLA

152-1LA-5 208-240/3/60 ZF34K5E-TFC 2 33.3 239 4  1/2 HP 4 88.79 110

152-1LA-8 600/3/60 ZF34K5E-TFE 2 12.8 100 4  1/2 HP 1.3 33.3 45

152-1LA-9 480/3/60 ZF34K5E-TFD 2 16 100 4  1/2 HP 1.7 41.89 50

182-1LA-5 208-240/3/60 ZF41K5E-TFC 2 35.3 248 4  1/2 HP 4 93.29 125

182-1LA-8 600/3/60 ZF41K5E-TFE 2 14 100 4  1/2 HP 1.3 36 50

182-1LA-9 480/3/60 ZF41K5E-TFD 2 16 125 4  1/2 HP 1.7 41.89 50

202-1LA-5 208-240/3/60 ZF49K5E-TFC 2 45.5 338.7 4  1/2 HP 4 116.24 150

202-1LA-8 600/3/60 ZF49K5E-TFE 2 17.9 139 4  1/2 HP 1.3 44.78 60

202-1LA-9 480/3/60 ZF49K5E-TFD 2 16.4 123 4  1/2 HP 1.7 42.79 50

DIGITAL COMPRESSOR

182-1LA-5D 208-240/3/60
ZF41K5E-TFC

1 35.3 248 4  1/2 HP 4 93.29 125
ZFD41K5E-TFC

182-1LA-8D 600/3/60
ZF41K5E-TFE

1 14 100 4  1/2 HP 1.3 36 50
ZFD41K5E-TFE

182-1LA-9D 480/3/60
ZF41K5E-TFD

1 16 125 4  1/2 HP 1.7 41.89 50
ZFD41K5E-TFD

•	MCA: Minimum Circuit Ampacity
•	MOP: Maximum Over-current Protection
•	AWEF: Annual Walk-In Energy Factor

•	MCA: Minimum Circuit Ampacity
•	MOP: Maximum Over-current Protection
•	AWEF: Annual Walk-In Energy Factor
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MODEL VOLTAGE
COMPRESSOR CONDENSER FAN MOTOR

MCA MOP
MODEL QTY RLA LRA QTY HP FLA

075-1LA-5Z 208-240/3/60 ZF34K5E-TFC 1 33.3 239 2  9/10 HP 4 49.63 80

075-1LA-8Z 600/3/60 ZF34K5E-TFE 1 12.8 100 2  22/25 HP 1.5 19 30

075-1LA-9Z 480/3/60 ZF34K5E-TFD 1 16 100 2  22/25 HP 1.9 23.8 35

090-1LA-5Z 208-240/3/60 ZF41K5E-TFC 1 35.3 248 2  9/10 HP 4 52.13 80

090-1LA-8Z 600/3/60 ZF41K5E-TFE 1 14 100 2  22/25 HP 1.5 20.5 30

090-1LA-9Z 480/3/60 ZF41K5E-TFD 1 16 125 2  22/25 HP 1.9 23.8 35

100-1LA-5Z 208-240/3/60 ZF49K5E-TFC 1 45.5 338.7 2  9/10 HP 4 64.88 110

100-1LA-8Z 600/3/60 ZF49K5E-TFE 1 17.9 139 2  22/25 HP 1.5 25.38 40

100-1LA-9Z 480/3/60 ZF49K5E-TFD 1 16.4 123 2  22/25 HP 1.9 24.3 40

DIGITAL COMPRESSOR

090-1LA-5DZ 208-240/3/60 ZFD41K5E-TFC 1 35.3 248 2  9/10 HP 4 52.13 80

090-1LA-8DZ 600/3/60 ZFD41K5E-TFE 1 14 100 2  22/25 HP 1.5 20.5 30

090-1LA-9DZ 480/3/60 ZFD41K5E-TFD 1 16 125 2  22/25 HP 1.9 23.8 35

MODEL VOLTAGE
COMPRESSOR CONDENSER FAN MOTOR

MCA MOP
MODEL QTY RLA LRA QTY HP FLA

152-1LA-5Z 208-240/3/60 ZF34K5E-TFC 2 33.3 239 4  9/10 HP 4 90.93 110

152-1LA-8Z 600/3/60 ZF34K5E-TFE 2 12.8 100 4  22/25 HP 1.5 34.8 45

152-1LA-9Z 480/3/60 ZF34K5E-TFD 2 16 100 4  22/25 HP 1.9 43.6 50

182-1LA-5Z 208-240/3/60 ZF41K5E-TFC 2 35.3 248 4  9/10 HP 4 95.43 125

182-1LA-8Z 600/3/60 ZF41K5E-TFE 2 14 100 4  22/25 HP 1.5 37.5 50

182-1LA-9Z 480/3/60 ZF41K5E-TFD 2 16 125 4  22/25 HP 1.9 43.6 50

202-1LA-5Z 208-240/3/60 ZF49K5E-TFC 2 45.5 338.7 4  9/10 HP 4 118.38 150

202-1LA-8Z 600/3/60 ZF49K5E-TFE 2 17.9 139 4  22/25 HP 1.5 46.28 60

202-1LA-9Z 480/3/60 ZF49K5E-TFD 2 16.4 123 4  22/25 HP 1.9 44.5 60

DIGITAL COMPRESSOR

182-1LA-5DZ 208-240/3/60
ZF41K5E-TFC

1 35.3 248 4  9/10 HP 4 95.43 125
ZFD41K5E-TFC

182-1LA-8DZ 600/3/60
ZF41K5E-TFE

1 14 100 4  22/25 HP 1.5 37.5 50
ZFD41K5E-TFE

182-1LA-9DZ 480/3/60
ZF41K5E-TFD

1 16 125 4  22/25 HP 1.9 43.6 50
ZFD41K5E-TFD

•	MCA: Minimum Circuit Ampacity
•	MOP: Maximum Over-current Protection
•	AWEF: Annual Walk-In Energy Factor

•	MCA: Minimum Circuit Ampacity
•	MOP: Maximum Over-current Protection
•	AWEF: Annual Walk-In Energy Factor

Electrical Table
LOW TEMPERATURE R-448A
OMZ (075 TO 100) SINGLE COMPRESSOR WITH ZIEHL-ABEGG MOTOR(S)

Electrical Table
LOW TEMPERATURE R-448A
OMZ (152 TO 202) DUAL COMPRESSOR WITH ZIEHL-ABEGG MOTOR(S)
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HIGH-EFFICIENCY MOTORS

Unit Dimensions

OMZ

ONZ

FAN

ARRANGEMENT

UNIT DIMENSIONS (INCHES [MM])

A B

1X2 38 [965] 131 1/2 [3327]

1X3 38 [965] 171 1/2 [4343]

2X2 73 [1854] 131 1/2 [3327]

2X3 73 [1854] 171 1/2 [4343]

FAN

ARRANGEMENT

UNIT DIMENSIONS (INCHES [MM])

A B

1X2 48 [1219] 165 1/2 [4191]

1X3 48 [1219] 222 1/2 [5639]

2X2 93 [2362] 165 1/2 [4191]

2X3 93 [2362] 222 1/2 [5639]
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HIGH-EFFICIENCY MOTORS
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Typical Wiring Diagram

OMZ
600/3/60

L3

L2

L1

USE COPPER SUPPLY WIRES

M1

M2

C

RH : Receiver Heater

OSH: Oil Separator Heater

PFC: Pressure Fan Cycling Control

OPTION 

PFC 

OPTIONAL
DISCONNECT SWITCH
WITH FUSES (SHOWN)
OR NON FUSED

1C4

T
PDS

RT
S

1C

OSH

CH

RH

CT

1C5

240

600

1M

2M2

S

R

C

RC

R

C

2M1

1C2

1C3

1C1

S

P

"CLASS CC"
F 8A

F
MDA2

HP

R

F

L

LSV

PDB

"CLASS CC"
F 8A

RC350VA

1M2

1M1

2M

CSR

1R1

1R

#

2R1

2R

: Line Number

RC : Run Capacitor

: Terminal Block

PDS: Pump Down Switch

RT : Room Thermostat

LSV: Liquid Solenoid Valve

P  : Internal Protector

#C : Compressor Contactor

C  : Compressor

PDB: Power Distribution Block

#M : Condenser Fan Contactor

#R : Relay

LTFC: Liquid Temp. Fan Cycling

LP : Low Pressure Control

HP : High Pressure Control

CH : Crankcase Heater

CT : Control Transformer

M  : Fan Motor

F  : Fuse

BY OTHERS-----

5

12

HTR

HPLP

HTR

HTR

1 2

3

P

P

DCT: Discharge Termostat

4

CORESENSE
MODULE

M1

L1

M2

L2

D
8

9

CSR: Current Sensing Relay

DCT

#

7

LTFC

11

6

10

OPTION 
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ONZ
Typical Wiring Diagram

C

M1

M2

M3

600/3/60

L3

L2

L1

USE COPPER SUPPLY WIRES

1C4

1C5

R

F

CH

2M

PDB

P H

600

240

CT

LSV
T

RT
S

L1 1C

1M

500VA

1C3

1C2

1C1

P

F 8A

P

"CLASS CC"

1M1

1M3

1M2

MDA3
F

F 8A

P

"CLASS CC"

2M1

2M3

2M2

F 8A

P

3M1

3M3

3M2

3M

 

OPTIONAL

DISCONNECT SWITCH

WITH FUSES (SHOWN)

OR NON FUSED

OSH

RH

#

PDS

3

6

1 2

4

HP1 LP1
7 8

TO CORESENSE

M2M1

CORESENSE

MODULE

T2T1

L1 L2 L3

FROM

COMPRESSOR

DCT

5

10

LTFC1

LTFC2

HTR

HTR

HTR

LP : Low Pressure Control

HP : High Pressure Control

CH : Crankcase Heater

CT : Control Transformer

M  : Fan Motor

F  : Fuse

BY OTHERS-----

DCT: Discharge Termostat

#
9

: Line Number

: Terminal Block

PDS: Pump Down Switch

RT : Room Thermostat

LSV: Liquid Solenoid Valve

P  : Internal Protector

#C : Compressor Contactor

C  : Compressor

PDB: Power Distribution Block

#M : Condenser Fan Contactor

LTFC: Liquid Temp. Fan Cycling

OPTION 

OPTION 

PFC 

RH : Receiver Heater

OSH: Oil Separator Heater

PFC: Pressure Fan Cycling Control
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