
LOW GWP AND CO2 COMPATIBLE

AWEF
REGISTERED

RefPlus’® EM, EJ, LM, LJ and DJ Series are medium-size, light-industrial evaporators that can be installed in medium or 
large walk-in cold rooms and freezers. They are ideal for supermarkets, refrigerated warehouses, food service & restaurant 
freezers, pharmaceutical rooms, refrigerated corridors, etc. These ceiling-mounted unit coolers have been engineered 
to operate with the most efwciency, specially with hygienic needs of the industry in mind. They are easy to install and are 
ready for low GWP and CO2 refrigerants.  Their textured aluminum casings and steel-plated hardware are anti-corrosive. 
All models are available with air, electric or hot-gas defrost and can be fully customized to suit any system conwguration. 

•	Medium-prowle units 
•	Capacity from 22,500 to 249,000 BTU/HR/10oF TD

•	EJ, LJ and DJ: High-efwciency fans – AC motors  
(ECM on AWEF models)

•	EM: Twin-speed EC fan motors / LM: PSC fan motors

LIGHT-INDUSTRIAL 
EVAPORATORS 

FOR WALK-IN COOLERS & FREEZERS

EK-EM-EJ-LM-LJ-DJ SERIES



EJ SERIES
6,000 TO 41,000 BTU/HR/10oF TD

•	Medium-proƂle unit
•	Single coil
•	Air-throw up to 200 ft
•	-30OF to +34OF room temperature range
•	20” high-efƂciency AC fans (ECM on AWEF units)   

up to 5 fans
•	AWEF registered

LJ-DJ SERIES
6,000 TO 44,000 BTU/HR/10oF TD

•	LJ: Up-ƃow / DJ: Down-ƃow
•	Dual-coils
•	LJ: Air-throw up to 35 ft (each side)
•	+25OF to +34OF room temperature range
•	20” high-efƂciency AC fans (ECM on AWEF units)   

up to 5 fans
•	AWEF registered

EK SERIES
11,500 TO 66,000 BTU/HR/10oF TD

•	Compact units
•	Single coil
•	Air-throw up to 50 ft
•	-30OF to +34OF room temperature range
•	16” standard-efƂciency EC fans - up to 5 fans
•	AWEF registered

EM SERIES
21,000 TO 125,000 BTU/HR/10oF TD

•	Medium-silhouette units
•	Single coil
•	Air-throw up to 60 ft
•	-30OF to +34OF room temperature range
•	20” standard-efƂciency twin-speed EC fans - 

up to 4 fans
•	AWEF registered
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GUARDIAN+

SMART EVAPORATOR 

CONTROL SYSTEM

(OPTIONAL)

EEV

ELECTRONIC

EXPANSION VALVE

(OPTIONAL)

DRAIN PAN

INSULATED,

HEATED 

AND HINGED

ELECTRICAL PANEL

EASY MAINTENANCE

AND FULLY CONFIGURABLE

INCORPORATED

INSERT HEATERS

(ELECTRIC DEFROST ONLY)

CASING

 LS-LA-LP: STUCCO ALUMINUM

LV: WHITE-PAINTED ALUMINUM

OPTIONS: EPOXY

PAINT COATED OR

FULL 316 STAINLESS

STEEL

 

FINS

ALUMINIUM (STANDARD)

COPPER OR 316 STAINLESS STEEL

(OPTIONAL)

BLYGOLD COATING

 (OPTIONAL)

 BLUE EPOXY COATING 

(OPTIONAL)

 HERESITE COATING 

(OPTIONAL)

 RIFLED COPPER TUBING

 STAINLESS STEEL TUBING

(OPTIONAL)

 ELECTROFIN COATING

(OPTIONAL)

FANS

HEAVY-DUTY

FAN MOTORS

PERMANENT

LUBRICATION

THERMAL 

PROTECTION

ALUMINIUM 

BLADES 

GENERAL COMPONENTS
(EM MODEL SHOWN)



USA & CANADA
(888) 816-2665

www.RefPlus.com

info@RefPlus.com

Flyer Light-Industrial Evaporators_EN-R0
05/24

SCAN ME

REFPLUS.COM

SCAN ME

COMPLETE  
LINECARD

AIR AIR

43 3/8 to 131 3/8

21 3/8 

to 

21 3/4

21 3/16

AIR

29 1/2 
(MAX)

23 3/8
to 

39 5/8 29 to 40 

54 1/4 to 139 

34 MAX

29 1/434 1/4

to

36 1/2

59 to 222 1/2 

LJ

LJ

DJ

LJ

DJ

DJ

52 7/8

54 1/2 to 189

34 
to 

35 1/2

Access door (on each side)
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OVERALL DIMENSIONS (INCHES)


