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1. INTRODUCTION

Congratulations on purchasing an air-cooled, Big-V Gas 

Cooler from RefPlus. Your unit has been thoroughly 

inspected and leak tested before shipment to ensure peak 

performance.

The instructions included in this document describe safety 

measures, installation, operation, control and service of all 

refrigeration duty, outdoor air-cooled Big-V Gas Coolers. 

These units are designed for the cooling of CO2 refrigerant 

in refrigeration or air conditioning systems. They are 

available with single or multiple circuits and for single or 

multiple compressors.  

2. PRODUCT DESCRIPTION

RefPlus’ Big-V CO2 Gas Coolers are air-cooled commercial 

units available in an array of sizes for refrigeration and 

freezing applications. ABY, AVY, YBY and YVY series are 

ETL compliant. GBY, GVY, ZBY and ZVY series are CRN 

compliant. These units are designed to meet any heat load, 

from as small as 183,490 MBH up to 4500 MBH. 

By default, a Gas Cooler is set-up to be controlled by a 

3rd party controller, such as a parallel compressor rack 

controller. In this particular case, the unit requires a signal 

from the remote compressor unit or rack to start. To connect 

this controller to the Gas Cooler, an electrical terminal block 

is provided to either energize contactors and/or send an 

analog input (0-10V or VFD frequency output, whichever is 

applicable) to the fans. 

All fan motors are wired to a weather-resistant box. The unit 

is provided with terminal blocks for easy ¿eld installation. 
Terminals are clearly identi¿ed to match wiring diagram 
supplied with the unit. Motors are wired using Àexible cord 
type SOW 90°C #16 AWG and they are terminated with 

liquid tight ¿ttings.

3. SAFETY CONSIDERATIONS

Installing, starting up, and servicing equipment can be 

hazardous due to system pressures, electrical components 

and equipment location (roofs, elevated structures, etc.). 

Only trained and quali¿ed installers as well as service 
technicians should handle, install, start-up and service this 

CO2 equipment.

When working on the equipment, observe precautions 

found in the literature, on the tags, stickers, and labels 

attached to the equipment.

Follow all safety codes. Wear safety glasses and work 

gloves. Keep quenched cloths and ¿re extinguisher nearby 
when brazing. Use care in handling, rigging, and setting 

bulky equipment. Units are factory pressurized with dry 

air (-40°F/C dew point) or nitrogen at approximately 40 

psig. Be careful when opening the circuit. If no pressure 

is present, check for leaks or loose valves. Work in a well-

ventilated location when using refrigerant.

WARNING! Before repairing or servicing the 

unit, always check to make sure main power to 

systems is OFF. 

Electrical shock can cause personal injury or 

death.

Very high pressure CO2 (R744) can be present 

in the system. 

Only a qualified person with the suitable 
equipment must handle CO2 (R744).

CO2 has no smell or colour. Therefore, the 

operator would not be aware of any possible 

leak. Refrigerant gas leak may cause 

suffocation.

CO2 is hazardous at high concentration. Levels 

on healthy adults are summarized here:

CO2 CONCENTRATION EXPOSURE

<400 PPM (0.04%) TYPICAL ATMOSPHERIC LEVEL

<700 PPM (0.07%) INDOOR ACCEPTABLE LEVEL

1000 PPM (0.1%) INDOOR TOLERABLE LIMIT

5000P PPM (0.5%)
LONG TERM EXPOSURE IN 

WORK AREA - 8 HOUR LIMIT

15000 PPM (1.5%)
SHORT TERM EXPOSURE 

15 MIN LIMIT

30000 PPM (3%)
INCREASED BREATH AND 

PULSE RATE AND HEADACHE

40000 PPM (4%)
IMMEDIATELY DANGEROUS TO 

LIFE OR HEALTH

300000 PPM (30%) QUICK DEATH

4. HANDLING AND RIGGING

Good handling and rigging practices must be followed 

to protect units from damage. Having proper handling 

equipment at the job site is most important and it should be 

planned. The rigging methods shown in this manual are 

for reference only. Rigging procedure will vary from one 

machine to another and from one site to another.

In the US, follow OSHA 1926.251 standard for Rigging 

Equipment and Material Handling.  

In Canada, follow your province’s requirements for 

hoisting and rigging. 

Improper rigging of a load or a rigging failure 

can expose riggers and other workers nearby 

to a variety of potential hazards.

Always lift units secured to the forklift to  

prevent it from slipping off.

Equipment handling and rigging should be  

carried out by a certified rigger.
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The center of gravity must be identi¿ed before lifting the 
unit. The crane, hooks, chains, straps, and load spreader 

bars must be determined according to the unit weight.

Forklift – A forklift can be used to transport smaller units. 

For longer units, two forklifts can be used jointly to move a 

single unit. Rails are provided on larger units as shown in 

Figure 1. Make sure forks extend the entire width of the unit 

and against a structural part or frame.

Crane – Holes are provided to insert bars or hooks for 

lifting the unit. Use spreader bars to protect the casing, 

condenser coil, electrical box, piping and wiring.

Figure 2 shows the recommended method for rigging a 

large unit.

Do not lift with a choke sling around the unit. 

Under no circumstances should the coil 

headers, return bends or piping be used for 

lifting or moving the unit.

HANDLING AND RIGGING

RAIL

49 3/4� 
(1264mm)

49 3/4� 
(1264mm)

Figure 1   Using forklifts to transport units
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91� 

(2311mm)

Figure 2   Large unit rigging (recommended method)

HANDLING AND RIGGING
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5. INSTALLATION

5.1 STORAGE

Your RefPlus Gas Cooler comes ready for installation. 

However, in some cases, it may be required to store the unit 

for a period of time. If the unit must be stored away, it should 

be in a dry area, protected from the weather and freezing 

temperatures. Also, it should be protected from damage 

during transportation and by other stored equipment. 

If unit is stored for a long period (more than 30 days), 

particular precautions must be taken to avoid coil damage. 

Unit must be stored with its initial pressurized inert gas 

holding charge. If initial charge is lost, coils should be 

charged and sealed with a low-pressure inert gas, such 

as nitrogen. This prevents contaminants from entering the 

coils. If coils are not charged and sealed, condensation 

will mix with air pollutants creating a weak acid and over 

time can cause pinhole leaks to develop in coil tubes. Also, 

run the fan motors periodically as recommended by the 

manufacturer.

5.2 COMPLETE PRE-INSTALLATION INSPECTION        

Check all items against the bill of lading to make sure 

all crates and boxes have been received. The unit has 

been factory run tested and has passed a comprehensive 

inspection prior to shipment to ensure it arrives in perfect 

condition. However, always check unit for possible damage 

incurred during shipment. Check for concealed damage. 

If there is any shortage or damage, ¿le a freight claim 
immediately with the transport company. Do not 

return damaged equipment to the factory without prior 

manufacturer approval. A Return Material Authorization 

(RMA) must be obtained in advance. Items returned 

without an RMA label will be refused. Verify that the 

nameplate electrical requirements match the available 

power supply. 

Coils must ¿rst display a pressurized nitrogen gas holding 
charge. Unit must be pressurized to 350 psi with dry 

nitrogen gas and leak-checked prior to rigging; this is to 

insure no coil damage has occurred after the unit left the 

factory. Bolts & nuts may have become loose in transit, as 

well as electrical components. Make sure that everything is 

tight prior to unit startup.

5.3 START-UP REPORT FORM

Each unit comes with a start-up report form that must be 

completed during installation and sent back to RefPlus. 

This is to insure proper follow-up from the manufacturer 

and to activate the warranty. After completion, an E-mail 

will be sent to you with a copy of the form for your future 

reference. Scan the QR code located on the control panel 

of your unit to access the online form. This form is also 

available at the end of this document or at refplus.com, 

under the Service tab.

5.4 INSTALLATION LOCATION

Always check the load capacity of the roof  

before installing the unit.

Roof-mounted units should be secured with proper size 

bolts to a steel frame (¿eld supplied) to prevent the unit 
from shifting or changing position. 

Rubber pads are recommended to absorb vibration and 

reduce noise. The frame must be straight and level for 

proper unit operation.

Unit should be mounted above supporting walls, over 

hallways, storage areas or auxiliary areas that are not 

sensible to noise and vibrations. Mount all Gas Coolers 

where sound level is not an important factor. They 

should be mounted away from windows, doors, and other 

noise sensitive areas. 

The unit is intended to be installed in an atmosphere 

containing only neutral water vapour, natural precipitation 

and air. Use in any other atmosphere must be checked for 

compatibility with metals, materials and coating used in 

manufacturing of this equipment. Make sure there are no 

heat sources nearby as heated air intake must always 

be avoided.

When selecting the location, be sure to provide enough 

space for adequate air circulation and avoid air recirculation. 

Areas with heavy polluted or corrosive vapours must be 

avoided.  Avoid locating units in restricted spaces where 

heat can build up and enter coils. Also, avoid areas that 

contribute to ice and snow accumulation. 

Gas Coolers should be located in clean areas free from 

debris or foreign matter that could block the coil surface. If 

a unit is to be placed close to a wall, the minimum distance 

should be 24 inches for single row of fans and 48 inches for 

double row of fans. If units are to be placed side by side, the 

minimum distances should be 48 inches for single row of 

fans and 96 inches for a double row of fans. Refer to Figure 

3. Overhead obstructions are not permitted.

The height of the walls around the unit should not exceed 

the height of the unit. Walls can block the exhaust air from 

leaving thus leading to poor performance of your unit.

Short circuiting of the air Àow or the intake of warmer air 
from another unit will seriously degrade the performance 

of the air cooled Gas Cooler. Avoid areas of hot air or fume 

exhaust. Locate the unit near the power supply and other 

system components (evaporators, compressors, etc). 

Ensure that all liquid-carrying components, connection 

lines, all electrical connections and lines are easy to access. 

Allow accessibility to the unit for safe maintenance. Ensure 

that the pipes identi¿cation is clearly visible. 
Gas Coolers, piping, coil and disconnect switch should not 

be accessible to unauthorized persons. A safety fence with 

locked access is recommended to shield the equipment 

from tampering and vandalism and to protect people from 

accidental injury. Gas Coolers accessible to the public often 

get damages to the coil, piping, fans, or other components.

INSTALLATION
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INSTALLATION

Protect your equipment, your product in storage and 

yourself from liability. Prevent accidents and losses. The unit 

should be securely bolted to the base. Vibration absorbing 

components can be ¿eld supplied and installed to reduce 
noise.

If the Gas Cooler is mounted on the ground, adequate 

protection must be provided to avoid damages. A levelled 

concrete base, at least 6 inches (152 mm) above ground 

must be provided to protect against ground water. It will also 

help keep the coils clean from grass, dirt and other debris.

If Àuid cooler is mounted on an elevated structure, it must 

be ensured that the unit rests evenly on all contact points. 

The unit must be secured to the supporting structure on its 

entire length, on both sides, with appropriate fasteners.

Unit must be fastened to the structure using all the provided 

anchor holes on the feet of the unit, as shown by the arrows 

in Figure 4. The illustration shows a 1X4 unit. 

Figure 5 shows the footprint and anchor bolt location for 

2X4 and 2X8 models. Note that the number of anchor holes 

varies depending on the unit size. 

IMPORTANT: The suitability and the load bearing 

capacity of the foundation, supporting brackets or 

structure, etc., which are provided by the customer, are 

not the responsibility of RefPlus.

48� (1220mm)

48�
(1220mm)

48�
(1220mm)

96�
(2440mm)

40� (1000mm)

24�
(610mm)

DOUBLE-ROW UNITS

SINGLE-ROW UNITS

Figure 3   Minimum required space around unit

ELEVATED

SUPPORTING 

STRUCTURE

ANCHOR HOLES

ANCHOR HOLES

Figure 4   Installing unit on an elevated structure
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2 1/2
[64]

2 1/2
[64]

2 1/4
[57]

40 1/4
[1022]

40 1/4
[1022]

91
[2311]

89 1/2
[2273]

171
[4343]

91
[2311]

89 1/2
[2273]

171
[4343]

42
[1067]

42
[1067]

42
[1067]

42
[1067]

42
[1067]

42
[1067]

42
[1067]

42
[1067]

42
[1067]

42
[1067]

TYP. 9/16� holes

Use 1/2� bolts

Figure 5   Footprint & anchor bolts location for 2X4 and 2X8 models

INSTALLATION
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5.5 INSTALLATION PRECAUTIONS

Important things to keep in mind during installation:

•	 Only ¿x the unit to the mounting points intended for this.
•	 Secure all lines against damage.

•	 Make sure on site connections do not apply any force 

upon the distributor and headers.

•	 Brazing work on pressurized parts can result in ¿res 
or explosions. Evacuate the unit. Brazing work is 

only permitted on unpressurized units.

•	 Smoking or open light can cause ¿res due to the presence 
of refrigerant oil.

5.6 REFRIGERATION PIPING

CAUTION: The unit has not been designed 

to carry the weight of any extended piping or 

valves. The piping must be well supported 

otherwise tube breaking at the coil will most 

probably occur.

All refrigerant system components must be installed in 

accordance with applicable local and national codes 

using proper engineering practices. Refer to the ASHRAE 

Refrigeration Handbook (chapter 1), the IIAR CO2 

Handbook (chapter 6), or the RSES Refrigeration Piping 

Handbook (section 4) Piping Procedure for proper design.

Gas Coolers are cleaned and dehydrated at the factory. 

Care must be taken during ¿eld piping to prevent 
contaminants and moisture from entering the system. 

COPPER-IRON PIPES:

If allowed by local codes, use only high-quality CuFe 

tubes (such as K65 and Streamline XHP brands with 1741 

psig/120 bar MAWP). Use only refrigeration tubing that is 

capped and nitrogenized, internally free of dirt, humidity or 

other contaminants. Unsealed tubing should not be used. 

Use only wrought copper ¿tting compatible with CuFe 
tubing at 1741 psig (120 barg). Long radius elbows are 

highly recommended. Avoid 45º elbows on the discharge 

piping. 

Use high-temperature brazing alloys that conform to AWS 

speci¿cations for the application.
Lines must be purged with dry nitrogen while joints are 

brazed to avoid oxidation and carbon deposits.

Limit brazing/soldering Àux to the minimum required 
to prevent contamination of the brazed/soldered joints 

internally. Flux only the male side of the connection, never 

the female. Remove excess Àux after brazing/soldering.
More details can be found online at www.copper.org.

IMPORTANT: A calibrated pressure gauge and regulator 

must always be used with nitrogen gas cylinders.

STAINLESS STEEL PIPES:

Use only high-quality 304 or 316 stainless steel IPS pipes for 

liquid and suction lines. To determine proper pipe schedule 

please refer to standard pipe pressure rating. Pipes must 

be free of dirt, humidity or other contaminants. Similar to 

copper-iron pipes, use only wrought ¿tting in accordance 
with the pipe type and material.

Welding of the pipe must be done according to the ASME 

codes for high pressure welding by certi¿ed welders.
Validate that pipes and ¿ttings have the appropriate 
certi¿cations and comply with the work being carried out. 
Normally, any straight run must be supported in at least 

two locations near each end of the run. When changing 

directions in a run of tubing, no corner should be left 

unsupported. Support should be placed at a maximum of 

2’ in each direction from the corner.

Piping attached to vibrating parts, such as the compressor,   

the unit base, the high-pressure piping, etc must be 

supported in such a way that it will not limit the movement 

of the vibrating parts.

To minimize hydraulic shock line breakage possibilities, 

valving and controls must be designed to eliminate any 

rapid introduction of hot gas into cold piping. Most especially 

if the piping contains liquid refrigerant or is at a much lower 

pressure than the hot discharge gas, which can be the case 

of double-wide Gas Coolers that feature one-half operation 

during winter. Plans should be made for utilizing either a 

slow-shifting three-way valve, or not completely lowering 

the pressure on the coil side that deactivates during winter. 

Most often, a combination of both of these options works 

well in geographic areas that encounter lower than freezing 

seasonal outdoor temperatures. 

Thoroughly inspect all piping after the equipment is in 

operation and add support whenever line vibrations are 

signi¿cantly greater than most of the other piping. Extra 
support is relatively inexpensive as compared to refrigerant 

loss. See Figure 6.

LINE SIZING AND BASIC PIPING RULES:

For proper line sizing, use an industry accepted program 

from a refrigerant or refrigeration valve manufacturer.

DANFOSS, COOLSELECTOR®

Line sizing, individual line sizing and a highly engineered 

selection program.

www.danfoss.com 

Service and support Downloads 

Download the Coolselector2 software.

BASIC PIPING RULES:

1.	 Provide practical refrigerant line sizes without excessive 

pressure drop.

2.	 Prevent excessive amount of lubricating oil from being 

trapped in any part of the system.

3.	 Maintain a clean and dry system.

INSTALLATION
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INSTALLATION

GASKETSUPPORT

PIPE

Figure 6   Typical pipe support

RELIEF
VALVE

(1741 PSIG/120 BAR)

BALL VALVE

CHECK VALVE

Figure 7   Shut-off with bypass valve to relief valve

RECOMMENDED VELOCITY FOR GOOD OIL RETURN - FPM (M/S)

FPM
Minimum
Horizontal

Minimum
Vertical

Design Maximum

Gas Cooler outlet in 

transcritical mode
NA NA 600 (3.0) - 1100 (5.5) 1200 (6.1)

Discharge 500 (2.5) 1000 (5.1) 1200 (6.1) - 2500 (12.7) 2500 (12.7)

HG Defrost 500 (2.5) 1000 (5.1) 1200 (6.1) - 2500 (12.7) 2500 (12.7)

Due to the properties of CO2, it should not be con¿ned 
to an enclosed area in the system without a relief valve. If 

isolation valves are used on the return line, they should be 

bypassed by a small check valve toward the relief valve with 

setpoint no greater than the MAWP of the system, as shown 

in Figure 7.

The discharge line of the high-pressure compressor towards 

the gas cooler may be exempted form this rule. However, 

care must be taken to the compressor discharge line. Every 

compressor must be individually protected by a relief valve 

and a high-pressure switch immediately before any isolating 

valve, including the service valve on each compressor. 

GAS COOLER RETURN LINE:

The liquid condensate line (Gas Cooler in subcritical mode) 

should be installed in a way that it drains naturally from the 

Gas Cooler to the tank. It is preferable to install the Gas 

Cooler line with a 2 to 3 feet vertical drop right at the outlet, 

before returning to the horizontal.

The Gas Cooler inlet must be ¿tted with a reversed P-trap 
at the highest point of the system.

Any vibration in the discharge or return line must be 

corrected immediately to avoid a possible line or collector 

breakage and a potential refrigerant leak.

DISCHARGE AND HOT GAS LINE:

The proper design of discharge lines involves two 

objectives:  

1.	 To minimize refrigerant pressure drop, since high 

pressure losses cause increased compressor 

horsepower per ton of refrigerant.

2.	 Maintain suf¿ciently high gas velocity to carry 
oil through to the coil and receiver at all loading 

conditions. 

The discharge and hot gas line must be sized to maintain 

proper line velocities with a practical line pressure drop, which 

is usually equal to 2°F (1.1°C). To ensure proper oil return, all 

horizontal lines must be sloped down toward the Gas Cooler 

with a minimum pitch of 1/4 in. (6 mm) per 10 ft. (3 m).
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In situations where it is necessary for the discharge or 

hot gas line to rise, an oil trap or a check valve must be 

installed at the bottom of the riser to avoid oil draining back 

to the compressor head. Figure 8 shows a typical oil trap 

construction.

To ensure oil return through a riser in the discharge or hot 

gas line, a velocity of no less than 1000 FPM (5.1 m/s) is 

required. A trap should be provided for each additional 15 ft 

(4.6 m) of riser. You can drop one size for a discharge riser 

to lift the oil. Avoid any discharge line pulsation that can 

cause line vibration. Pulsation can cause damage to the 

discharge piping and the brazed joints.

INSTALLATION

OIL

OIL

SLOPE 1/4�

PER 10 FT.

TOWARD

COMPRESSOR

IMPROPER PROPER PROPER

INSTALL REDUCERS

IN VERTICAL PIPE

INSTALL EXPANDER

IN HORIZONTAL PIPE

Figure 8   "P" trap construction

5.7 LEAK TESTING AND EVACUATION

Leak testing and evacuation must be done in accordance 

with local and national codes.

Once all refrigerant connections are made, leak test all 

joints before charging the system with refrigerant. After 

leak testing, all moisture and non-condensable gas must be 

evacuated from the system. Attach a deep vacuum pump 

and electronic vacuum gauge on both the high and low-

pressure sides of the system. Pull a 500-micron vacuum 

and hold for 24 hours. If the vacuum is not holding, check 

for leaks and make sure that gauge hoses and caps are not 

leaking.

Make sure all valves such as the compressor, hot gas, 

receiver, and liquid solenoid are open. Make sure no section 

is isolated from the system. Break the vacuum in the system 

with vapour CO2 refrigerant. For more information regarding 

system charging with CO2, refer to the section 6, Charging 

The System.

5.8 UNIT WIRING

IMPORTANT: Wire connections may have come 

loose during transit. Check all screws for 

tightness prior to starting up the unit.

The unit must be grounded.

All system wiring must follow applicable local 

and national codes.

Internal wiring of fan motors, optional controls and 

contactors have been completed at the factory. Wiring 

connection ends on terminal blocks in the control panel and 

are clearly labeled. Check the nameplate with the current 

characteristics to be used for wiring unit. 

Connect the machine in accordance with supplied wiring 

diagram. 

When required, provide and adjust individual motor overload 

protection in accordance with local applicable codes.
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5.9 FAN MOTORS

Fan motors may cycle off on automatic thermal protection if 

the coils are blocked. Check the supply voltage at the motor 

leads if motor is inoperable. Also check direction of rotation 

of the motors.

Fan motors operating at higher elevations will draw lower 

than rated amp as well as draw less effective air volume 

across the coil surface. This is due to the reduced density of 

the higher altitude air, which results in higher compressor, 

and higher discharge pressure along with reduced unit 

capacity. Please consult a RefPlus representative if you 

suspect this situation. 

IMPORTANT: For units equipped with variable-

speed ECM Blue motors, current provided 

to fan motors must be applied at all times, 

specially during winter operation. Refer to 

wiring diagrams for more details.

5.10 FAN CONTROL & CYCLING

Contactors and terminal blocks for fan control are located 

in the control box. Fans (modulating or ¿xed speed) are 
entirely managed by the CO2 system central controller, 

supplied by others.

IMPORTANT: To avoid premature wear, fan cycling 

must be limited to 8 cycles/hour.

Pilot duty controls are connected to 3-pole motor contactors. 

If controls or contractors are defective, they must be 

replaced.

6. CHARGING THE SYSTEM

IMPORTANT: Be sure leak testing and evacuation were 

successfully done before adding oil and refrigerant.

When charging the system with CO2, use only gears rated 

and suitable for CO2 charging (manifolds, hoses, gauges, 

valves, etc.). 

Always use a proper scale to measure the CO2 charge (lb/kg) 

in both its gas and liquid phases. Do not use other than the 

designated refrigerant (for charging, adding or recharging).

IMPORTANT: Because CO2 as a refrigerant has 

distinct properties, its charging procedure varies from 

other refrigerants. Therefore, it is highly important 

to pay attention to details and follow precisely the 

instructions provided here. This procedure should only 

be carried out by a technician specially trained for CO2 

refrigeration systems.

With triple point of 60 psig/-69.8oF (4.2 barg / 

56.6oC), if liquid CO2 is charged into a vacuumed 

system, dry ice may form inside the lines, which 

could block them, confine CO2, and stop the 

charging process. This may also cause the line 

to burst, which can lead to harm or injury. 

1.	 Once the proper vacuum obtained and maintained, 

break the system vacuum only with vapour CO2. Never 

break vacuum with liquid CO2. 

2.	 It is recommended to start the charging process by 

injecting CO2 gas in the system through the charging 

port on the liquid line, between the ¿lter drier and the 
CO2 Àash tank. CO2 charging must be maintained until 

a minimum pressure of 150 psig/10 barg is reached in 

the entire system. This way, you are assured of having a 

suf¿cient CO2  pressure,which will prevent the formation 

of dry ice.

3.	 Using the same charging port, inject liquid CO2 until the 

maximum charge, speci¿c to each system, is reached. 
If the system liquid line pressure gets close to the 

pressure in the refrigerant cylinder, close the Àash tank 
liquid line outlet shut-off valve and start the compressor 

to depressurize the liquid line and add more CO2 until 

charge limit is reached.

We recommend using refrigerant grade CO2 (R744) with 

99.9% purity and low moisture (<10ppm). 

Please check with your local providers to make sure 

they can satisfy this requirement. Before charging with 

refrigerant, make sure to have at hand cylinders containing 

only vapour CO2 and syphon type cylinders with liquid CO2. 

In this case, it is either clearly mentioned on the cylinder or 

there is a syphon / deep tube sign on the cylinder to indicate 

that it is a liquid cylinder. Always verify with your provider if 

this is not clear.

IMPORTANT: If the system is inoperative for a very 

long period of time, the unit should be checked by a 

technician and a start-up procedure should be carried 

out once the system is put back in operation. 

6.1 REFRIGERANT HANDLING 
RefPlus recommends responsible handling of refrigerants. 

Only certi¿ed technicians may handle CO2 refrigerants. 

All technicians must be aware and follow all local and 

governmental regulations for any service procedure being 

performed on this equipment that involves refrigerant.

With the exception of minimal amounts of refrigerant, such 

as when disconnecting a service hose (minor release), a 

technician who deliberately releases refrigerant into the 

atmosphere is in violation of governmental regulations. 

In Canada, the purchase of refrigerant must be made by 

certi¿ed technicians who hold a valid card from Environment 
and Climate Change Canada.

7. TESTING

7.1 TEST RUN

Before putting the Gas Cooler into operation for the ¿rst 
time, carry out a test run to verify that all components run 

properly. When the unit is connected to the load and started, 

it should start quickly and run smoothly. If this is not the 

case, immediately shut the unit off. This could be caused 

by low voltage, a mis-connected motor, or a load that is too 

great, etc.

CHARGING THE SYSTEM - TESTING
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Before carrying out a test run or operating the Gas Cooler 

for ¿rst time, make sure that:
•	 All electrical protective measures and guards are 

operational.

•	 All refrigerant-carrying connections are securely 

fastened.

•	 All electrical connections are securely fastened.

•	 Verify supply voltage at the terminal block matches the 

nameplate rating.

•	 All threaded connections on the fans, the unit ¿xing bolts 
and all other threaded connections are ¿rmly tightened.

•	 The Gas Cooler has been properly mounted.

•	 You have performed a complete acceptance test.

•	 You have performed a test for ensuring the system's 

readiness.

•	 All safety precautions have been taken.

•	 Check fan for any obstructions that could keep the 

blades from rotating freely.

•	 Check fans for proper direction of rotation. 

WHEN UNIT IS RUNNING: 
1.	 Take total unit voltage and amperage readings. Then, 

compare reading with unit's nameplate.

2.	 Check air temperature through the Gas Cooler. The 

air temperature across a fan motor should not exceed 

122°F to prevent excessive motor temperature rise. 

If a higher temperature is expected, please contact 

RefPlus technical team.

7.2 SOUND LEVELS

Depending on construction and the materials used for the 

space in which the Gas Cooler is placed, the measured 

sound level values may vary signi¿cantly from the 
documented value.

8. OPERATION & CONTROLS 

Your unit is either ¿tted with single, twin or fully variable 
speed (VFD controlled AC or EC motor) fan motors. 

An electrical terminal block is provided to either energize 

contactors and/or send an analog input (0-10V or VFD 

frequency output, whichever is applicable) to the variable-

speed fans for customer control operation.    

Twin-speed AC and variable-speed (EC or VFD) motors are 

optional. Those options provide better operation stability in 

all conditions, specially at part load and during winter. 

NOTE: Some motors offered by Refplus can be controlled 

by a VFD. However, caution is advised regarding high-

ef¿ciency motors. These are VFD ready, provided adequate 

line reactors are installed to avoid harmonics which can 

shorten life of the fan motors. Contact Refplus for more 

information.

9. MAINTENANCE 

9.1 SERVICE

System operating temperature and pressure should be 

checked and recorded periodically to ensure stable system 

operation. For any help, tips, and questions pertaining to the 

Gas Cooler, refer to the troubleshooting chart on page 16.

IMPORTANT: Disconnect all power before servicing.

9.2 INSPECTION

After one day of operation, check for any abnormal vibration 

in the unit.

9.3 FAN MOTOR MAINTENANCE

Fan motors are permanently lubricated and thermally 

protected for service-free operation. An automatic internal 

thermal protection could be triggered if the coil is blocked. 

If the motors are inoperative, check the supply voltage at 

the motor leads before attempting any maintenance and 

service. 

IMPORTANT: Motors can start on the automatic 

thermal protector at any time.

The entire fan assembly, motor, blade and ventury need to 

be replaced if there is a failure of any kind. With the two-

speed version, 3 contactors are used per motor. Do not 

attempt to manually close one of these contactors; this may 

result in motor winding damage.

9.4 CLEANING

WARNING! Before cleaning up the unit, make 

sure to shut off the unit to eliminate the risk of 

getting shocked.

It is recommended that all Gas Coolers and evaporators 

of a refrigeration system be checked periodically for dirt 

accumulation. Grease and dust must be removed from fans 

and fan guards.

Occasional cleaning of ¿nned surfaces can be done by ¿rst 
dusting off the ¿ns, then cleaning with a mild detergent and 
a warm water spray.

The inner face of the coil may be cleaned through the access 

panel on the side of the units or by removing the fan guards.

IMPORTANT! Do not use alkaline or acid solution as it 

will damage the coils. The detergent must be  

completely rinsed before stopping the cleaning  

operation. 

HYDRAULIC CLEANING:

IMPORTANT: The fins can be damaged by using 
too high pressure or if the jet hits the fins at an 
angle. Mechanical cleaning using steel brushes 

could damage the fins. Ensure that electrical 
connections and motors are not touched by 

water.

OPERATION & CONTROLS - MAINTENANCE
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•	 Use a maximum pressure of 500 PSI

•	 Preferably, use warm water (80oF)

•	 Maintain a minimum distance of 8’’ (20cm) from the 

¿ns
•	 Always aim the jet vertically, as shown in Figure 9. 

•	 If ¿ns are greasy or oily, it helps to add a mild, 
environmentally friendly cleaning agent to the water.

•	 Do not use alkaline or acidic solution as it will attack 

the coil material. 

•	 The best way to clean coils is from the inside out.

•	 Rinse thoroughly with water after using cleaning 

agents.

•	 The unit should be completely dry before switching the 

system.

CLEANING WITH COMPRESSED AIR:

Blast the coils with a maximum 1000 PSI pressure 

compressed air against the airÀow to remove the dirt and 
contaminants. 

IMPORTANT: Hold the jet of the cleaner vertical to the ¿ns 
(maximum deviation of ±5 degrees) to prevent ¿ns from 
bending.

YES

NO!

IDEAL

Figure 9   Cleaning coils with water jet

10. REPLACEMENT PARTS

Download the parts manual at https://refplus.com/en/parts/ 
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TROUBLESHOOTING CHART

11. TROUBLESHOOTING CHART

PROBLEM POSSIBLE CAUSES POSSIBLE CORRECTIVE STEPS

High-discharge 

pressure

1.	 Non-condensables in system.

2.	 System overcharges with refrigerant.

3.	 Discharge shutoff valve partially closed.

4.	 Fan not running.

5.	 Head pressure control setting.

6.	 Dirty Gas Cooler coil.

7.	 High pressure loss in the oil separator.

8.	 Gas Cooler pressure incorrectly  

adjusted.

9.	 CO2 Àash tank pressure incorrectly  
adjusted.

1.	 Remove the non-condensable.

2.	 Remove excess refrigerant.

3.	 Open valve.

4.	 Check fans and electrical circuit.

5.	 Adjust control setting.

6.	 Clean Gas Cooler coil.

7.	 Replace oil ¿lter.
8.	 Check HPV valve operation. 

9.	 Check BPV valve operation. 

Low-discharge  

pressure

1.	 Faulty Gas Cooler pressure regulation.

2.	 Faulty liquid CO2 tank pressure  

regulation

3.	 Suction shut-off valve partially closed.

4.	 Insuf¿cient refrigerant in system.
5.	 Low suction pressure.

6.	 Gas cooler fans running too fast at low 

ambient temperature.

1.	 Check HPV valve operation.

2.	 Check BPV valve operation. 

3.	 Open valve.

4.	 Check for leaks. Repair and add charge.

5.	 Carry out corrective steps for low suction pressure.

6.	 Check the gas cooler fan control settings.

Fan motor(s) not  

functioning

1.	 No power supply. 

2.	 No control signal (EC motors).

3.	 Fan blade blocked. 

4.	 Fan motor burnt.

1.	 Check/restore power supply

2.	 Check/restore control signal

3.	 Remove obstruction

4.	 Check for fan blade obstructions. Check thermal protec-

tion device. Replace fan motor.

Excess motor noise

(Standard ef¿ciency 
fans)

1.	 Defective fan motor bearing.

2.	 Loose fan fasteners.

3.	 Unbalanced fan blades.

1.	 Replace fan motor.

2.	 Tighten fasteners.

3.	 Replace fan blades.

Excess vibrations
1.	 Loose fan fasteners. 

2.	 Unbalanced fan blades.

3.	 Tighten fasteners.

4.	 Replace fan blades.

Insuf¿cient capacity
1.	 Condenser coil dirty/blocked.

2.	 Fans not (properly) functioning.

3.	 Refrigerant supply/pressure insuf¿cient.

1.	 Clean coil.

2.	 Check fans.

3.	 Restore refrigerant supply/pressure to reference values.

Refrigerant leakage Refrigerant containing parts damaged. Stop fans, close refrigerant supply and repair leak.
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STARTUP REPORT FORM

FILL OUT FORM MANUALLY, TAKE A PHOTO  
AND SEND TO: 

service@refplus.com

SCAN THE QR CODE LOCATED IN THE
CONTROL PANEL OF YOUR UNIT TO ACCESS 
THE ONLINE FORM

OR

GAS COOLER STARTUP REPORT FORM (CHECKLIST)

IMPORTANT: This startup report form must be ¿lled out, signed and sent to RefPlus  
for the warranty to be honoured.

1. GENERAL INFORMATION

JOB LOCATION: ____________________________________________________________________________________________________________________________

REFPLUS RJ No: 						      	 CONTRACTOR NAME: 					  

GAS COOLER MODEL No.: 					     	 GAS COOLER SERIAL No.: 				  

2. PRE-START UP (Check each item when completed)

 CHECK ALL ELECTRICAL CONNECTIONS AND TERMINALS FOR TIGHTNESS	  CHECK ALL FAN MOTORS AND MOTOR MOUNTS FOR TIGHTNESS

 CHECK ALL MECHANICAL SEALS AND REFRIGERANT PIPING CONNECTIONS FOR TIGHTNESS

3. START-UP

 CHECK FAN MOTORS FOR PROPER ROTATION

 CARRY OUT SYSTEM VACUUM (PRIOR TO REFRIGERANT CHARGING)

 CARRY OUT PRESSURE TEST (PRESSURE/DURATION)   PRESSURE:____________PSI		 DURATION:__________

4. ELECTRICAL MEASUREMENTS

MAIN POWER (DESIGN): 	 __________V /  ________ PH / _______Hz

MAIN POWER (MEASURED): 	 L1-L2 __________V	 L1-L3 __________V	 L2-L3 __________V 

CONTROL VOLTAGE (MEASURED): 	 __________V

TOTAL UNIT AMPERAGE (MEASURED)   __________  AMPS

FAN 1	 __________ AMPS (L1)	 __________ AMPS (L2)	 _________ AMPS (L3)	 _________ AMPS (RATED)

FAN 2	 __________ AMPS (L1)	 __________ AMPS (L2)	 _________ AMPS (L3)	 _________ AMPS (RATED)

FAN 3	 __________ AMPS (L1)	 __________ AMPS (L2)	 _________ AMPS (L3)	 _________ AMPS (RATED)

FAN 4	 __________ AMPS (L1)	 __________ AMPS (L2)	 _________ AMPS (L3)	 _________ AMPS (RATED)

FAN 5	 __________ AMPS (L1)	 __________ AMPS (L2)	 _________ AMPS (L3)	 _________ AMPS (RATED)

FAN 6	 __________ AMPS (L1)	 __________ AMPS (L2)	 _________ AMPS (L3)	 _________ AMPS (RATED)

FAN 7	 __________ AMPS (L1)	 __________ AMPS (L2)	 _________ AMPS (L3)	 _________ AMPS (RATED)

FAN 8	 __________ AMPS (L1)	 __________ AMPS (L2)	 _________ AMPS (L3)	 _________ AMPS (RATED)

FAN 9	 __________AMPS (L1)	 __________ AMPS (L2)	 _________ AMPS (L3)	 _________ AMPS (RATED)

FAN 10	 __________ AMPS (L1)	 __________ AMPS (L2)	 _________ AMPS (L3)	 _________ AMPS (RATED)

FAN 11	 __________ AMPS (L1)	 __________ AMPS (L2)	 _________ AMPS (L3)	 _________ AMPS (RATED)

FAN 12	 __________ AMPS (L1)	 __________ AMPS (L2)	 _________ AMPS (L3)	 _________ AMPS (RATED)

DATE: 							       	 TECHNICIAN: 					   

SIGNATURE: 						    
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Wiring Diagrams HIGH-EFFICIENCY FANS W/OUT CONTROLS

7

#C3

DETAIL "A"

WHITEYELLOW

M#
TB

YELLOW

BLUE

BROWN

RED

ORANGE

V1
BLUE

U2

W2

U1
BLACK

WHITE

BLACK

ORANGE
TB

BLACK

GRAY
W1

V2

RED

RED

TWIN SPEED
WIRING

#C1#C2

YELLOWWHITE

M#

TB

V1
BLUE

U2

W2

U1

RED

BROWN

ORANGE

YELLOW

BLUE

BLACK

WHITE

BLACK

ORANGE TB

W1

V2

BLACK

GRAY

RED

RED

#L3#L1 #L2#H2 #H3#H1

M4

M3

M2

M1

M6

M5

M12

M11

M8

M7

C
O

N
T

R
O

L B
O

X

M10

M9

L2  RED

L1  BLUE

L3  BLACK

600V

120V

3A
MDA

250VA

USE COPPER SUPPLY WIRES
600/3/60

N.F.D. MF1
10A CC

MF2
10A CC

MF3
10A CC

MF4
10A CC

MF5
10A CC

MF6
10A CC

M12

M10

M11

M8

M9

M7

M6

M4

M5

M2

M3

DETAIL "A" TYP.

M1

4L

RELAY LINE USED FOR THE HIGH/LOW FUNCTIONS

OF MOTORS. CONTROL REQUIRED.

5
TB9 TB10

2R

1R

5L

5C

5H4

5L4

4C

5H

4

3

TB7 TB8

TB5 TB6

2

1

TB3 TB4

TB1 TB2

C

4H4

4L4

3C

4H

3L4

3H4

2C

3L

3H

2L4

2H4

1C

2L

2H

1L4

1H4

1H

1L

6
TB11 TB12

6H

6H4

6C

6L

6L4

1R1

1R2

1R3

1R4

2R1

2R2

#L : Low Speed Contactor

#R : Relay

M# : Fan Motor

TB# : Motor Thermal Protection

#C : Main Contactor

#H : High Speed Contactor

NFD : Non Fused Disconnect

MF# : Motor Fuses

NOTE: �Wiring diagrams included in this document are for reference only. Always refer to the diagrams supplied  
with your unit for proper wiring.
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Wiring Diagrams HIGH-EFFICIENCY ECM FANS 

M1 M3

C
O

N
.
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X
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M5

W2
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M#

TB

TB
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WHITE

ORANGE
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W1

HIGH SPEED WIRING

RED

BROWN
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BLACK

BLUE
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#C3#C2#C1

BLACK

RED
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U2

U1

DETAIL "A"

ECM WIRING

BLACKRED BLUE

24V GND D1 E1 14

L3

11

L2L1

0-10V SUPPLIED 
BY OTHER

GND

E1

M#

#R1
M# : Fan Motor

TB# : Motor Thermal Protection

#C : Main Contactor

ATF# : Auto Transformer Fuses

#R : Relay

NFD : Non Fused Disconnect

M2 M4

C
O

N
.

B
O

X
 2M6

M1

DETAIL "A"

M5

M3

DETAIL "B"

BLACK

L2

L1

L3

RED

BLUE

USE COPPER SUPPLY WIRES208/3/60

1

C1

3C

1R

TB3

3

5C

TB5

5

N.F.D.

8A
CC

10V

IMPORTANT!  CURRENT PROVIDED TO THE 

MOTORS MUST BE APPLIED AT ALL TIMES

NOTE: �Wiring diagrams included in this document are for reference only. Always refer to the diagrams supplied  
with your unit for proper wiring.
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GENERAL WARRANTY

REFPLUS (SELLER) WARRANTS THAT THE EQUIPMENT MANUFACTURED BY THE SELLER, INCLUDING SERVICE PARTS, AND SOLD 

UNDER THIS CONTRACT SHALL BE FREE FROM DEFECTS IN MATERIAL AND WORKMANSHIP FOR A PERIOD OF TWELVE (12) 

MONTHS FROM THE DATE OF EQUIPMENT START-UP OR EIGHTEEN (18) MONTHS FROM THE DATE OF SHIPMENT, WHICHEVER 

OCCURS FIRST. ZIEHL-ABEGG FAN ASSEMBLIES ARE WARRANTED AGAINST DEFECTS IN MATERIALS AND WORKMANSHIP FOR A 

PERIOD OF TWENTY-FOUR (24) MONTHS FROM THE DATE OF EQUIPMENT START-UP OR THIRTY (30) MONTHS FROM THE DATE OF 

SHIPMENT, WHICHEVER OCCURS FIRST. 

WRITTEN NOTICE OF A DEFECT IN MATERIAL AND WORKMANSHIP SHALL BE SENT TO SELLER IMMEDIATELY UPON DISCOVERY BY 

BUYER. DEFECTIVE PARTS SHALL BE REPAIRED OR REPLACED PROVIDED THAT INSPECTION BY SELLER VERIFIES THE CLAIMED 

DEFECT(S).  THE SELLER’S OBLIGATION UNDER THIS WARRANTY IS LIMITED SOLELY TO THE REPAIR OR REPLACEMENT, AT 

SELLER’S OPTIONS, OF ANY PART OR PARTS THEREOF WHICH SHALL DISCLOSE TO THE SELLER’S SATISFACTION TO HAVE BEEN 

DEFECTIVE UNDER NORMAL USE AND SERVICE. THIS SHALL BE THE BUYER’S EXCLUSIVE REMEDY. ALL OTHER WARRANTIES, 

WHETHER VERBAL OR WRITTEN, AND ALL WARRANTIES IMPLIED BY LAW, INCLUDING ANY WARRANTIES OF MERCHANTABILITY OR 

FITNESS FOR A PARTICULAR PURPOSE, ARE HEREBY EXCLUDED.  NO REPRESENTATIVE OR AGENT OF SELLER IS AUTHORIZED 

TO MODIFY OR EXPAND THE EXPRESS WARRANTIES OF SELLER. REPAIRS MADE WITHOUT THE PRIOR WRITTEN APPROVAL 

OF SELLER SHALL VOID ALL WARRANTIES COVERING MATERIAL AND WORKMANSHIP. SELLER SHALL NOT BE LIABLE FOR ANY 

DIRECT, INDIRECT INCIDENTAL, CONSEQUENTIAL, OR OTHER FORM OF LOSS, INJURY, DAMAGE, COST, OR EXPENSE, WHETHER 

CAUSED BY DELAY, FAILURE, OR PERFORMANCE, BREACH OF WARRANTY, OR BY ANY CAUSE WHATSOEVER. FAILURE ON THE 

PART OF BUYER OR OF OTHER PARTIES TO PROPERLY MAINTAIN THE PRODUCT(S) SOLD UNDER THIS CONTRACT, OR THE 

OPERATION OF SUCH PRODUCT(S), BY BUYER AND/OR OTHER PARTIES UNDER CONDITIONS MORE SEVERE THAN THOSE 

FOR WHICH SUCH PRODUCT(S) WERE DESIGNED SHALL VOID ALL WARRANTIES COVERING MATERIALS AND WORKMANSHIP. 

WARRANTY IS VOID IF PRODUCT IS USED OR OPERATED ON LOW OR IMPROPER VOLTAGES OR IN A MANNER CONTRARY TO 

THE INSTRUCTIONS COVERING THE INSTALLATION, USE AND MAINTENANCE WHICH ACCOMPANIES SUCH PRODUCT. SELLER’S 

OBLIGATION UNDER THIS WARRANTY SHALL BE VOID IF BUYER FAILS WITHOUT LEGAL JUSTIFICATION TO PAY SELLER, WHEN DUE, 

THE FULL PURCHASE PRICE FOR THE EQUIPMENT SOLD HEREUNDER. BUYER ASSUMES LIABILITY FOR AND SHALL BEAR THE 

COSTS OF COMPLIANCE WITH ALL LAWS, REGULATIONS, CODES STANDARDS OR ORDINANCES APPLICABLE TO THE LOCATION, 

OPERATION AND MAINTENANCE OF THE PRODUCT(S) SOLD UNDER THIS CONTRACT. THIS WARRANTY APPLIES ONLY TO THE 

ORIGINAL PURCHASER OF THE EQUIPMENT AND DOES NOT EXTEND, EXPRESSLY OR BY IMPLICATION, TO THE THIRD PARTIES 

OR OTHERS WITHOUT THE SPECIFIC WRITTEN APPROVAL AND ACKNOWLEDGMENT OF SELLER.

PROOF OF START-UP:

START-UP REPORT FORM SHALL BE FILLED, SIGNED BY BUYER, AND RECEIVED BY SELLER AT THE TIME OF INSTALLATION OF A 

COMPLETE UNIT IN ORDER TO ESTABLISH THE EFFECTIVE DATE OF THE WARRANTY AND PROVE INDUSTRY BEST PRACTICES 

WERE COMPLIED WITH FLAWLESSLY FOR THE INSTALLATION OF THE EQUIPMENT. THIS WILL ALSO DEMONSTRATE THAT PROPER 

START-UP PROCEDURES FOUND IN THE INSTALLATION, OPERATING AND MAINTENANCE MANUAL (IOM) SUPPLIED WITH THE 

EQUIPMENT WERE FOLLOWED, FAILING WHICH, THE PRESENT WARRANTY SHALL BE NULL AND VOID.

COMPRESSOR WARRANTY:

A COMPRESSOR DETERMINED BY SELLER TO HAVE BEEN DEFECTIVE WITHIN THE WARRANTY PERIOD SHALL BE RETURNED 

TO THE NEAREST AUTHORIZED DEALER OF THE COMPRESSOR, WITHOUT ANY ADDITIONAL IMPLICATION FROM THE SELLER. 

COMPRESSOR MANUFACTURER/DISTRIBUTOR SHALL HONOR THE COMPRESSOR LIMITED WARRANTY.  NO FREIGHT SHALL 

BE ALLOWED FOR TRANSPORTATION OF THE COMPRESSOR TO AND FROM THE COMPRESSOR DEALER. THE REPLACEMENT 

COMPRESSOR SHALL BE IDENTICAL TO THE MODEL BEING REPLACED. ADDITIONAL CHARGES, WHICH MAY RESULT FROM THE 

REPLACEMENT OF ANOTHER THAN IDENTICAL COMPRESSOR, ARE NOT COVERED BY THIS WARRANTY.

OPTIONAL EXTENDED WARRANTY ON COMPRESSORS:

THE SELLER OFFERS AN OPTIONAL 4-YEAR EXTENDED WARRANTY ON ALL ITS COMPRESSORS. THIS WARRANTY IS SUBJECT 

TO THE ABOVE-STATED WARRANTY, IS NON-TRANSFERABLE AND IS ONLY VALID IN CANADA AND THE USA. 

EXCLUSIONS:

•	THIS WARRANTY DOES NOT COVER THE COSTS OF REMOVING, SHIPPING, OR REINSTALLING THE EQUIPMENT.  

•	THIS WARRANTY DOES NOT COVER NORMAL WEAR AND TEAR OR THE EROSION, CORROSION AND/OR DETERIORATION OF 

THE PRODUCT(S) FROM UNUSUAL CAUSES.

•	THIS WARRANTY DOES NOT COVER THE REPAIR OR REPLACEMENT OF ANY EQUIPMENT WHICH HAS BEEN REPAIRED OR 

ALTERED OUTSIDE OF THE FACTORY IN ANY WAY.

•	THIS WARRANTY DOES NOT COVER EQUIPMENT AND PARTS WHICH HAVE BEEN SUBJECT TO NEGLIGENCE, MISUSE, OR 

ABUSE, OR TO PRESSURES IN EXCESS OF STATED LIMITS. 

•	THIS WARRANTY DOES NOT APPLY TO DEFECTS IN PRODUCT(S) FOR WHICH PAYMENT IN FULL HAS NOT BEEN RECEIVED 

BY SELLER.

•	NO WARRANTIES BY SELLER SHALL APPLY TO ACCESSORIES SUPPLIED BY OTHERS.

•	THIS WARRANTY DOES NOT APPLY TO THE LOSS OF FOOD OR ANY PRODUCTS OR REFRIGERANT DUE TO AN EQUIPMENT 

FAILURE OR FOR ANY OTHER REASON. 

•	THIS WARRANTY DOES NOT APPLY IF THE START-UP REPORT FORM WAS NOT FILLED, SIGNED, AND PRESENTED AND  

RECEIVED BY SELLER BY THE BUYER AT THE TIME OF INSTALLATION. 
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