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GRAVITY COILS FREE STANDING COILS

Capacity range: 630 to 20,000 BTU/HR/15°F TD
Temperature range: Above +36°F

Casing: Heavy-gauge textured aluminum

Slabs: 2,3,4,6 or 8

Face tubes: 3,4 or 6

Fins: 3 FPI

No fans. Air flow through chimney effect

REACH-IN EVAPORATORS

Fluid types: Synthetic refrigerants, CO;, steam, water/glycol, others
Fin types: Flat or corrugated (Sine Wave)
Number of rows: 1 to 18

FPI: 3to 16

Tube diameters: 3/8, 1/2 and 5/8

Tube: Copper, stainless, riffled copper & cupro-nickel
Fins: Copper, stainless, aluminum or epoxy-aluminum
Coatings: BlyGold, Heresite & Electrofin

Capacities are in BTU/HR/10°F TD/20°F SST
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Capacity: 1,040 to 5,640
Temperature: USA: Above +34°F
USE: -20°F to +34°F

Mounting: Ceiling

Cabinet: Painted aluminum

Coil: Single

Defrost: USA: Air / USE: Electric

Voltages: 120/1/60 or
208-240/1/60
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Capacity: 940 to 3,340
Temperature: Above +34°F
Mounting: Ceiling
Cabinet: Painted aluminum
Coil: Dual

Defrost: Air

Voltages: 120/1/60
or 208-240/1/60

ECA

Capacity: 1,000 to 1,500
Temperature: Above +34°F
Mounting: Top or wall
Cabinet: Aluminum

Coil: Single

Defrost: Air

Voltages: 120/1/60
or 208-240/1/60

Coil: Dual
Defrost: Air

208-240/1/60

COMMERCIAL WALK-IN EVAPORATORS

Capacity: 1,000 to 3,300
Temperature: Above +34°F
Mounting: Top

Cabinet: Aluminum

Voltages: 120/1/60 or

Coil: Single
Defrost: Air

or 208-240/1/60

EWA

Capacity: 1,300 to 2,300
Temperature: Above +34°F
Mounting: Ceiling or mullion
Cabinet: Aluminum

Voltages: 120/1/60

ES

Capacity ESA: 1,000 to 5,500
Capacity ESE: 1,000 to 1,500
Temperature: ESA: Above +34°F
ESE: -20°F to +34°F

Cabinet: Aluminum - Top mount
Coil: Single

Defrost: ESA: Air / ESE: Electric

Voltages: 120/1/60 or
208-240/1/60

Capacities are in BTU/HR/10°F TD/20°F SST

LS SERIES

GENERAL FEATURES
Cabinet: Low silhouette -
Stucco aluminum

Air throw: up to 50 ft

Coil: Single - 6 FPI std.

LSA

Capacity range: 4,700 to 41,000
Temperature range: Above +34°F
Fans: 12" - Twin-speed EC motors
Defrost: Air

Voltages: 120/1/60 or 208-240/1/60

AWEF

LA SERIES
GENERAL FEATURES

I Cabinet: Stucco aluminum

s Air throw: up to 15 ft each side
AWEF

LAA

Capacity range: 6,000 to 48,000
Temperature range: Above +34°F
Fans: 10"/12" - Twin-speed EC motors
Defrost: Air

Voltages: 120/1/60 or 208-240/1/60

blow through
Coils: Dual - 6 FPI std.
Low-velocity units

LP SERIES
GENERAL FEATURES

Cabinet: Stucco aluminum

Air throw: up to 25 ft each side
E blow through

s Coils: Dual - 6 FPI std.
Low-profile, medium-velocity units

LV SERIES

GENERAL FEATURES
Cabinet: Heavy-gauge

painted aluminum

Air throw: up to 12 ft each side
Coils: Dual - 6 FPI std.
Low-velocity units

LPA SERIES

Capacity range: 6,000 to 44,000
Temperature range: Above +34°F
Fans: 10"/12" - Twin-speed EC motors
Defrost: Air

Voltages: 120/1/60 or 208-240/1/60
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LVA

Capacity range: 7,000 to 41,000

Temperature range: Above +34°F

Fans: 10"/12"/16" - Twin-speed EC

Defrost: Air

Voltages: 120/1/60, 208-240/1/60,
208-240/3/60, 480-600/3/60
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LIGHT-INDUSTRIAL WALK-IN EVAPORATORS (AVAILABLE FOR SYNTHETIC REFRIGERANTS OR COz APPLICATIONS)

LSE

Capacity range: 4,500 to 39,000
Temperature range: -30°F to +34°F
Fans: 12" - High-speed EC motors
Defrost: Electric

Voltages: 208-240/1/60 or 208-240/3/60

LAE

Capacity range: 6,000 to 46,000

Temperature range: +25°F to +34°F
Fans: 10”/12" - High-speed EC motors

Defrost: Electric

Voltages: 208-240/1/60 or 208-240/3/60

LPE

Capacity range: 6,000 to 42,000

Temperature range: +25°F to +34°F
Fans: 10”/12" - High-speed EC motors

Defrost: Electric

Voltages: 208-240/1/60 or 208-240/3/60

LVE

Capacity range: 7,000 to 42,000

Temperature range: +26°F to +34°F
Fans: 10"/12"/16" - High-speed EC

Defrost: Electric

Voltages: 208-240/1/60, 208-240/3/60,

480-600/3/60

LSR & LST

Capacity range: 4,500 to 39,000
Temperature range: -30°F to +34°F
Fans: 12" - High-speed EC motor
Defrost: Hot gas

Voltages: 120/1/60 or 208-240/1/60

LAG & LAH

Capacity range: 6,000 to 46,000
Temperature range: +25°F to +34°F
Fans: 10”/12" - High-speed EC motors
Defrost: Hot gas

Voltages: 120/1/60 or 208-240/1/60

LPG & LPH

Capacity range: 6,000 to 42,000
Temperature range: +25°F to +34°F
Fans: 10"/12" - High-speed EC
motors

Defrost: Hot gas

Voltages: 120/1/60 or 208-240/1/60

LVG-LVH

Capacity range: 7,000 to 42,000
Temperature range: +26°F to +34°F
Fans: 10"/12"/16" - High-speed EC
Defrost: Hot gas

Voltages: 120/1/60 or 208-240/1/60

Capacities are in BTU/HR/10°F TD/20°F SST

EK SERIES
GENERAL FEATURES
Cabinet: Compact -

Stucco aluminum

Air throw: up to 50 ft
Voltages: 208-240/1/60,
208-240/3/60, 480-600/3/60

EKA

Capacity range: 14,500 to 66,000
Temperature range: Above +34°F
Fans: 16" - Twin-speed EC motors
Coil: Single - 7 FPI std.

Defrost: Air

AWEF

EKE
Capacity range: 13,500 to 62,500
Temperature range: -30°F to +34°F

Fans: 16" - High-speed EC motors
Coil: Single - 6 FPI std.

Defrost: Electric

EKR & EKT
Capacity range: 13,500 to 62,500
Temperature range: -30°F to +34°F

Fans: 16" - High-speed EC motors
Coil: Single - 6 FPI std.

Defrost: Hot gas



EM SERIES

GENERAL FEATURES
Cabinet: Medium silhouette -
Stucco aluminum

Air throw: up to 60 ft
Voltages: 208-240/1/60,
208-240/3/60, 480-600/3/60

EJ SERIES

GENERAL FEATURES
Cabinet: Medium profile -
Stucco aluminum

Fans: 20" high-efficiency AC
(ECM on AWEF units)

Air throw: up to 200 ft
Low-noise units

LM SERIES

GENERAL FEATURES
Cabinet: Medium profile -
Stucco aluminum

Fans: 20" - PSC motors
Air throw: up to 40 ft each side
Low-velocity units

LJ SERIES

GENERAL FEATURES
Up-flow configuration

EMA
Capacity range: 22,500 to 125,000
Temperature range: Above +34°F

Fans: 20" - Twin-speed EC motors
Coil: Single - 8 FPI std.

Defrost: Air

EJA

Capacity range: 26,000 to 249,000
Temperature range: Above +34°F
Coil: Single - 6 FPI std.

Defrost: Air

Voltages: 208-240/3/60,
480-600/3/60

LMA

Capacity range: 23,000 to 138,000
Temperature range: Above +34°F
Coils: Dual - 6 FPI std.

Defrost: Air

Voltages: 208-240/1/60,
208-240/3/60, 480-600/3/60

LJA
Capacity range: 34,500 to 265,500
Temperature range: Above +34°F
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INDUSTRIAL WALK-IN EVAPORATORS (AVAILABLE FOR SYNTHETIC REFRIGERANTS OR CO: APPLICATIONS)

Cabinet: Stucco aluminum

Fans: 20" high-efficiency AC (ECM
on AWEF units) - Low-noise units
Air throw: 35 ft each side

DJ SERIES

GENERAL FEATURES
Down-flow configuration

Cabinet: Stucco aluminum

Fans: 20" high-efficiency AC (ECM
on AWEF units) - Low-noise units

Coils: Dual - 6 FPI std.
Defrost: Air

Voltages: 208-240/3/60,
480-600/3/60

DJA

Capacity range: 34,500 to 265,000
Temperature range: Above +34°F
Coils: Dual - 6 FPI std.

Defrost: Air

Voltages: 208-240/3/60,
480-600/3/60

EME

Capacity range: 21,000 to 121,000
Temperature range: -30°F to +34°F
Fans: 20" - High-speed EC motors
Coil: Single - 6 FPI std.

Defrost: Electric

EJE

Capacity range: 25,000 to 213,000
Temperature range: -30°F to +34°F
Coil: Single - 6 FPI std.

Defrost: Electric

Voltages: 208-240/3/60,
480-600/3/60

LME

Capacity range: 23,000 to 138,000
Temperature range: -30°F to +34°F
Coils: 6 FPI std.

Defrost: Electric

Voltages: 208-240/1/60,
208-240/3/60, 480-600/3/60

LJE

Capacity range: 33,500 to 261,000
Temperature range: +25°F to +34°F
Coils: 6 FPI std.

Defrost: Electric

Voltages: 208-240/3/60,
480-600/3/60

DJE

Capacity range: 33,500 to 262,000
Temperature range: +25°F to +34°F
Coils: 6 FPI std.

Defrost: Electric

Voltages: 208-240/3/60,
480-600/3/60

EMG, EMH, EMR & EMT

Capacity range: 21,000 to 121,000
Temperature range: -30°F to +34°F

Fans: 20" - High-speed EC motors
Coil: Single - 6 FPI std.

Defrost: Hot gas

EJR, EJG, EJT & EJH
Capacity range: 26,000 to 249,000
Temperature range: -30°F to +34°F
Coil: Single - 6 FPI std.

Defrost: Hot gas

Voltages: 208-240/3/60,
480-600/3/60

LMG, LMH, LMR & LMT
Capacity range: 23,000 to 138,000
Temperature range: -30°F to +34°F
Coils: 6 FPI std.

Defrost: Hot gas

Voltages: 208-240/1/60,
208-240/3/60, 480-600/3/60

LJR, LJT, LUG & LJH
Capacity range: 34,500 to 265,000
Temperature range: +25°F to +34°F
Coils: 6 FPI std.

Defrost: Hot gas

Voltages: 208-240/3/60,
480-600/3/60

DJR, DJT, DJG & DJH
Capacity range: 34,500 to 265,000
Temperature range: +25°F to +34°F
Coils: 6 FPI std.

Defrost: Hot gas

Voltage: 208-240/3/60,
480-600/3/60

Capacities are in BTU/HR/10°F TD/20°F SST

EH-EI SERIES
GENERAL FEATURES

Cabinet: Galvanized steel

EHA
Capacity range: 46,000 to 259,000
Temperature range: Above +34°F

Fans: AC Standard efficiency ~Coil: Single - 8 FPI std.

EH: 1HP / El: 2HP
Air throw: up to 100 ft

Voltages: 208-240/3/60,
480/3/60 or 600/3/60

High-profile, high-velocity units

Defrost: Air

EQ-EX SERIES
GENERAL FEATURES
Cabinet: Galvanized steel

EQA
Capacity range: 47,000 to 431,500
Temperature range: Above +34°F

EHE

Capacity range: 42,000 to 250,500
Temperature range: -30°F to +34°F
Coil: Single - 6 FPI std.

Defrost: Electric

EIE

Capacity range: 47,000 to 259,000
Temperature range: -30°F to +34°F
Coil: Single - 6 FPI std.

Defrost: Electric

EQE

Capacity range: 48,000 to 385,000
Temperature range: -30°F to +34°F
Defrost: Electric

EHR, EHG, EHT & EHH
Capacity range: 42,000 to 250,500
Temperature range: -30°F to +34°F
Coil: Single - 6 FPI std.

Defrost: Hot gas

EIR, EIG, EIT, EIH

Capacity range: 46,000 to 284,000
Temperature range: -30°F to +34°F
Coil: Single - 6 FPI std.

Defrost: Hot gas

EQR, EQG, EQT & EQH
Capacity range: 49,000 to 431,500
Temperature range: -30°F to +34°F
Defrost: Hot gas

BLAST FREEZERS

CAPACITIES ARE IN BTU/HR/10°F TD AT 0" ESP (EB) AND AT 800 FPM (EF)

EBE
Capacity range: 33,825 to 424,000

Fans: Standard efficiency
AC (inverter duty) high velocity
Defrost: Electric

EFE
Capacity range: 34,500 to 437,000
Defrost: Electric

EB-EF SERIES

GENERAL FEATURES
Temperature range: -40°F to 0°F.
Cabinet: Galvanized steel

Coils: 4 FPI std.

Voltages: 208-240/3/60,
480/3/60 or 600/3/60

EBR
Capacity range: 35,600 to 446,000

Fans: Standard efficiency
AC (inverter duty) high velocity

Defrost: Hot gas reverse cycle

EFR
Capacity range: 36,500 to 460,400
Defrost: Hot gas reverse cycle

EBT
Capacity range: 35,600 to 446,000

Fans: Standard efficiency
AC (inverter duty) high velocity
Defrost: Hot gas three pipe

EFT
Capacity range: 36,500 to 460,400
Defrost: Hot gas three pipe

EVOLUTION SERIES - AIR-COOLED - HORIZONTAL DISCHARGE CONDENSING UNITS

OE-IE SERIES
GENERAL FEATURES

Base: Heavy-gauge galvanized steel
Cabinet (outdoor): Galvanized steel
Fans: PSC or ECM motor
Temperatures: Low, medium,
extended medium & high

OUTDOOR
UNIT - OE

OES & IES

Compressor: Copeland semi-hermetic
Compressor power: 0.4 to 22 HP

OES & IES

Compressor: Bitzer semi-hermetic
Compressor power: 0.6 to 22 HP

EVOLUTION SERIES - AIR-COOLED - VERTICAL DISCHARGE CONDENSING UNITS

OEZ & IEZ
Compressor: Copeland scroll
Compressor power: 1.3 to 20 HP

OM SERIES OMS

oMz

GENERAL FEATURES

Base: Heavy-gauge galvanized steel
Cabinet: Galvanized steel

Fans: 20" high-efficiency low noise
twin-speed or PSC or ECM
Temperatures: Low, medium & high

MEDIUM CAPACITY

ON SERIES
GENERAL FEATURES

Base: Heavy-gauge galvanized steel
Cabinet: Galvanized steel

Fans: 31.5" high-efficiency low noise
twin-speed or PSC or ECM

Temperatures: Low, medium & high

Base: Heavy-gauge galvanized steel
Cabinet: Galvanized steel
Pressures: Low: 1305 PSIG (90 Bar)
High: 1740 PSIG (120 Bar)

Temperatures: Low & medium

REMOTE / WATER-COOLED CONDENSING UNITS

Compressor: Copeland Semi-hermetic
Single: 6.1 to 22 HP / Dual: 12.2 to 44 HP

OoMS

Compressor: Bitzer Semi-hermetic
Single: 6.1 to 24 HP / Dual: 12.2 to 48 HP

ONS

Compressor: Copeland Semi-hermetic
Single: 25 to 50 HP / Dual: 50 to 100 HP

ONS

Compressor: Bitzer Semi-hermetic
Single: 25 to 50 HP / Dual: 50 to 100 HP

Compressor: Copeland Scroll
Single compressor: 6.1 to 22 HP
Dual compressor: 12.2 to 44 HP

ONZ

Compressor: Copeland Scroll
Single compressor: 25 to 50 HP
Dual compressor: 50 to 100 HP

Compressor: Dorin Semi-hermetic double-stage,

semi-hermetic Bitzer or Copeland

Fans: 31.5" high-efficiency low noise
twin-speed and ECM

Optional Adiabatic pre-cooling system

WE-XE-SE SERIES
GENERAL FEATURES

Base & electrical panel: Heavy-gauge galvanized steel

WES-XES

Compressor: Semi-hermetic
Condenser WES: Shell & Tubes
Condenser XES: Coaxial

WEZ-XEZ

Compressor type: Scroll
Compressor power WEZ: 1 to 50 HP

Insulating valves (water-cooled

Compressor power XEZ: 0.6 to 6 HP

Fans: 31.5" high-efficiency AC Defrost: Air
(ECM on AWEF EQ units)

Condenser WEZ: Shell & Tubes
Condenser XEZ: Coaxial

Compressor power WES: 0.4 to 50 HP
Compressor power XES: 0.4 to 6 HP

condenser): Outlet back-seated Rotalock valves and
angle type safety relief valve

GENERAL FEATURES

Down-flow configuration
Cabinet: Galvanized steel
Fans: 31.5" high-efficiency AC
Low-noise units

Capacity range: 57,500 to 381,000
Temperature range: Above +34°F
Coils: Dual - 6 FPI std.

Defrost: Air

Voltages: 208-240/3/60,
480/3/60 or 600/3/60

Capacity range: 56,000 to 370,500
Temperature range: +25°F to +34°F
Coils: Dual - 6 FPI std.

Defrost: Electric

Voltages: 208-240/3/60, 480/3/60 or
600/3/60

Capacity range: 57,500 to 381,000
Temperature range: +25°F to +34°F
Coils: Dual - 6 FPI std.

Defrost: Hot gas

Voltages: 208-240/3/60, 480/3/60 or
600/3/60

SMART EVAPORATOR
RC-S CONTROLLER

LEAD LAG & DEFROST
RC-L CONTROLLER

FLUID COOLER
& PUMP PACKAGE
RC-F CONTROLLER

OPTI-MIST+ ADIABATIC
RC-A CONTROLLER

Air throw: up to 170 ft WE XE T tures: L dium & high Te tures: Low & medi
Coll: Single - 6 FPI std EXA EXE EXR, EXG, EXT, EXH WATER COOLED  WATER COOLED spersires Tom medm e eperetires: To Brmecm
Voltages: 208-240/3/60, Capacity range: 52,000 to 511,000 Capacity range: 57,500 to 437,000 Capacity range: 64,000 to 511,000 Insulating valves (liquid receiver
480/3/60 or 600/3/60 Temperature range: Above +34°F  Temperature range: -30°F to +34°F Temperature range: -30°F to +34°F (XE & SEgonIy))- Ou?let back-seated SES SEZ
High—profile, low-noise units  Defrost: Air Defrost: Electric Defrost: Hot gas Rotalock valves'and safety relief valve Compressor: Semi-hermetic - spring-mounted Compressor: Scroll
with fusible plug or angle type safety Compressor power: 0.4 to 50 HP Compressor power: 1.3 to 50 HP
relief valve Temperatures: Low, medium, & high Temperatures: Low & medium
LQ SERIES LQA LQE LQOR, LQT, LOG & LOH
GENERAL FEATURES $a|°ac'tytranger 57'_52(; to 33;2)002 Capacity range: 56,500 to 370,000 Capacity range: 57,500 to 381,000 - :
Up-flow configuration emperature range: Adove Temperature range: +25°F to +34°F Temperature range: +25°F to +34°F REMOTE
Cabinet: Galvanized steel gz:‘lrso:s?'u/ilir_ 6 FPIstd. Co]i(ls: Duall -6 ‘FPI std. Co]i(ls: Dual - 6 FPI std.
Fans: 31.5" high-efficiency AC : Defrost: Electric Defrost: Hot gas
(ECM on AWEF units) ng%%zg 202620‘}(3); 2660' Voltages: 208-240/3/60, 480/3/60 or  Voltages: 208-40/3/60, 480/3/60 or CONTROLLERS
Air throw: 35 ft each side or 600/3/60 600/3/60
Low-noise units
tg uardian'
DQ SERIES DQA DQE DQR, DQT, DQG & DQH e

CONDENSER
RC-C CONTROLLER



STANDARD EFFICIENCY FANS (AIR COOLED) - CONDENSERS / FLUID COOLERS

CN-CL-CM-CC
FN-FL-FM-FC
SERIES

GENERAL FEATURES

Cabinet: Galvanized steel

Headers: Seamless copper tube
type KOR L

Fans: Aluminum, direct drive
Voltages: 208-240/3/60, 480/3/60 or
600/3/60. FCD: 240/1/60

CNW-CNR-FND

Fan arrangements: 1X1 to 2X7

Fans: 30"dia. - 2HP 1140 RPM

CNW coil: Wide fin spacing/8 FPI/riffled tubes
CNR coil: Flat slab/10+ FPI/riffled tubes

FND coil: Flat slab/8+ FPI/smooth tubes

CLW-CLR-FLD

Fan arrangements: 1X1 to 2X7

Fans: 30"dia. - THP 850 RPM

CLW coil: Flat slab/wide fin spacing/8 FPI/riffled tubes
CLR coil: Flat slab/10+ FPI/riffled tubes

FLD coil: Flat slab/8+ FPI/smooth tubes

CMR-CCR-FMD-FCD

Fan arrangements:

CMR & FMD: 1X1 to 2X3 / CCR & FCD: 1X1
FMD fans: 20"dia. - 1/2HP 1140 RPM

FCD fans: 20"dia. - 1/4HP 825 RPM
CMR-CCR coil: Flat slab/riffled tube
FMD-FCD coil: Flat slab/smooth tubes

LOW-NOISE, HIGH-EFFICIENCY FANS (AIR COOLED) - CONDENSERS / FLUID COOLERS / GAS COOLERS (ETL) /

CB-CV-FB-FV
AB-AV
YB-YV.
SERIES

GENERAL FEATURES

Cabinet: Galvanized steel

Fans: 31.5" high-efficiency low noise

twin speed

Headers: Seamless copper tube type K or L
Headers CO2: Stainless steel tubes

Voltages: 208-240/3/60, 480/3/60 or 600/3/60

FLAT SLAB
MODEL

CBW-CVW-CBR-CVR

Fan arrangements: 1X1 to 2X7
CBW-CBR fans: High/Low 2.6HP/1HP 970/680 RPM
CVW-CVR fans: High/Low 1.25HP/0.5HP 730/510 RPM

CBW-CVW coil: Flat slab/wide fin spacing/8 FPI/riffled tubes
CBR-CVR coil: Flat slab/10+ FPI/rifﬁed tubes

FBD-FVD

Fan arrangements: 1X1 to 2X7

FBD fans: High/Low 2.6HP/1HP 970/680 RPM
FVD fans: High/Low 1.25HP/0.5HP 730/510 RPM
Coil: Flat slab/8+ FPI/smooth tubes

ABD/ AVD/

Fan arrangements: 1X1 to 2X7

ABD/GBD fans: High/Low 2.6HP/1HP - 970/680 RPM
AVD/GVD fans: High/Low 1.25HP/0.5HP 730/510 RPM

Coil: Flat slab/8+ FPI/smooth tubes

RACK SYSTEMS - PARALLEL COMPRESSORS

BIG-V
MODEL

CBY-CVY

Fan arrangements: 1X1 to 2X10

CBY fans: High/Low 2.6HP/1HP 970/680 RPM
CVY fans: High/Low 1.25HP/0.5HP 730/510 RPM
Coils: Big-V-shape/8+ FPI/riffled tubes

FBY-FVY

Fan arrangements: 1X1 to 2X10

FBY fans: High/Low 2.6HP/1HP 970/680 RPM
FVY fans: High/Low 1.25HP/0.5HP 730/510 RPM
Coils: Big-V-shape/8+ FPI/smooth tubes

ABY-YBY/ - AVY-YVY

Fan arrangements: 1X1 to 2X10

ABY-GBY-YBY-ZBY fans: High/Low 2.6HP/1HP - 970/680 RPM
AVY-GVY-YVY-ZVY fans: High/Low 1.25HP/0.5HP 730/510 RPM
Coils ABY-GBY-AVY-GVY: Big-V-shape/8+ FPI/smooth copper tubes
Coils YBY-ZBY-YVY-ZVY: Big-V-shape/8+ FPI/smooth 304/L SS tubes

configuration

HEAT RECLAIM UNITS

ECOZONE+

Copeland Scroll Compressors
Emerson CPC controls

Air and water-cooled

Air, electric or hot-gas defrost
Horizontal or vertical

MINI SPECTRUM
7.5 HP through 30 HP
Compressors: Copeland Scroll

scrolls

Controls: Emerson
Application: Low & medium
Voltages: 240/1/60, 240/3/60,
480/3/60 or 600/3/60

AIR HANDLING

Number of compressors: 2-5 small

SPECTRUM

Up to 125kW (167.5HP) (Canada)
Up to 250HP (US)

Compressors: Bitzer or Copeland
semi-hermetic or Copeland scroll
Number of compressors: 2-6 for
semi-hermetics / 2-8 for scrolls
Controls: Emerson or Micro-thermo
Application: Low & medium
Voltages: 240/1/60, 240/3/60,
480/3/60 or 600/3/60

STATIONS

Cabinet: Galvanized steel
HCD-HMD fans: 20" standard efficiency

twin speed

HCD-HMD fans: Direct drive 1.5HP - 825 RPM
BZD-KZD fans (COz): 20" twin speed - 1480/1090 RPM
Coil: Smooth tubes

Headers: Seamless copper tube type KOR L

Voltages: 208-240/3/60, 480/3/60 or 600/3/60

Fan arrangements: HCD: 1X1 / HMD: 1X1 to 1X3/
BZD-KZD (CO): 1X1 to 1X3

CFM Range: From 1,200 to 50,400 CFM
Cabinet: Standard closed aluminum structural
framing with 2" thick 18-gauge galvanized steel
panels. Optional 3" cold room walls with
polyurethane panels.

Arrangement: Fix or modular

Configuration: Vertical or horizontal

Voltages: 208-240V, 480V or 600V

i

INDOOR AND OUTDOOR AIR
HANDLING UNITS

i
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